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Resumo  

 

 

Este trabalho compreende o desenvolvimento de solventes e processos de 
separação sustentáveis, eficientes e rentáveis, através da aplicação de soluções 
aquosas de líquidos iónicos (LIs). Em particular mostra-se o potencial de 
soluções aquosas de LIs como solventes alternativos para a extração de 
compostos de valor acrescentado a partir de biomassa, evitando portanto a 
utilização de solventes orgânicos voláteis, assim como a sua utilização na 
formação de sistemas aquosos bifásicos (SAB) como processos de separação. 
No primeiro conjunto de resultados demonstra-se que soluções aquosas de LIs 
apresentam uma elevada capacidade para extrair cafeína e hidroximatairesinol 
(HMR) de borras de café e de nós de abeto da Noruega, respetivamente. O 
primeiro trabalho nesta vertente mostra a importância do conceito de hidrotropia, 
atuando como o principal fator responsável pelo elevado desempenho das 
soluções aquosas de LIs na extração de compostos de valor acrescentado a 
partir de biomassa, enquanto que o segundo trabalho demonstra a utilização de 
LIs biocompatíveis, permitindo a utilização direta dos extratos de biomassa em 
aplicações nutracêuticas e de cosmética. As soluções aquosas de LIs também 
foram estudadas na criação de SAB reversíveis, como plataformas de 
separação alternativas, assim como no desenvolvimento de sistemas integrados 
de reação-separação. As respetivas transições de fase ocorrem por aplicação 
de estímulos externos, tais como pH e temperatura, e a sua aplicação foi 
demonstrada na separação de misturas de aminoácidos, e ácidos nucleicos e 
proteínas. Por fim, demonstra-se a utilização de SAB reversíveis como 
processos integrados de produção e separação. Os SAB reversíveis obtidos por 
alterações de pH foram aplicados na produção de hidroximetilfurfural (HMF) a 
partir de frutose em meio ácido, seguido da sua separação em condições 
alcalinas (induzindo a formação de duas fases). Por outro lado, e tirando partido 
da natureza biocompatível dos constituintes dos SAB, estudaram-se SAB 
reversíveis através da alteração da temperatura em processos biocatalíticos. A 
reação ocorre em meio homogéneo, catalisada pela lacase, onde pequenas 
alterações de temperatura induzem a formação de duas fases e a completa 
separação da enzima do respetivo produto. Estes sistemas permitem também a 
recuperação e reutilização das fases/constituintes dos SAB, contribuindo para o 
desenvolvimento de processos sustentáveis. Embora seja ainda necessária 
investigação adicional sobre a viabilidade destes solventes e sistemas  para 
aplicação em larga escala, os resultados aqui apresentados mostram a 
relevância de soluções aquosas de LIs como solventes alternativos e no 
desenvolvimento de processos de separação. 
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Abstract  

 

This work is focused on the development of sustainable and cost-effective 
solvents and separation processes, particularly by applying aqueous solutions of 
ionic liquids (ILs). It is shown the potential of ILs aqueous solutions as alternative 
solvents to extract value-added compounds from biomass, avoiding the use of 
the commonly applied volatile organic solvents, and their use as phase-forming 
components of aqueous biphasic systems (ABS) to develop reversible and/or 
integrated separation platforms.   
In the first set of results, it is demonstrated the high performance of ILs aqueous 
solutions to extract caffeine and hydroxymatairesinol (HMR) from spent coffee 
grounds (SCG) and Norway spruce knots, respectively. In the first work it is 
shown the relevance of the hydrotropy concept as the major factor behind the 
improved extraction performance of ILs aqueous solutions, whereas in the 
second work biocompatible ILs were applied and proposed to be used directly 
with the biomass extracts in nutraceutical and cosmetic applications. Still focused 
on the use of ILs aqueous solutions, these were then explored in the creation of 
reversible aqueous biphasic systems (ABS) as alternative separation platforms, 
followed by the development of integrated production-separation strategies. 
Transitions from monophasic to biphasic regimes were shown to occur by 
changes in pH and temperature (applied as external stimulus). Examples on their 
use in the separation of mixtures of amino acids and of nucleic acids from 
proteins are given. Finally, it is shown the applicability of reversible ABS as 
integrated production-separation processes. pH-driven ABS were applied in the 
production of hydroxymethylfurfural (HMF) from fructose at acidic media, 
followed by their separation at alkaline conditions (inducing the two phases 
separation). On the other hand, and taking advantage of the biocompatible 
nature of the ABS phase-forming components, thermoreversible ABS were used 
in biocatalytic processes. A reaction catalysed by laccase occurs in the 
homogenous solution, after which small temperature changes induce the two-
phase formation and the complete separation of the enzyme from the respective 
product. These systems also allow the recovery and reuse of the ABS phases, 
contributing towards the development of sustainable production and separation 
processes. Although additional research on these solvents and systems scale-
up feasibility is still required, the results here presented unveil the relevance of 
IL aqueous solutions as alternative solvents and on the development of efficient 
separation processes. 
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1.1. Scopes and Objectives 

The current work is based on the use of aqueous solutions of ionic liquids (ILs) as alternative 

solvents for the extraction, separation and/or purification of value-added (bio)compounds, and 

on the design of cost-effective, sustainable and integrated extraction/recovery or 

production/recovery strategies. ILs have been chosen as alternative solvents due to their unique 

properties, namely a negligible vapour pressure under atmospheric conditions, low flammability 

and high thermal and chemical stabilities.1 ILs are also recurrently recognized by their high 

solvation aptitude for organic and inorganic compounds, and as enhanced stabilizing media for 

proteins, nucleic acids, among others.1 Mainly due to their designer ability, ILs have been largely 

investigated in the past decades in a wide plethora of applications. 

In this work, tailored and better processes using ILs have been developed for the extraction 

or production and separation of value-added biocompounds. In particular, three types of 

processes have been developed: (i) extraction/recovery of biocompounds from solid biomass 

samples; (ii) separation/recovery of biocompounds from aqueous samples; and (iii) integrated 

production/separation processes involving value-added compounds. In the extraction of target 

compounds from solid biomass matrices, two examples are presented, namely the extraction of 

caffeine from spent coffee grounds (SCG), and hydroxymatairesinol (HMR) from the knots of 

Norway Spruce. In the second type of process, new reversible IL-based aqueous biphasic systems 

(ABS) are described in the separation of deoxyribonucleic acid (DNA) from human serum 

albumin (HSA), and aromatic from aliphatic amino acids. In the last approach, two integrated 

processes based on ABS are presented, namely by the production and purification of  

5-hydroxymethylfurfural (HMF), and by performing integrated catalytic reactions and 

separations steps using laccase. For a better understanding of the current thesis organization, a 

schematic representation is given in Figure 1.1.  

An increased demand in the consumption of natural compounds, majorly extracted from 

biomass, has been observed in the past years.2 Biomass contains various types of bioactive 

compounds which can be used in nutraceutical, cosmetic, and pharmaceutical products, 

particularly due to their beneficial biological activities, such as anticancer, antimicrobial, 

antioxidant, and analgesic effects.2 However, conventional extraction processes for value-added 

natural compounds may display several disadvantages, such as low efficiency and non-

selectivity, time-consuming, high energetic input, and degradation of the targeted compounds.2 

Furthermore, traditional methods generally involve the use of large quantities of toxic and 

volatile organic solvents leading to additional concerns on environmental and human health 



ILs as sustainable solvents in separation 

4 
 

issues.2 Aiming at finding more effective and biocompatible and environmentally-friendly 

solvents and processes, aqueous solutions of ILs were investigated as alternative solvents for 

the extraction of value-added compounds from biomass. 

 

Figure 1.1. Layout of the current thesis. 

In this line, Chapter 3 describes two examples of the application of ILs aqueous solutions on 

the extraction of caffeine and HMR from biomass. Usually, IL-based solid-liquid extractions lead 

to promising results since ILs can act as powerful hydrotropes3 or may be designed to present 

surface-active properties,4, 5 allowing an increase in the solubility of several biomolecules in 

aqueous solutions of ILs, and therefore leading to higher extraction yields. In Chapter 3.1 it is 

investigated the potential of aqueous solutions composed of ILs and conventional salts, as well 

as mixtures of both compounds, to dissolve and extract caffeine from SCG, aiming at better 

understanding the hydrotropy-based mechanism ruling the high-performance of ILs aqueous 

solutions to extract value-added compounds from biomass. Aqueous solutions of ILs and salts 

containing hydrotrope ions display a higher caffeine solubilisation and extraction capacity. The 

obtained results allowed to conclude that the IL/salt isolated ions and not the original ion-pair 
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play the primary role on the hydrotropy-based extraction mechanism.  Although high extraction 

efficiencies are usually obtained with aqueous solutions of ILs, one of the main problems 

associated to the extraction of biocompounds from biomass using aprotic ILs is connected to 

their recovery from the IL-rich solution, since these cannot be recovered by evaporation.2 There 

have been some proposals in this direction, either by applying back-extraction using organic 

solvents or by inducing precipitation with anti-solvents.2 In a subsequent research work, 

described in Chapter 3.2, aqueous solutions of biocompatible ILs, namely analogues of glycine-

betaine (AGB), were used for the extraction of HMR from knots of Norway Spruce, in which it is 

avoided the requirement of removing the IL or an additional recovery step. The extraction yields 

obtained showed to be better than those obtained with traditional volatile organic solvents. 

Furthermore, studies on the cytotoxicity of the ILs aqueous solutions supported their 

biocompatible nature and high antioxidant activity of the HMR-rich extracts. It was shown that 

aqueous solutions of ILs containing HMR have the potential to be used directly in cosmetic, 

nutraceutical and pharmaceutical applications without requiring an additional step for the HMR 

recovery and IL recycling.  

In the past few years, IL-based ABS have been largely explored for the separation and 

purification of a broad range of compounds, mainly due to their superior performance as 

alternative extraction and purification platforms.4, 6, 7 In addition, in liquid-liquid systems, 

research on dynamic and reversible biphasic systems has also been conducted. These phase-

transitions are achieved by changes in pH8 or temperature,9 as well as by the addition of 

CO2/N2.10 Chapter 4 comprises several examples on the development of new reversible IL-based 

ABS and on their application for the separation of DNA from HSA, and of aromatic from aliphatic 

amino acids. These systems, as those studied in Chapter 5, have potential to be remarkable 

separation processes by taking advantage of their switchable behaviour. Chapter 4.1 addresses 

the development of pH-triggered IL-based ABS, in which cholinium-based ILs and polypropylene 

glycol (PPG) were used as phase-forming components. The phase transitions were achieved by 

playing with the speciation of the IL anion according to the medium pH. Changes between 

homogeneous and biphasic regimes occur in a wide range of pH values and compositions, which 

can be tailored to a target separation process. Due to their biocompatible nature, these systems 

were used in the selective separation of DNA from HSA (the major protein present in human 

serum samples). In the following work, novel reversible IL-based ABS without changes on the 

ǇƘŀǎŜǎΩ ŎƻƳǇƻǎƛǘƛƻƴs were designed, i.e. thermoreversible systems. Chapter 4.2 addresses the 

ability of water-soluble ammonium-based zwitterions (ZIs) ς in which both the cation and anion 

are covalently tethered to each other - to form ABS with salts, followed by the study on their 

temperature-induced switchable behaviour. These thermoreversible systems were applied in 
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the separation of a wide range of compounds, such as in the separation of aromatic (╙-

tryptophan) and aliphatic (glycine) amino acids.  

In the two previously described chapters, switchable systems were proposed. According to 

the new gathered insights, integrated production-separation IL-based ABS processes were then 

developed - Chapter 5. Chapter 5.1 comprises the study of pH-driven reversible IL-based ABS, 

formed by imidazolium- and phosphonium-based ILs, and salts. In this work it is shown that 

reversible IL-based ABS can be prepared by playing with the speciation behaviour of the organic 

salt (potassium citrate) used in the ABS formulation. These systems were studied as integrated 

production-purification platforms, in which HMF was produced from fructose at acidic pH, and 

then separated from the unreacted precursor by an increase in the pH and consequent 

formation of two-phase systems. Chapter 5.2 is focused on the use of ZIs to form ABS aiming at 

finding more biocompatible thermoreversible ABS that can be used to extract and purify 

biocompounds. The temperature-dependency of the solubility curves of ABS composed of 

poly(ethylene)glycol (PEG) of different molecular weights and various ZIs were evaluated. The 

investigated systems display a thermoreversible behaviour and were investigated as integrated 

reaction/separation processes. An enzymatic reaction involving laccase was carried out at the 

monophasic region, after which small changes in temperature induces the formation of two 

phases and the complete separation of the enzyme from the products in a single-step.  

1.2. Bioactive compounds, solvents and separation processes 

The use of bioactive compounds in different commercial sectors, such as in the 

pharmaceutical, nutraceutical and cosmetic industries, has faced a significant increase in the last 

years. In particular, the discrimination between natural and synthetic products has received 

enormous attention, and an increased demand on the consumption of natural compounds over 

their synthetic counterparts has been observed.11 Natural bioactive compounds have several 

beneficial biological activities, such as anticancer, antimicrobial, antioxidant, antidiarrheal, and 

analgesic effects (among others).12 Based on their beneficial biological activities and 

applications, the development of cost-effective and sustainable extraction processes of value-

added compounds from natural sources has gained remarkable relevance in recent years. 

Different extraction techniques have been used to extract bioactive compounds from 

biomass, such as soxhlet extraction, and high-pressure, mechanical-, ultrasound-, and 

microwave-assisted (among others).7 These extractions from solid biomass samples (solid-liquid 

extractions, SLE) consists in the extraction and dissolution of a given compound from a solid 

matrix in a given solvent. Unless completely selective solvents are identified, extractions from 
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biomass usually result in a complex extract. Therefore, after the extraction step, induced 

precipitation, distillation and chromatography, among others, are used as 

separation/purification techniques. Most of these techniques generally involve the use of 

volatile and often toxic organic solvents, additionally leading to environmental and human 

concerns.13 Furthermore, the costs associated to the final product are strongly dependent on 

the downstream processing, namely the type of techniques used and number of steps 

required.13 Thus, it is of crucial relevance to explore alternative solvents with more 

environmentally-friendly characteristics than those currently used, and to develop cost-effective 

and sustainable extraction and purification techniques, which could be ideally incorporated in a 

integrated process. 

Novel approaches have been proposed, seeking both sustainable extraction and purification 

ǘŜŎƘƴƛǉǳŜǎ ŀƴŘ ǎŀŦŜǊκέƎǊŜŜƴŜǊέ ǎƻƭǾŜƴǘǎ όe.g. solvents produced from renewable resources, 

water, supercritical fluids, deep eutectic solvents and ILs).14 Among these, ILs are one of the 

most studied alternative solvents for extraction and separation purposes.2, 15, 16 For instance,  ILs 

or their mixtures with water/organic solvents have been applied directly in the SLE of value-

added compounds from biomass, such as alkaloids, terpenoids, phenolic compounds, among 

others, and in liquidҍliquid extractions (LLE) aiming the separation of target products. In these 

studies, aqueous solutions of ILs are the preferred choice, although the use of pure ILs or ILs 

with organic solvents mixtures were also addressed. ILs aqueous solutions have been described 

as more efficient and selective solvents. The high extraction efficiency afforded by ILs aqueous 

solutions has been described as a result of the ability of some ILs for disrupting the biomass 

organized structure.7 However, it has been also shown that ILs aqueous solutions may act as 

enhanced solvents due to hydrotrope-7 or micelle-mediated phenomena,7 thus increasing the 

solubility of target products and extraction yield. In general, aqueous solutions of ILs display a 

higher solubilisation and extraction performance when compared to the respective pure 

solvents,2 as well as decreased viscosity.  

LLE is usually performed using organic solvents immiscible with water.17 Compared to 

chromatography, liquid-liquid systems offer technological simplicity and low cost, as well as the 

capability to provide high yields, improved purification factors, enhanced selectivity and the 

possibility of combining the recovery and purification steps. Aiming at avoiding the use of 

organic solvents in LLE, in 1958, Albertson introduced the ABS concept for the separation of 

(bio)molecules by their partitioning between two liquid aqueous phases.18 Both phases are 

mainly composed of water, thus affording an amenable media for (bio)molecules.4 In addition 

to these largely studied polymer-polymer and polymer-salt ABS, in recent years, Gutowski et 

al.19 demonstrated that ABS can also be formed by the addition of inorganic salts to aqueous 
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solutions of hydrophilic ILs. IL-based ABS have shown remarkable advantages when compared 

to more traditional polymer-based ones, namely by providing low viscous solvent media and by 

allowing the tailoring of extraction efficiencies and selectivity.4  

1.3. Ionic liquids (ILs) 

ILs are ionic compounds that belong to the molten salts group, and generally defined as 

presenting a melting temperature below 100 °C; often, they are denominated by room 

temperature ILs when they are liquid at temperatures close to room temperature.20 They are 

typically composed of a large and unsymmetrical cation and an organic or inorganic anion.20 The 

low melting temperatures of ILs are a result of the weak intermolecular interactions derived 

from the large size ions and their charge distribution, and lack of an ordered crystalline 

structure.20 

The ionic nature of ILs is responsible for some of their unique properties, such as their 

negligible vapour pressure under atmospheric conditions, low flammability, high thermal and 

chemical stabilities, large liquid temperature range, high ionic conductivity and excellent 

microwave-absorbing ability.21, 22 ILs are also recurrently recognized by their high solvating 

aptitude for organic and inorganic compounds, from synthetically produced to natural extracted 

ones, and as good stabilizing media for proteins, nucleic acids, among others.2, 4 Amongst the 

large range of ILs that can be synthesized, the most commonly studied are nitrogen-based, with 

some examples of their cation chemical structures given in Figure 1.2A. The cation can be of a 

different nature, and additionally designed by changing the size of the alkyl side chains and 

addition of functional groups.22 Furthermore, the anion can be of a very different chemical 

nature, such as halogens, sulphates, cyano-based, fluorinated, etc. (Figure 1.2A). Based on the 

vast number of cation/anion combinations it is possible to tune their physicochemical properties 

aiming at designing a specific IL for a target application, and so, ILs are commonly described as 

άŘŜǎƛƎƴŜǊ ǎƻƭǾŜƴǘǎέ όFigure 1.2B).23-25 This feature overcomes the limited selectivity of common 

volatile organic solvents, allowing the design of more effective solvents for extraction purposes 

and more efficient separation platforms.  
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Figure 1.2. (A) Chemical structures of some IL cations and anions usually employed in the extraction and 

separation of value-added compounds. (B) Allusive scheme to the ILs άŘŜǎƛƎƴŜǊ ǎƻƭǾŜƴǘǎέ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎΦ 

(C) Chemical structures of tetraalkylammonium-based ZIs. 

In addition to the existence of over six hundred of common solvents used by industry, most 

aprotic ILs are an ambient-friendly alternative due to their combination of non-volatility and 

non-flammability,21, 23 eliminating solvent losses to the atmosphere, and consequently 

decreasing both the environmental footprint and the cost of the process.7 This is the main 

ǊŜŀǎƻƴ ōŜƘƛƴŘ ǘƘŜ ŎŀǘŜƎƻǊƛȊŀǘƛƻƴ ƻŦ L[ǎ ŀǎ άƎǊŜŜƴ ǎƻƭǾŜƴǘǎέΦ IƻǿŜǾŜǊΣ ǘƘŜ ŦŀŎǘ ƻŦ ŘƛǎǇƭŀȅƛƴƎ ŀ 

ƴŜƎƭƛƎƛōƭŜ ǾŀǇƻǳǊ ǇǊŜǎǎǳǊŜ ƛǎ ƴƻǘ ŜƴƻǳƎƘ ǘƻ ŀǎǎǳǊŜ ǘƘŀǘ ǘƘŜǎŜ ŎƻƳǇƻǳƴŘǎ ŀǊŜ ƛƴ ŦŀŎǘ άƎǊŜŜƴέΣ 

although losses to atmosphere are completely avoided when compared to traditional volatile 

organic solvents. Properties such as toxicity and biodegradability must be also accessed. For 

instance, even the most hydrophobic ILs have a non-negligible miscibility with water, which can 

result in the contamination of aqueous streams.26, 27 In recent years, several studies were 

conducted to evaluate the toxicity and biodegradability of ILs,26, 28 either by the combination of 

different anions and cations or by changing the alkyl side chain length and number of alkyl 

groups at the cation ring. These studies showed that the ILs toxicity is primordially determined 

by the cation nature and increases with the increase of the length of the alkyl side chain (increase 

in hydrophobicity).27 Commonly, the anion has a smaller influence on toxicity than the cation, 

and generally, short cation alkyl chains or more hydrophilic ILs display lower toxicity.28 The 

solubility of ILs in water decreases with their hydrophobicity, i.e., the most toxic ILs are those 

that usually exhibit lower mutual solubilities with water, and hence, their environmental impact 

ƛƴ ŀǉǳŀǘƛŎ ǎǘǊŜŀƳǎ Ŏŀƴ ōŜ άƳƛƴƛƳƛȊŜŘέΦ26 

Although aprotic ILs cannot enter into the environment by evaporation, they can enter into 

ǘƘŜ ōƛƻǎǇƘŜǊŜ ōȅ ǿŀǘŜǊ ǎǘǊŜŀƳǎΦ ¢ƘŜǊŜŦƻǊŜΣ ǘƘŜ ǎȅƴǘƘŜǎƛǎ ƻŦ άƎǊŜŜƴŜǊέ L[ǎ ŀƴŘ studies on their 
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applications are nowadays one of the major topics of research within the ILs community. Starting 

materials must be non-toxic and ideally should be renewable. Low cost synthetic routes and 

easy preparation should also be filled. In this direction, some novel ILs have been reported, such 

as those composed of cholinium-29 and glycine-betaine-based cations, combined with anions 

derived from amino acids,30 carboxylic acids,31 etc. 

Recently, a new class of zwitterionic-type molten salts (ZIs) was described, displaying similar 

chemical structures to ILs, but in which the cation and anion are covalently tethered to each 

other (Figure 1.2C).32 Since the ion pairs remain covalently linked it is avoided the formation of 

ion pairs or ion-exchange mechanism, particularly relevant when dealing with separation 

processes. With the proposal of ZIs, new avenues were opened in electrochemistry,33 as suitable 

additives for systematically controlling the water content of hydrophobic ILs, and in separation 

processes.32 

1.3.1. ILs as alternative solvents for the extraction of value-added compounds from 

biomass  

Biomass, is a unique, ubiquitous, and sustainable renewable resource for the production of 

biomaterials and biochemicals with wide commercial application. In SLE approaches, the 

biomass is placed in direct contact with the IL-based solvent, and operational conditions such as 

temperature, extraction time, and solidҍliquid ratio are optimized (Figure 1.3). The two phases 

are then separated by filtration, decantation or centrifugation. The appropriate solvent is 

chosen based on a set of characteristics, such as polarity, selectivity, density, surface tension, 

viscosity, chemical and thermal stability, corrosion behaviour, cost, toxicity, and required 

operating temperature. After the SLE step, a new step is required to purify and/or recover the 

target compound, which may be attained by distillation, a new LLE step, by chromatographic 

approaches, among others. 

SLE techniques using  ILs as solvents have also been applied with microwave-assisted 

extraction (MAE),34, 35 ultrasound assisted extraction (UAE)36, 37 and  

enzyme-assisted38, 39 processes to enhance the extraction efficiency, while attempting to 

decrease the extraction time and amount of solvent used. More specially, UAE increases the 

mass transfer, being the best option when dealing with thermally sensitive value-added 

compounds, while MAE allows a fast heat transfer into the solvent solution, being the best 

option when considerable viscous solutions are used (e.g. pure or highly concentrated ILs 

solutions). 
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Figure 1.3. Scheme of SLE applied to solid biomass samples. 

Various works have been published addressing the use of ILs, mixture of ILs and mixtures of 

ILs with organic solvents for the extraction of essential oils, such as limonene from orange peels40 

and coumarin from Cinnamomum cassia bark,41 extraction of shikimic acid from Illicium verum42 

and Ginkgo biloba leaves,43 extraction of lipids from Chlorella microalgae,44, 45 extraction of 

polysaccharides and lipids from brown algae46, among others.2, 7 Although there is a large 

number of possible cation-anion combinations in ILs, most studies published up to date are still 

focused on imidazolium-based ILs. The pioneering work applying ILs to extract valued-added 

compounds from biomass was demonstrated in 2006, by Bioniqs Ltd.47 The authors 

demonstrated the successful application of protic and distillable ILs to extract artemisinin, a 

sesquiterpene lactone, from Artemisia annua. A protic and biodegradable IL, [N110(2OH)][C7CO2] 

(ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ L[ǎ ƛǎ ǇǊƻǾƛŘŜŘ ƛƴ ǘƘŜ List of acronyms), was found to be the best IL investigated 

and, under the optimum conditions, high extraction yields were obtained when compared to 

those obtained by hexane at high temperatures.47 After this proof of principle, the number of 

investigations regarding the use of ILs for the extraction of value-added compounds materials 

from biomass significantly increased. Regarding the use of IL-based solvents, four types have 

been reported: (i) pure ILs, (ii) ILs mixture, (iii) ILs/organic solvents mixtures and (iv) aqueous 

solutions of ILs.  

After the pioneering work shown by Bioniqs Ltd,47 Chowdhury et al.48 suggested the 

application of SLE for the extraction of ellagic and gallic acids, pyrocatechol and (+)-catechin 

from Acacia catechu (catechu) and Terminalia chebula (myrobolan), also using a protic and 

distillable IL ([N1100][N(C1)2CO2]), at room temperature. High extraction efficiencies for both 

catechu (85%) and myrobolan (75%) biomass were obtained, while with water as the main 

solvent the extraction efficiencies are 64 and 52%, respectively.48
 In 2011, Bica et al.40 showed 

that pure ILs ([C4C1im]Cl, [aC1im]Cl and [C2C1im][C1CO2]) can dissolve orange peels and extract 

limonene, commonly used in cosmetics, as a flavouring chemical, and as a biodegradable 

insecticide. The complete dissolution of orange peels was observed after 3 h with 

[C2C1im][C1CO2], with a yield of the isolated orange oil of 4.9%.40 The liquid solutions were then 
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subjected to vacuum distillation at 60ς65 °C and a distilled fraction composed of two layers, 

limonene and water, was finally obtained allowing the isolation of limonene.40 Recently, Mehta 

et al.41 also developed an efficient processing scheme for the extraction of essential oil, i.e., 

coumarin from Cinnamomum cassia bark but in these case using a protic IL - [N0002][NO3] 

combined with aprotic [C4/ѕƛƳ]-based ILs for biomass dissolution, and further creation of a 

biphasic system with diethyl ether. With the mixture of [N0002][NO3] and [C4/ѕƛƳ]ώ/ѕ/hіϐ, an yield 

of 4.7% of essential oil was obtained, although some degradation of the IL was observed.41 With 

the mixture of [C4/ѕƛƳ]Cl and [N0002][NO3] a similar yield (4.6%) was obtained, but without any 

degradation observed.41 The authors demonstrated that the addition of these ILs allow to tailor 

the viscosity, solvation ability, and extraction efficiency of ILs, described as a synergic effect of 

IL ions (protic + aprotic). 41 After the extraction of the essential oil, the cellulosic material and 

free lignin were regenerated from the biomass-IL solution through the addition of a mixture of 

acetone and water.41 In general, all of these results clearly support the high ability of pure ILs to 

enhance the target products extraction yields, either by destroying the biomass lignocellulosic 

part and/or by improving the solvent solvation capacity. 

Ressmann et al.42 explored an alternative and effective method for the extraction of shikimic 

acid via dissolution of Illicium verum in presence of Brønsted acidic IL solutions. The authors 

investigated the conversion of shikimic acid into ethyl ester in ethanol solutions of 

[(HSO3)C4C1im][HSO4], [(HSO3)C4C1im][NTf2], [(HSO3)C4C1im]Br and [(HSO3)C4C1im]Cl.42 The 

authors obtained high conversions into ethyl ester (81 to 99%), although the complete 

conversion was only attained with [(HSO3)C4C1im][NTf2].42 The sulfonic acid side chain was 

demonstrated to be the main factor behind the efficient catalytic activity.42 The reactive 

dissolution of star anise seeds was then studied in [(HSO3)C4C1im][HSO4]-ethanol solutions, 

where the increase of the IL concentration leads to an increase in the extraction yield. Moreover, 

the application of microwave irradiation drastically reduced the reaction time (from 24 h to 30 

min).42 Based on these results, Ressmann et al.42 developed an in situ process for the conversion 

of shikimic acid that uses a mixture of ethanol with 3-pentanone catalysed by 

[(HSO3)C4C1im][HSO4] or [(HSO3)C4C1im][NTf2].42 ILs act both as solvents and as catalysts toward 

the in situ synthesis of shikimic acid ethyl ester and its ketal ester.42 Although the process 

reported does not allow the recovery of the IL, it eliminates the use of the toxic and corrosive 

thionyl chloride commonly employed, while reducing the number of operational steps with 

improved yield. In the same context, Usuki et al.43 suggested the extraction and isolation of the 

same biomolecule from Ginkgo biloba leaves using pure [C4C1im]Cl. At optimum conditions, the 

extraction yield of shikimic acid was 2.5 times higher than that obtained with methanol at 80 °C, 
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and 2 times higher than with dimethylformamide at 150 °C. However, no attempts at shikimic 

acid conversion were carried out by the authors.43  

Young et al.44 reported an enhanced performance of [C2C1im][C1SO4]-methanol solutions for 

the dissolution of biomass and extraction of lipids from Chlorella microalgae. Later, Kim et al.45 

investigated in more detail the IL cation and anion effects on the lipids extraction efficiency. It 

was possible to conclude that the lipids extraction is mainly driven by the IL anion nature and 

that hydrophilic ILs are the most favourable. [C4C1im][CF3SO3], [C4C1im][C1SO4] and 

[C2C1im][C1SO4] lead to the best extraction results (125, 118 and 119 mg gҍ1 of dried weight, 

respectively) compared with the commonly applied method of Bligh and Dyer (106 mg gҍ1 of 

dried weight).45 On the other hand, Malihan et al.46 placed emphasis on sugars extraction, such 

as the polysaccharide laminara, although they also reported the extraction of lipids from brown 

algae. In this work, several mineral acids were tested together with [C4C1im]Cl, and where the 

combination [C4C1im]Cl/HCl dictates the higher extraction performance observed for 

carbohydrates.46 More recently, Ma et al.49 optimized the extraction of bioactive compounds 

(rutin, quercetin, and scoparone) from Herba artemisiae scopariae, also using IL-methanol 

solutions. The [C4/ѕƛƳ]Br-methanol solutions, at a ǊŜŦƭǳȄ ǘŜƳǇŜǊŀǘǳǊŜ ƻŦ сл ɕ/ ŘǳǊƛƴƎ сл ƳƛƴΣ 

allowed to extracted a similar yield to that afforded by pure methanol.49 It was demonstrated 

that the use of [C4/ѕƛƳ]Br at low concentrations in methanol was enough to tuning the polarity 

of the extraction solvent while keeping a low viscosity. 

Although pure ILs, mixture of ILs or solutions of ILs and organic solvents appear as good 

alternatives to conventional volatile organic solvents, from a greener and low-cost perspective, 

aqueous solutions of ILs appear as a more promising option. With this perspective in mind, 

various works have been published addressing the use of ILs aqueous solutions for the SLE of 

value-added compounds from biomass. Most of these works report on the extraction of 

alkaloids, e.g. glaucine from Glaucium flavum Cr. (Papaveraceae),50, 51 caffeine from Paullinia 

cupana (guarana seeds, Sapindaceae),52 galantamine, narwedine, and ungiminorine from the 

aerial parts of Leucojum aestivum L. (Amaryllidaceae),53 and piperine from Piper nigrum (Black 

Pepper).54 Others works include the extraction of more hydrophobic bioactive compounds 

(tocopherol, perillyl alcohol, rutin, and ginkgolides) from soybean;55 phycobiliproteins, 

chlorophylls and carotenoids from the red macroalgae Gracilaria sp.,56 cynaropicrin from C. 

cardunculus L. leaves,57 triterpenic acids (ursolic, oleanolic, betulinic acids) from apple peels,58 

saponins from leaves and aerial parts of Ilex paraguariensis (mate) and Camellia sinensis (tea),59 

abd polyphenols and saponins from Ziziphus joazeiro and Agave sisalana.60 The chemical 

structures of some of these compounds are depicted in Figure 1.4. 
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Figure 1.4. Chemical structures of some compounds extracted from biomass using IL aqueous solutions. 

Bogdanov et al.50 reported the successful substitution of methanol by a [C4Cѕim]ώ/ѕ/hіϐ 

aqueous solution for the extraction of glaucine from Glausium flavum. In fact, aqueous solutions 

of IL show the best results, namely 85% of extraction yield of glaucine, overcoming the yield 

obtained with methanol (< 60%) under similar conditions (80 °C, 1 h).50 Overall, the authors 

demonstrated the role played by the organic imidazolium cation on the extraction process. 

Moreover, it was observed a significant reduction in the extraction time (from 12 h to 1 h) with 

the increase of extraction temperature (from 25 °C to 80 °C).50 This trend is related with the 

increase of the diffusion coefficient and decrease of the IL solution viscosity at higher 

temperatures. Later, Bogdanov et al.51 reported a more detailed work on the kinetics, modelling 

and mechanism of glaucine extraction from Glausium flavum. The authors performed 

consecutive extractions of biomass fresh samples using the same solvent up to saturation, 

avoiding the need of the IL recycling, while also contributing to a reduction of the process cost.51 

Finally, the authors showed the recovery of glaucine from the IL by a back-extraction step with 

chloroform, that uƴŦƻǊǘǳƴŀǘŜƭȅ ŘŜŎǊŜŀǎŜǎ ǘƘŜ άƎǊŜŜƴέ ŎƘŀǊŀŎǘŜǊ ƻŦ ǘƘŜ ǇǊƻǇƻǎŜŘ ǇǊƻŎŜǎǎΦ51 

Cláudio et al.52 and Svinyarov and co-works53 investigated the extraction of caffeine from 

guarana seeds and the extraction of galantamine, narwedine, and ungiminorine from the aerial 

parts of L. aestivum, using aqueous solutions of a series of imidazolium-, pyrrolidinium-, and 

ammonium-based ILs. At the optimal conditions, aqueous solutions of [C4C1im]Cl were found to 

be the best solvent in both studies. Cláudio et al.52 obtained outstanding extraction yields of 

caffeine, up to 9 wt%, in comparison to the traditional method employing hazardous organic 

solvents where the maximum yield of caffeine achieved was of 4.30 wt% (by soxhlet extraction 

using methylene chloride).52 Finally, the authors studied the recuperation of caffeine from the 

IL medium by a back-extraction step, where butanol was identified as the best solvent. 
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Bica and co-workers54 reported the extraction of piperine from black pepper by SLE using 

aqueous solutions of surface-active ILs ([CnC1im]+, with n = 10, 12, and 14, combined with 

different anions, as well as with a long chain biodegradable and betain-derived IL, 

[N111(C2O(O)12)]Cl. Only for IL concentrations above the critical micellar concentration (CMC), the 

authors were able to obtain high extraction yields of piperine (4.0 wt%).54 In this work, the ability 

of the IL to self-aggregate in aqueous media seems to be the main favourable factor for the 

enhanced extraction yields observed.54 Although piperine is an alkaloid and an aromatic 

compound, it is of a hydrophobic nature, as shown by its higher octanolҍwater partition 

coefficient [log(Kow) of piperine = 2.30 vs log(Kow) of caffeine = ҍ0.13], thus requiring the creation 

of hydrophobic cores produced by surface-active ILs to increase its dispersion/solubility in 

aqueous media.54 The biodegradable IL revealed a high-performance on the extraction of 

piperine and can be used as a prospective alternative to volatile solvents commonly used 

(chloroform, toluene and methanol). Jin et al.55 proposed a family of new water/IL mixtures, 

using amphiphilic anionic functional long-chain carboxylate ILs (LCC-ILs), for the simultaneous 

dissolution of biomass (soybean) and extraction of hydrophobic bioactive compounds 

(tocopherol, perillyl alcohol, rutin, and ginkgolides). The water/LCC-IL mixtures investigated 

allow extraction yields 2 to 12 times higher than that achieved with common organic solvents.55 

The authors also demonstrated the formation of nanomicelles when tocopherol is dissolved in 

water/LCC-IL mixtures,55 meaning that the formation of IL aggregates achieved by the use of 

surface-active ILs allows the incorporation of hydrophobic bioactive compounds into the micelle 

core, thereby enhancing the extraction yield, a similar result to that found by Bica and co-

workers.54 In the same line, Ventura and co-workers56 carried out the extraction of 

phycobiliproteins, chlorophylls and carotenoids from the red macroalgae Gracilaria sp. The 

results obtained demonstrate that hydrophilic ILs better extract phicobiliproteins, while those 

of lower hydrophilicity are better extraction solvents for chlorophylls and carotenoids.56 Faria et 

al.57 also showed that aqueous solutions of surface-active ILs are more efficient to the 

cynaropicrin extraction from C. cardunculus L. leaves, as well as for the extraction of triterpenic 

acids from apple peels,58 a residue of food industries. The authors combined solubility and 

extraction studies to better understand the molecular-level mechanisms and ILs chemical 

structures which improve the extraction efficiency. At the best conditions, using an extraction 

time of 60 min and a concentration of [C14/ѕƛƳ]Cl at 0.50 M, extraction yields of 3.73 wt% of 

cynaropicrin57 and 2.62 wt% of triterpenic acids58 were attained from C. cardunculus L. leaves 

and apple peels, respectively. The authors obtained significantly higher values compared to the 

values obtained with volatile organic solvents, such as chloroform or acetone in similar 

conditions.57 Furthermore, these works also studied the recovery of the target compound from 
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the IL aqueous solution by the addition of water as an anti-solvent.57, 58 In summary, all of these 

results support the idea that more hydrophilic bioactive compounds are better extracted with 

aqueous solutions of hydrophylic ILs, particularly displaying a hydrotropic character, while more 

hydrophobic compounds are better extracted by aqueous solutions of ILs with surface-active 

properties.  

In general, imidazolium-based ILs, combined with chloride, bromide, acetate, dicyanimide, 

and tetrafluoroborate anions, have been the preferential choice to be used in aqueous solutions 

for extraction purposes from biomass. Thus, there is still a need on identifying more benign and 

sustainable ILs for such strategies. In this line, Ribeiro et al.59 applied aqueous solutions of 

cholinium-based ILs as potential alternatives to imidazolium counterparts for the SLE of 

polyphenols and saponins from the leaves and aerial parts of Ilex paraguariensis (mate) and 

Camellia sinensis (tea). The authors concluded that [Ch]Cl was the best solvent option for the 

extraction of saponins (70%) and phenolic compounds, either from mate or tea.59 In a following 

work, the same group of authors60 studied thirteen ILs and nine deep eutectic solvents to extract 

saponins from two plant sources. Depending on the matrix type, distinct results of extraction 

and selectivity (over polyphenolics) were obtained.60 From the results obtained, two deep 

eutectic solvents, [Ch]Cl:[Ch][C1CO2] and [Ch]Cl:[Ch][C2CO2] in water/ethanol mixtures were 

selected as the optimal solvents for the extraction of saponins from Ziziphus joazeiro and Agave 

sisalana, respectively.60  

In summary, ILs and their mixtures with alcohols or water are remarkable extraction solvents 

for value-added compounds from biomass. Neat ILs may act as solvents and as pre-treatment 

strategies of biomass, which usually presents a compact ordered and rigid structure, inducing 

pronounced changes in the morphological structure of biomass (usually visualized by scanning 

electron microscope, SEM) and a better access of the solvent to the target compounds. Yet, the 

use of aqueous solutions presents several advantages, such as the increase in the solubility of 

the target compounds by a hydrotropic or micelle-mediated solubilization phenomena, leading 

thus to remarkable extraction yields. Moreover, aqueous solutions allow the decrease of the 

high viscosity of most ILs, enhancing mass transfer and reducing energetic inputs. In these 

mixtures, the greenest and low cost solvent (water) is used, which in addition to sustainable 

features, also contributes to increase the solvent selectivity for target chemicals. 

In all of these works, and unless a completely selective solvent is identified, the biomass 

extracts obtained are a combination of several bioactive compounds. However, only few works 

carried out the separation, purification and/or recovery of the extracted value-added 

compounds, In fact, in most pf the published works, no information on the purity degree of the 

target compounds is usually given.2 The other lacuna identified in such type of published works 
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comprises the lack of attempts for the IL recovery for further use (solvent recycling). Although 

scarce, some approaches, such as back-extraction using organic solvents,52 distillation of the 

volatile compounds (e.g. essential oils),61 induced precipitation with anti-solvents,62 and 

adsorption on macroporous materials63 or anion-exchange resins,64 have been described, also 

showing that it is possible to recover and reuse the IL-based solvents without losses on their 

extraction efficiency.2 Since almost all ILs used in solid-liquid extractions from biomass are 

completely miscible with water, they can be also used to form ABS, as already demonstrated in 

some works.59, 65-68 

1.3.2. ILs as phase-forming components of aqueous biphasic systems (ABS) to be used 

in separation processes 

After the extraction step mainly carried out by SLE techniques described before, after any 

reaction involving the production of bio-based products, or when dealing with complex natural 

matrices, separation techniques need to be employed aiming at recovering the target 

compounds, and for which IL-based LLE approaches have been studied. In addition to liquid-

liquid systems formed by non-miscible ILs with the second liquid phase, a large interest has been 

given to IL-based ABS. These systems were proposed as potential alternatives to polymer-rich 

ones, with a set of important advantages: low viscosity, quick phase separation, and high and 

tailored extraction efficiency.4 In fact, a high extractive performance may be achieved by the 

manipulation of the IL chemical structure and mixture composition, by increasing the affinity of 

the specific compound to a given phase. IL-based ABS were originally proposed to be formed by 

ILs and inorganic salts in aqueous media.19 After this pioneering work, it was shown that these 

systems can be formed with a wide plethora of salts, and that the influence of the salt ions in 

the liquid-liquid demixing is well described by the Hofmeister series (ions classification based on 

their salting-out/ -in ability).69 Generally, it is accepted that the inorganic/organic salts of high 

charge density lead to the salting-out of the IL, creating a second aqueous phase.69 In addition, 

it was demonstrated that IL-based ABS can be formed by combining ILs with carbohydrates, 

polymers or amino acids in aqueous media.4 

For the design of effective ABS as separation and purification processes, their phase diagrams 

and respective tie-lines are required. This information is crucial to define mixture compositions 

able to form two-ǇƘŀǎŜ ǎȅǎǘŜƳǎ ŀƴŘ ƪƴƻǿ ǘƘŜ ŎƻŜȄƛǎǘƛƴƎ ǇƘŀǎŜΩǎ ŎƻƳǇƻǎƛǘƛƻƴǎΦ All ABS have a 

unique phase diagram under a set of conditions, such as temperature, pressure and pH. Usually, 

the ABS phase diagrams are determined through the cloud point titration method (Figure 1.5A).4 

Figure 1.5B depicts an example of a phase diagram of an ABS composed of a IL, a salt and water, 

and the respective binodal curve.4 This phase diagram is shown in an orthogonal representation, 
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in which the amount of water is omitted, corresponding to the amount required to reach  

100 wt% for a given mixture composition. The binodal curve, TCB, represents the separation 

between the miscible and immiscible regions, i.e., above the binodal curve it is located the 

biphasic region, while below it is the monophasice region. The larger the biphasic region, the 

higher the ability of the phase-forming components to form liquid-liquid systems. Three mixture 

compositions at the biphasic region are also identified as X, Y and Z in Figure 1.5B. These 

mixtures are along the same tie-line (TL), meaning that all these mixtures present the same top 

(TIL, TSalt) and bottom phase compositions (BIL, BSalt).4 What changes in these mixtures is the 

ǇƘŀǎŜǎΩ ǾƻƭǳƳŜ ƻǊ ǿŜƛƎƘǘΦ The tie-line length (TLL) is a numerical indicator of the composition 

difference between the two phases and is often used to correlate with the trends observed in 

solutes partitioning between the phases.4 The critical point of the ternary system is Point C, 

where the two binodal nodes meet, i.e., the compositions of the two coexisting phases become 

equal, and the biphasic system ceases to exist.4 

 

Figure 1.5. (A) Scheme of phase diagrams determination. (B) Schematic representation of an ABS phase 

diagram in an ortoghonal representation. TCB - Binodal curve, C - Critical point, TB - Tie-line, T - 

composition of the top phase, B - composition of the bottom phase, and X, Y and Z ς initial mixture 

compositions of biphasic mixtures. 

IL-based ABS have been largely investigated for the separation of the most distinct added-

value compounds and/or biomolecules.4 IL-based ABS usually lead to a high extraction 

performance when compared to the traditional polymer-salt and salt-salt systems, which display 

a restricted polarity difference between the coexisting phases. It should be however noted that 

there are several approaches to manipulate the partitioning of a specific solute between the 

coexisting phases: (i) use of different phase-forming components; (ii) change of the ternary 

mixture composition, temperature or pH; and (iii) addition of co-solvents, anti-solvents or 

amphiphilic compounds.4 In a large part of the studies comprising ABS with ILs, it has been 
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demonstrated that a proper choice of the IL and salting-out agent could lead to the complete 

extraction of the target solute, high selectivity and concentration factors up to 1000 times.70 

Although IL-based ABS were mostly studied at a laboratory scale, the scale-up of traditional ABS 

formed by polymers has already been demonstrated and is currently used in the purification of 

proteins at industrial level.71 In this sub-chapter some relevant studies concerning the 

application of IL-based ABS for the separation and fractionation of value-added compounds are 

reviewed and discussed. These value-added compounds comprise alkaloids, phenolic acids, 

terpenoids, amino acids, proteins and enzymes. 

In recent years, there has been a great interest in the investigation of IL-based ABS as 

separation platforms of products extracted from vegetable sources.16 It should be however 

remarked that most of these studies only evaluated the extraction performance of IL-based ABS 

for target compounds, using pure and commercial compounds instead of natural extracts and/or 

more complex matrices. These compounds include alkaloids (codeine, papaverine, caffeine, 

nicotine, xanthine, theophylline and theobromine), phenolic compounds (vanillin and phenolic 

acids, such as gallic, vanillic, syringic and caffeic acid, eugenol, propyl gallate and 

ǎȅǊƛƴƎŀƭŘŜƘȅŘŜύΣ ǘŜǊǇŜƴƻƛŘǎ όʲ-carotene), among others, with relevant antifungal, anti-

inflammatory, and antioxidant properties. The chemical structures of some of these compounds 

are depicted in Figure 1.6. 

The capacity of ABS composed of ILs and inorganic salts,72 carbohydrates73 or amino acids74 

has been extensively studied for the extraction of caffeine. The highest extraction efficiencies 

are obtained with ABS formed by ILs and salts, given the salting-out effect exerted by the salt 

that promotes the migration of the alkaloid to the opposite phase (IL-rich phase).72 Passos et 

al.75 studied the effect of the cation alkyl chain length on the extraction of a large number of 

alkaloids (nicotine, caffeine, theophylline and theobromine). The authors75 studied ABS 

constituted by [Cn/ѕƛƳ]Cl, with n = 4-10, with potassium citrate (at controlled pH), and observed 

a maximum in the partition as a function of the alkyl side chain size. The authors75 also concluded 

that the pH of the medium, and hence the alkaloid speciation, does not change the results 

observed. This maximum was justified by the self-aggregation of ILs of larger alkyl chains, an 

inherent characteristic of these ILs and that was shown to occur in ABS, being confirmed by 

transmission electron microscopy. In addition to ABS composed of ILs and salts, Pereira et al.76 

studied IL-polymer-based ABS for the extraction of 3 alkaloids. In almost all ABS, a preferential 

migration of caffeine to the polymer-rich phase was observed, while nicotine and xanthine 

partitioned to the IL-rich phase (opposite).76 Based on these results, these ABS appear as 

promising alternatives to fractionate complex mixtures enriched in alkaloids. Li et al.77 used IL-

based ABS as an extraction strategy for the analysis of opium alkaloids (codeine and papaverine) 
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in complex matrixes, i.e., human fluids. After optimization of the operating conditions, the 

researchers obtained extraction efficiencies of 93% for papaverine and 65% for codeine using 

ABS constituted by [C4/ѕƛƳ]Cl and K2HPO4 (ŘŜŬƴƛǘƛƻƴ ƻŦ the salts is provided in the List of 

acronyms). 

 

Figure 1.6. Chemical structures of some compounds that may be extracted from vegetable sources used 

in IL-based ABS. 

ABS have also been studied in the separation of a wide range of phenolic compounds with 

antioxidant and anti-inflammatory activities, which have an important role in the prevention of 

cancer, hypertension and neurodegenerative and cardiovascular diseases. Aiming their 

purification from real matrices, several works were reported regarding the application of IL-

based ABS for the separation of vanillin,78, 79 phenolic acids, such as gallic,79-82 vanillic,79, 81, 82 

syringic,81, 82 eugenol,83 propyl gallate,83 caffeic acid79 and syringaldehyde.79  

To avoid the use of organic solvents in the purification of extracts containing antioxidants, 

namely vanillin, Cláudio et al.78 studied the application of ABS constituted by ILs and an inorganic 

salt (K3PO4). The authors evaluated the effect of the IL chemical structure, the equilibrium 

temperature and the initial concentration of vanillin in the partitioning of this antioxidant 

between the two phases. In all situations, vanillin migrates preferentially to the IL-rich phase. 

The partition coefficients of vanillin at 25 °C ranged from 2.7 to 49.6. A maximum was observed 

in the ABS composed of the [Cn/ѕƛƳ]Cl series of ILs, being these results in agreement with the 
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findings of Passos et al.75 in the extraction of alkaloids. The authors finally evaluated the viscosity 

and density of the coexisting phases to appraise the process scale-up viability, verifying that the 

viscosity of these systems is substantially lower than that observed in ABS constituted by 

polymers.78 In a latter work, Cláudio et al.80 focused their studies in the potential of ABS formed 

by a wide variety of ILs and three salts (Na2SO4, K3PO4 and K2HPO4/KH2PO4) for the extraction of 

gallic acid. In general, the extraction of gallic acid into the IL-rich phase decreases in the following 

order: Na2SO4 (pH 3-8) >> K2HPO4/KH2PO4 (pH 7) > K3PO4 (pH 13). Although K3PO4 is the strongest 

salting-out species, the authors have demonstrated that the pH of the aqueous medium plays a 

major role in the partitioning of antioxidants.80 For pH values below the acidic dissociation 

constant (pKa) of gallic acid (pKa=4.4), the uncharged molecule preferentially partitions to the IL-

rich phase, while its conjugate base partitions preferentially to the salt-rich phase. These results 

led the authors to propose a subsequent work on the back-extraction of antioxidants present in 

biomass, as well as on the recovery and reuse of the IL-rich phases without loss of extraction 

efficiency.82 Two types of IL-based ABS were studied for the extraction of phenolic acids (gallic, 

syringic and vanillic acids), namely IL + Na2CO3 and IL + Na2SO4, in order to tailor the pH values 

of the coexisting phases. From the several [C4/ѕƛƳ]-based ILs investigated, the most promising 

were [C4/ѕƛƳ][CF3SO3] and [C4/ѕƛƳ][N(CN)2], that were used in sequential two-step cycles 

(comprising both the product and IL recoveries).82 In four sequential partitioning experiments 

involving phenolic acids, extraction efficiencies ranging between 73 and 99% were attained, 

while allowing the regeneration of the IL.82 

More recently, Almeida et al.81 propose the use of ILs as additives (at 5 or 10 wt%) in ABS 

formed by PEG and salts in order to reduce the costs of the overall extraction/purification, 

foreseeing the extraction of gallic, vanillic and syringic acids. The results obtained show that all 

antioxidants preferentially migrate to the polymer-rich phase, which corresponds to the phase 

where ILs are enriched.81 The authors have demonstrated that the addition of small amounts of 

IL leads to an increase in extraction efficiencies of all phenolic acids, ranging from 80 to 99%, 

thus validating the ILs ability to adjust the polarity/affinity of the phases.81 In the same line of 

investigation, Santos et al.83 studied the possibility of optimizing the extraction efficiency of 

other antioxidants, namely eugenol and propyl gallate, using ILs as additives, and results of 

complete extraction were achieved in a single-step. In general, higher extraction efficiencies 

were attained using the IL + salt ABS (from 75.9 to 100%) than with PEG + salt + IL ABS (between 

47.1 to 100%).83 The poorer efficiency of polymer-based ABS was suggested to be a result of less 

tuned and non-specific interactions, contrarily to what is observed in systems where the ILs are 

present. ́  -  ́stacking interactions (between ILs aromatic cations and antioxidants aromatic 

rings) and other antioxidantςIL interactions may be decisive for the success of the separation 
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process.83 These results were further interpreted in more detail by Sousa et al.84, who studied a 

larger range of ABS, ILs and natural compounds. In general, the addition of ILs as adjuvants to 

polymer-ōŀǎŜŘ !.{ ŎƘŀƴƎŜǎ ǘƘŜ ŎƻŜȄƛǎǘƛƴƎ ǇƘŀǎŜǎΩ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎǎΣ ŀƴŘ ǘƘŜǊŜōȅ modifies the 

partition of biomolecules. An increase in the extraction of more hydrophobic biomolecules is 

observed when using ILs as adjuvants in PEG-salt systems, whereas IL + salt ABS perform better 

in the extraction of more hydrophilic biomolecules.84 In summary, the favourable partition of 

more hydrophilic biomolecules in IL + salt ABS seems to be ruled by specific solute-IL 

interactions, while the favourable partition of more hydrophobic biomolecules in PEG + salt and 

PEG + salt + IL seems to be governed by the phases hydrophobicity/polarity. Recently, Passos et 

al.85 demonstrated the existence of specific IL-solute interactions in some IL-based ABS, which 

in part explain the large extraction efficiencies usually obtained with these systems involving ILs.  

In a recent work, Santos et al.79 proposed an ABS approach to fractionate five phenolic 

compounds resulting from lignin depolymerisation, namely caffeic acid, vanillic acid, gallic acid, 

vanillin and syringaldehyde. ABS formed by sodium polyacrylate 8000 (NaPA 8000) and PEG 8000 

were used, in which cationic and anionic commercial surfactants and ionic liquids with surface-

active nature ([C12/ѕƛƳ]Cl and [C14/ѕƛƳ]Cl) were used as electrolytes at concentrations below 1 

wt%.79 The recovery, partition coefficients and selectivity of each system were evaluated, and 

recoveries ranging between 40.73% for syringaldehyde to 82.52% for caffeic acid were 

reported.79 The investigated systems were finally used in the design of an integrated process 

comprising the fractionation of phenolic compounds, their isolation and recycling of the phase-

forming components.79  

Terpenoids can be extracted from plants, algae and fungi.86 Their interest is due to the fact 

that they present biological activities against cancer and processes of inflammation and malaria, 

justifying a great interest in their extraction from biomass and purification.86 Despite their high 

potential, only two works evaluated the ability of ABS constituted by ILs in the extraction of  

-̡carotene.72, 73 Louros et al.72 studied ABS constituted by ILs with a strong hydrophobic nature 

(phosphonium-based ILs) and showed a high ability for extracting hydrophobic solutes, namely 

-̡carotene, with partition coefficients in the order of 61. Freire et al.73 also achieved good 

partition coefficients, ranging between 5.5 and 24.0, using a more benign approach - ABS formed 

by ILs and carbohydrates. It was demonstrated that the main driving force for the partitioning 

of  ̡-carotene is related with the inherent ability of carbohydrates to be hydrated (or not) and 

their consequent salting-out ability.73 In summary, all the described works support the high 

extraction performance of IL-based ABS and that a large range of partition coefficients may be 

obtained for natural compounds extracted from vegetable sources by changing the IL chemical 

structure, the second phase-forming component nature, and mixture composition.  
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In addition to the value-added compounds described before, IL-based ABS have also been 

studied in the separation of amino acids and proteins. Amino acids are important compounds in 

several biotechnological processes, and the development of methods for their separation and 

purification is still the subject of intense investigation.87 Some amino acids, such as L-tryptophan, 

L-phenylalanine and L-tyrosine, can be produced by bacterial fermentation. In this context, the 

application of IL-based ABS can be a promising alternative for integrated amino acid extraction 

within continuous fermentation processes.88 L-tryptophan,73, 87, 89-95 L-tyrosine93, 95 and  

L-phenylalanine94, 95 and L-Lysine95, whose chemical structures are described in Figure 1.7, are 

the most studied amino acids with IL-based ABS.  

 

Figure 1.7. Chemical structure of some amino acids usually investigated with IL-based ABS. 

Neves et al.87 and Ventura et al.89 studied the ability of ABS formed by a large number of ILs 

and K3PO4 to extract L-tryptophan. The authors have shown that depending on the nature of the 

IL, partition coefficients ranging from 10 to 120 to the IL-rich phase can be obtained,87, 89 and 

that these values are significantly higher than those obtained with conventional ABS formed by 

polymers (in the order of 0.1-3),96 as well as with liquid-liquid systems formed by hydrophobic 

ILs and water (in the order of 1-7).97 Moreover, it was demonstrated that the influence of the IL 

cation seems to be more important than the influence of the IL anion in terms of extraction 

performance for amino acids.87 Pereira et al.90 studied ILs as adjuvants in traditional aqueous 

systems formed by polymer-salt combinations for the extraction of L-tryptophan. The results 

obtained indicate that the addition of small quantities of IL to traditional systems regulates the 

partition coefficient and allows to control the extraction efficiency of the various systems by a 

suitable selection of the IL chemical structure. These systems90 have been proposed as 

alternatives to the usual approach of polymers functionalization,98 which is much more 
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expensive and time-consuming. Hamzehzadeh et al.91 carried out a study in the same line of 

research, with results in agreement with those obtained by Pereira et al.90  

Although ABS composed of inorganic salts and ILs have been intensively explored for liquid-

liquid extraction purposes of a wide variety of biomolecules, more recently, the application of 

biodegradable and less toxic salts has been also studied to extract amino acids. ABS composed 

of ILs and potassium citrate, as an organic and biodegradable salt, were studied.92, 93 In all 

systems, amino acids preferentially partition to the IL-rich phase, with extraction efficiencies 

ranging between 72 and 99%, obtained in a single-step.92, 93 In the same line and with the 

intention of replacing the inorganic salts in the formation of ABS, Freire et al.73 studied the ability 

of ABS consisting of ILs and carbohydrates to extract amino acids. The systems studied allow an 

extraction efficiency of ca. 50% of amino acids to the IL-rich phase in a single-step. A new class 

of ABS combining ILs with organic buffers for the extraction of amino acids (L -phenylalanine and 

L-tryptophan)94 was recently proposed. Unlike ABS consisting of ILs and salts, in these systems, 

amino acids may migrate preferentially to the IL- or to the GB-rich phase, with extraction 

efficiencies ranging between 22.4 and 100.0% in a single-step.94 Based on the results obtained, 

the authors proposed the use of these systems for the fractionation of complex mixtures of 

amino acids by optimizing the composition of the mixture and pH of the coexisting phases.94 

Recently, Capela et al.95, based on the particular ability of aliphatic amino acids to form ABS with 

ILs, showed these systems can be used to selectively separate mixtures of aliphatic and aromatic 

amino acids usually present in protein hydrolysates or in fermentation broths. With the 

exception of the L-Proline + [P4444]Br ABS, the reaming studied phosphonium-based ABS showed 

the preferential migration of aromatic amino acids to the IL-rich phase while aliphatic amino 

acids are enriched in the opposite layer, allowing their effective separation.95 Extraction 

efficiencies of the IL-rich phase for aromatic amino acids (L-phenylalanine, L-tryptophan and L-

tyrosine) ranging between 40 and 85%, and extraction efficiencies of the opposite phase for 

aliphatic amino acid (L-lysine) ranging between 91%and 98%, were obtained in a single-step.95 

Phosphonium-based ABS were also demonstrated to act as remarkable separation techniques 

when compared with ABS formed by imidazolium-based ILs. The selectivity values for 

phosphonium-based ILs range between 1.5 and 121, corresponding to significantly higher values 

than those found with imidazolium-based systems (from 0.01 to 0.07).95 Finally, the authors 

evaluated the possibility of recovering the aromatic amino acids from the IL-rich phase, reaching 

recovery values of 93% while removing 79% of the IL present.95 As highlighted before, the range 

of extraction efficiency values obtained in the discussed works indicate that the manipulation of 

the amino acids partitioning between the coexisting phases is easily achieved by properly 

selecting the IL chemical structure. 
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IL-based ABS have been also investigated for the extraction of proteins, a field in which ABS 

play a significant role due to their water-rich media and the labile nature of proteins.73, 87, 89-95 

The proteins and enzymes most studied with IL-based ABS are albumin, cytochrome c, lysozyme, 

myoglobin, trypsin, and lipases. Given that proteins are produced or are present in complex 

matrices, traditional methods for proteins and enzymes purification require several steps, such 

as salt precipitation, dialysis, ionic and affinity chromatography, or electrophoresis, being highly 

complex, time-consuming and expensive. Therefore, there is a strong interest in the exploration 

of IL-based ABS as alternative separation strategies. 

Ruiz-Angel et al.99 evaluated the efficiency of extraction of ABS constituted by ILs and 

polymers to 4 proteins (cytochrome c, myoglobin, ovalbumin, haemoglobin). The authors99 

concluded that the partition coefficients using IL-based systems are generally 2 to 3 orders of 

magnitude higher than those obtained with ABS of the polymer-polymer or polymer-salt type. 

Complete extractions of bovine serum albumin (BSA) have been obtained in a single-step using 

ABS composed of ILs and salts100, 101 or ILs and polymers,102, 103 by an adequate manipulation of 

the IL chemical structure and composition of the system. In most of these works a salt with 

buffer capacity was used. To avoid this requirement, self-buffering ILs have been proposed for 

the formation of ABS and extraction of proteins.100, 102 The stability of the proteins after the 

extraction process was evaluated by Fourier transform infrared spectroscopy and circular 

dichroism, where it was proved that proteins maintain their secondary structure in the IL-rich 

phase after the extraction step.100, 101  

IL-based ABS are also a good option for the extraction of enzymes, as well as a medium for 

biocatalysis itself. ABS with ILs have already been studied in the extraction of other proteins and 

enzymes from real matrices, like extracellular media, e.g. in the purification of lipase produced 

by Bacillus sp. ITP-001.104 The authors achieved lipase purification factors ranging between 26 

and 51, and recovery factors ranging between 91 and 96%,104 which correspond to higher values 

than those achieved with polymer-based ABS.105 Later, the same group of authors demonstrated 

that ABS containing ILs as adjuvants lead to higher purification factors as result of a preferential 

partition of the contaminating proteins to the upper phase (polymer-rich), while the target 

enzyme preferentially migrates to the lower phase (salt-rich).106 After optimization of the 

extraction conditions, the authors proposed the purification of lipase by two pathways: (i) with 

a pre-purification step; and (ii) without any pre-purification step.106 The highest obtained 

purification factors correspond to 103.5 and 245.0 for steps (ii) and (i), respectively.106 Although 

it has been observed a decrease in the lipase purification in step (ii), this one does not require a 

pre-purification step.106 This approach allows thus to significantly reduce the costs of the 

purification process, while satisfying the purification factors required by the industrial sectors. 
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With the same purpose, Dreyer and Kragl107 demonstrated the application of ABS constituted by 

ammonium-based ILs for the purification of two dehydrogenases from cellular extracts of 

Escherichia coli, Lactobacillus brevis and Thermophilic bacterium (partition coefficients ca. 3). In 

addition to the separation step, the authors demonstrated an increase in the enzymes activity 

of up to 400% in the presence of IL.107 All of the described works support the high potential of 

IL-based ABS in the purification of proteins and enzymes from real matrices, and on keeping 

their stability and/or increasing activity. 

Passos et al.108 developed a new and efficient approach for extraction of proteins applying 

thermoreversible IL-based ABS. Contrarily to most IL-based ABS constituted by aprotic ILs, which 

display a weak dependence on temperature, it was found that ABS formed by protic ILs and 

polymers are highly temperature dependent, allowing therefore to trigger reversible phase 

separations by small changes in temperature. With the investigated systems, extraction 

efficiencies higher than 95% were obtained for cytochrome c and azocasein. The reversible 

behavior of these systems was demonstrated for three times, with no losses on the proteins 

extraction performance. This work was one of the pioneering works showing the reversible 

nature of IL-based ABS, highlighting the possibility of using these systems as separation 

strategies.108  

1.3.3. Reversible systems composed of ILs 

The ability to induce reversible phase transitions between homogeneous solutions and 

biphasic liquid-liquid systems, at pre-defined and suitable operating conditions, can be used in 

the design of integrated production-separation processes.109 Given the advantages of ILs as 

solvents or as phase-forming components of liquid-liquid systems discussed in the previous sub-

chapters, dynamic and reversible biphasic systems constituted by ILs have aroused great interest 

in the scientific community. It was already demonstrated that mixtures involving ILs and other 

solvents can be adjusted between the homogeneous regime and a two-phase system by changes 

in temperature110, 111 or pH,10, 110 also achieved by the addition of CO2/N2.10 This type of 

switchable systems thus allow to carry out reactions or extractions in the monophasic region, 

which after the application of an external stimulus may result in the creation of two-phase liquid-

liquid systems feasible for separation and/or purification steps (Figure 1.8). This approach also 

contributes to a more feasible recovery of the target products and phase-forming components 

(Figure 1.8), allowing their recyclability. 
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Figure 1.8. Illustration of reversible IL-based liquid-liquid systems. 

Regarding the formation of liquid-liquid systems by changes in temperature, these may 

display an upper critical solution temperature (UCST, where the biphasic region decreases with 

an increase in temperature)110, 112-116 or a lower critical solution temperature (LCST, where the 

biphasic region increases with an increase in temperature)117-119 - Figure 1.9A. These systems 

with temperature-dependent phase transitions have been used in the separation of proteins,119 

metals114, 116 and catalysts,113 although no complex mixtures or attempts on purification have 

been addressed. Furthermore, most UCST and LCST of systems comprising ILs often occur at 

temperatures far from room temperature, and when considering binary mixtures composed of 

water and hydrophobic ILs these are confined to mixture compositions imposed by the critical 

point of each phase diagram.110, 114-116 Therefore, the design of novel IL-based systems with an 

UCST or LCST close to room temperature has been object of a great deal of work; yet, only a 

restricted number of systems has been identified.118, 119 In addition to ILs, thermoreversible 

systems formed by hydrophobic ZIs and water have also been reported,120-122 although no 

examples on their advantages as separation processes have been given.  

Reversible liquid-liquid systems composed of hydrophobic ILs and water have been achieved 

through changes in pH.110 More specifically, the alkalinisation of the biphasic mixture moves the 

system to the monophasic regime because the IL respective alkali-salt becomes water soluble. 

The subsequent acidification of the solution leads to the regeneration of the hydrophobic IL and 

to phase separation110 (Figure 1.9B). Instead of adding acid or alkali salt aqueous solutions, some 

authors proposed CO2 and N2 flushing (Figure 1.9C). For example, Xiong et al.123 showed that the 

addition of CO2 to liquid-liquid systems formed by hydrophobic ILs and water leads to the 

creation of monophasic solutions, i.e. by turning the IL hydrophilic and consequently completely 
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miscible with water. Ohno and co-workers124 also have proposed IL-based liquid-liquid systems, 

yet achieved in the opposite way. By adding CO2 to a water-miscible IL there is the protonation 

of the IL carboxylate group resulting in two-phase separation, which is a reversible phenomenon 

by bubbling with N2.124 Jessop et al.125 showed that IL-based liquid-liquid systems could be 

formed in the presence of an organic solvent (decane). The flushing of an alcohol and an amine 

base with CO2 results in the formation of an IL immiscible with the non-polar solvent. The 

process can be reverted by exposing the system to N2. These systems have been used for the 

separation of metals,110 and for the synthesis/separation of gold (Au) porous films123 and 

polystyrene.125 In general, most of the research in dynamic/reversible liquidςliquid extractions 

using ILs has been focused in the direct use of hydrophobic ILs110, 114-116, 118, 119, 123, 124 and non-

miscible aqueous or organic solvents.112, 113, 117, 125 115 

 

Figure 1.9. (A) Schematic illustration of typical phase diagrams with LCST- and UCST-type phase 

behaviour. (B) Schematic representation of phase transition with the addition of acidic or alkaline 

species in aqueous media. (C) Schematic representation of phase transition with the addition of CO2/N2.  

Besides all the advantages mentioned in the previous sub-chapter regarding the high 

performance of IL-based ABS, their reversible behaviour to develop integrated processes has 

not been explored. Most works published up to date only reported phase diagrams at several 

temperatures and pH values. For instance, it was demonstrated that the phase diagrams of ABS 

composed of ILs and salts, amino acids or carbohydrates display an UCST behaviour, i.e. the 

phase separation ability decreases with an increase in the temperature. At higher temperatures, 

the interactions between the IL and water are more favourable, enhancing thus their mutual 

solubilities and reducing their ability to form ABS.126 On the other hand, it was demonstrated 

that ABS formed by ILs and polymers follow the opposite trend, where an increase in the 

temperature results in an increase of the immiscibility domain.126-128 This behaviour was 
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explained based on the disruption of the hydrogen-bonding interactions between the polymer 

and water at higher temperatures.126 Song et al.128 and Li et al.127 further demonstrated that it 

is possible to obtain a second ABS from the polymer-rich phase by an increase in the 

temperature, offering the possibility of the polymer recovery and further refinement in proteins 

partitioning. As previously mentioned, Passos et al.108 demonstrated that ABS formed by protic 

ILs and polymers are thermoreversible since there is a more strong dependence of the phase 

diagrams with temperature. These systems were evaluated in terms of their reversibility 

behaviour and ability to separate two model/pure proteins. The pH effect in IL-based ABS has 

also been demonstrated, with alkaline salt solutions being more able to induce liquid-liquid 

demixing (Figure 1.9B).8 In general, at acidic pH values the ability of conventional salts to induce 

the phases separation is lower, since salts will be more protonated and will display a lower 

salting-out ability.8 However, Kurnia et al.129 showed that the mechanisms associated to the pH 

dependency of ABS formation can be more complex. The authors reported that the IL-based ABS 

formation is dominated by the ability of the higher valency and completely dissociated salting-

out ions to interact with water, and to form hydration complexes.129 This ability is connected to 

the salts speciation in aqueous solution according to the medium pH. This work allowed to better 

understand why some salt ions work better at alkaline pH values, while others display a better 

performance at acidic conditions.129 Switchable pH-driven ABS, in particular by the addition of 

CO2/N2, were already demonstrated in the literature, with applications in the separation of 

aliphatic and aromatic amines.130, 131  

Although some works exist in the literature demonstrating the switchable behaviour of IL-

based ABS, their investigation as tailored, effective, and integrated processes was lagged behind. 

The pH and temperature dependency of IL-based ABS could be used to switch between 

monophasic and biphasic regions and to create reversible phase transitions, which are 

particularly relevant in the design of integrated processes.  

1.4. Additional remarks  

ILs have a high potential as alternatives solvents for the extraction and purification of value-

added compounds from the most diverse sources. The most relevant property contributing to 

these outputs is their άŘŜǎƛƎƴŜǊέ ŀōƛƭƛǘȅΣ which allows the tailoring of the extraction and 

purification performance. In this chapter, it was shown and described the current thesis layout, 

and overviewed the potential and suitability of IL-based solvents for solid-liquid extractions from 

biomass, followed by IL-based separation processes by the application of ABS. Despite the 

efforts made by different authors to screen different ILs and to evaluate various process 
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conditions, most studies are based on ILs comprising imidazolium cations and fluorinated 

anions, which are not only more expensive, but also moderately toxic and of low 

biodegradability. 26-28 More recent works are moving into a different direction, i.e. by applying 

more sustainable ILs solvents and separation systems. ILs based on quaternary ammoniums, 

such as cholinium-based, have been largely investigated in the last decade.7 Still, there is still a 

long path to explore all the potential of more biocompatible ILs, both as extraction solvents and 

in separation processes. In this thesis, and although some works comprise the use imidazolium-

based ILs, special emphasis has been placed in the use of more benign IL alternatives, such as 

cholinium- and glycine-betaine-based. 

The use of aqueous solutions of ILs for the extraction of value-added compounds from 

biomass is a particularly good strategy since aqueous solutions of ILs allow to decrease the high 

viscosity associated to most neat ILs, while contributing to an increase of the biocompatible 

nature of the solvent and to a decrease of the overall solvent cost. Furthermore, ILs have shown 

to be successful in the extraction of small extractable compounds by favouring their solubility in 

aqueous solutions, either by a hydrotropic7 or micelle-mediated effect.7 In spite of the high 

efficiency of ILs aqueous solutions for the extraction of bioactive compounds, the non-volatile 

nature of aprotic ILs represents a major drawback when envisaging the target product recovery 

since a simple evaporation step cannot be applied.2 Although some attempts exist in this 

direction, some of these techniques are laborious and expensive, and additionally require the 

use of volatile organic solvents that the ILs aim to replace. Aiming at overcoming this major 

drawback in the ILs recovery, one possibility can be the no need of ILs recovering. If ILs are 

carefully and properly selected they can be used together with the extracted targeted 

compounds, thus avoiding one additional recovery step in the process. To this end, ILs which 

may enhance the extracts biological properties, while not displaying cytotoxic features, appear 

as a promising option.  

Although not directly shown in this thesis, the solid-liquid and liquid-liquid strategies 

discussed in this chapter can be combined towards the development of integrated processes, 

e.g. by extracting value-added compounds from biomass using IL aqueous solutions followed by 

the addition of a second phase-forming component to create an ABS for separation purposes. 

Some examples on this direction can be found in the literature. 59, 65, 66 Taking advantage of the 

characteristics of the switchable IL-based ABS developed, a different type of an integrated 

process (production-separation) was however developed. In fact, in recent years, the 

development of switchable systems has attracted a large attention.8-10 However, the research in 

dynamic liquidςliquid extractions using ILs has been focused in the direct use of hydrophobic ILs 

and non-miscible aqueous or organic solvents. Taking in account all the advantages previously 
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mentioned regarding the high performance of IL-based ABS and their water-rich media, their 

reversible behaviour was here studied, combined with examples on their use to develop 

integrated processes. More specifically, temperature- and pH-driven reversible phase 

transitions were accomplished with IL-based ABS.  

From the works overviewed in this chapter, it is clear that the use of appropriate ILs leads to 

high extraction yields, recovery yields and purification factors. Still, there is a quite number of 

requirements to address aiming at fully developing cost-effective and sustainable extraction and 

separation processes involving ILs, namely to: (i) identify efficient, low-cost and biocompatible 

ILs able to compete with the commonly used solvents; (ii) develop integrated processes, 

particularly focused on decreasing the number of steps involved and process cost; (iii) develop 

efficient strategies for the value-added compounds recovery and IL recycling; (iv) perform scale-

up studies of the optimized processes; and (v) carry out economic and life cycle analysis of the 

developed processes. Although there is still a long way to follow, IL-based solvent and separation 

processes display relevant advantages and hopefully may become an industrial reality in the 

following decades. 
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2.1. Extraction of value-added compounds from biomass using ILs aqueous 

solutions 

2.1.1. Extraction of caffeine from spent coffee grounds using aqueous solutions of 

ionic liquids and salts  

Materials 

Spent coffee grounds (SPG) were supplied by the Cafeteria of the Chemistry Department of 

University of Aveiro, Aveiro, Portugal. Samples were dried until constant weight (å 6 days at  

60 °C). Their initial humidity content was (59.5 ± 2.5)%. Pure caffeine (purity җ 98.5%) was 

acquired from Marsing & Co. Ltd. 

Several aqueous solutions of salts, ILs, and their mixtures were investigated. Sodium tosylate 

(Na[Tos], purity > 90%) was supplied from Alfa Aesar, and sodium chloride (NaCl, ǇǳǊƛǘȅ Ғ  

99.0%) was acquired from Chem Lab. The ILs studied were [C4C1ƛƳϐώ¢ƻǎϐ όǇǳǊƛǘȅ Ғ фуΦл%) and  

[C4C1ƛƳϐ/ƭ όǇǳǊƛǘȅ Ғ ффΦл%), both purchased at Iolitec. All IL samples were dried, for at least 24 h 

under vacuum, before use. Their purities (purity > 98%) were further confirmed by 1H and 13C 

nuclear magnetic resonance (NMR). ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ L[ǎ ǳǎŜŘ ƛǎ ǇǊƻǾƛŘŜŘ ƛƴ ǘƘŜ List of 

acronyms. 

The mobile phase used in the high performance liquid chromatography (HPLC) analysis was 

composed of methanol (purity җ ффΦфф%) from Fisher Chemical, and ultra-ǇǳǊŜ ǿŀǘŜǊ όǇǳǊƛǘȅ җ 

99.99%) from Merck, both HPLC grade. Syringe filters (0.45 µm) acquired at GE healthcare, 

Whatman, were used. 

Experimental procedure 

Caffeine solubility 

Pure caffeine (solid solute) was added in excess amounts to each aqueous solution and the 

mixture equilibrated in an air oven (25 ± 0.5 °C), under constant agitation (750 rpm), using an 

Eppendorf Thermomixer Comfort equipment. Equilibration time was established as 72 h after 

carrying out related kinetic studies. After saturation, all samples were centrifuged at the same 

temperature of equilibration in a Hettich Mikro 120 centrifuge, during 20 min at 4500 rpm, to 

separate the macroscopic solid and liquid phases. Then, samples of the liquid phase were 

carefully collected and diluted in ultra-pure water, and the amount of caffeine was quantified 

through HPLC-DAD (detector diode array) at 274 nm. In all experiments, control samples at the 

same compositions, but without solute, were studied. At least three individual samples were 

used for the quantification of caffeine at each aqueous solution. 
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Caffeine extraction 

All aqueous solutions (containing salts, ILs or their mixtures) were gravimetrically prepared 

within 10-4 g (using an analytical balance Mettler Toledo Excelence - XS205 Dual Range). Mixtures 

of SCG and aqueous solutions were also prepared by weight, in sealed glass vials. The extractions 

were carried out in commercial Carousel Radleys Tech equipment able to both stirring and 

maintain the temperature within ± лΦр ɕ/Φ Lƴ ŀƭƭ ŜȄǇŜǊƛƳŜƴǘǎ ǘƘŜ ǎǘƛǊǊƛƴƎ ǿŀǎ ƪŜǇǘ Ŏƻƴǎǘŀƴǘ ŀǘ 

300 rpm, as well as, the temperature at 25 °C and the solid-liquid ratio of 1:10. After extraction, 

ǘƘŜ ƻǾŜǊŀƭƭ ǎƻƭǳǘƛƻƴ ǿŀǎ ŦƛƭǘŜǊŜŘ ǳƴŘŜǊ ǾŀŎǳǳƳ ǳǎƛƴƎ ŀ лΦпр ˃Ƴ ŎŜƭƭǳƭƻǎŜ ƳŜƳōǊŀƴŜΣ ŀƴŘ ǘƘŜ 

caffeine extracted and present in the liquid solutions was quantified through HPLC-DAD at  

274 nm. 

Quantification of caffeine 

The quantification of caffeine in each solution was carried out by HPLC-DAD (Shimadzu, 

model PROMINENCE). HPLC analyses were performed with an analytical C18 reversed-phase 

ŎƻƭǳƳƴ όнрл Ҏ пΦсл ƳƳύΣ ƪƛƴŜǘŜȄ р ˃Ƴ /му млл !Σ ŦǊƻƳ tƘŜƴƻƳŜƴŜȄΦ ¢he mobile phase 

consisted of 25% of methanol and 75% of ultra-pure water. The separation was conducted in 

isocratic mode, at a flow rate of 1.0 mL·minҍ1 ŀƴŘ ǳǎƛƴƎ ŀƴ ƛƴƧŜŎǘƛƻƴ ǾƻƭǳƳŜ ƻŦ мл ˃[Φ 5!5 ǿŀǎ 

set at 274 nm. Each sample was analysed at least in duplicate. The column oven and the 

autosampler were operated at a controlled temperature of 25 °C. At these conditions, caffeine 

display a retention time of 6.6 min. Calibration curves were prepared using pure (commercial) 

caffeine. The amount of caffeine present in the SCG was calculated according to the weight of 

pure caffeine present in the extract divided by the total weight of dried biomass. 

 

2.1.2. Extraction of 7-hydroxymatairesinol from Norway Spruce knots using aqueous 

solutions of ionic liquids 

Materials 

Norway spruce knots (90%ς95% actual knot material) were separated from over-thick 

industrial wood chips by sedimentation in water, after drying and grinding.1 Before 

extraction, knots were immersed in liquid nitrogen and milled to pass through a 40ς60 

mesh sieve. A reference sample of 7-hydroxymatairesinol (HMR, HMR1/HMR2, > 96% 

purity) was prepared by precipitation with potassium acetate (KCH3CO2) and flash silica 

chromatography of a spruce knot extract, according to the literature.2 

The solvents used for the extraction included distilled wŀǘŜǊΣ ŀŎŜǘƻƴŜ όǇǳǊƛǘȅ җ ффΦфф %) from 

VWR chemicals, and aqueous solutions of ILs. The ILs [C4C1im]Cl όǇǳǊƛǘȅ Ғ ффΦл҈ύ, [C4C1im][Tos] 
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όǇǳǊƛǘȅ Ғ фуΦл%), [C4C1im][C1CO2] όǇǳǊƛǘȅ Ғ фу.0%) and [C4C1im]Br όǇǳǊƛǘȅ Ғ фф.0%) were 

purchased from Iolitec. The ILs ώ/ѕtȅǊb/іϐ.ǊΣ ώό/іύїb/іϐ.Ǌ, ώό/їύїb/іϐ.Ǌ ŀƴŘ ώό/јύїb/іϐ.Ǌ have 

been synthesized and characterized by us according to the literature.3 All IL samples were dried, 

ŦƻǊ ŀǘ ƭŜŀǎǘ нп ƘΣ ǳƴŘŜǊ ǾŀŎǳǳƳ ŀƴŘ ŀǘ ŀ ƳƻŘŜǊŀǘŜ ǘŜƳǇŜǊŀǘǳǊŜ όҒ рл °C) before use. Their 

purities were further confirmed by 1H and 13C NMR speŎǘǊŀ ŀƴŘ ǎƘƻǿŜŘ ǘƻ ōŜ җ фу-99%. The 

water content of all ILs, after the drying procedure, was < 1000 ppm as determined by Karl-

Fischer titration. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ L[ǎ ǳǎŜŘ ƛǎ ǇǊƻǾƛŘŜŘ ƛƴ ǘƘŜ List of acronyms. 

The mobile phase used in the HPLC analysis was composeŘ ƻŦ ƳŜǘƘŀƴƻƭ όǇǳǊƛǘȅ җ ффΦфф%) 

from Fisher Chemical, and ultra-ǇǳǊŜ ǿŀǘŜǊ όǇǳǊƛǘȅ җ ффΦфф%) from Merck, both HPLC grade. 

Syringe filters (0.45 µm) acquired at GE healthcare, Whatman, were used. 

2,2-Diphenyl-2-picrylhydrazyl hydrate (DPPH) was acquired from Sigma-Aldrich. LPS from 

Escherichia coli (serotype 026:B6), penicillin and streptomycin were obtained from Sigma 

Chemical Co. (St. Louis, MO, USA). Dulbecco's Modified Eagle's Medium (DMEM), fetal 

bovine serum (FBS), 2',7'-dichlorodihydrofluorescein diacetate (DCFH-DA) and Hoechst 

33342 were purchased at Fisher Scientific (Leicestershire, UK).  

The potassium acetate (purity > 99%) used for the precipitation of HMR and the ascorbic acid 

(purity > 99.7%) used in the antioxidant activity assays were acquired from Sigma-Aldrich.  

Experimental procedure 

Solubility of HMR 

HMR was added in excess amount to IL aqueous solutions, and was then equilibrated 

in an air oven (at 25 ± 0.5 °C) under constant agitation using an Eppendorf Thermomixer 

Comfort equipment. Previously optimized equilibration conditions were established: a 

stirring velocity of 750 rpm and an equilibration time of at least 72 h. After the saturation 

was reached, samples were centrifuged at the same temperature of equilibration in a 

Hettich Mikro 120 centrifuge, during 20 min at 4500 rpm to separate the macroscopic 

solid and liquid phases. After centrifugation, samples were put in an air bath equipped 

with a Pt 100 probe and a PID controller at the temperature used in equilibrium assays 

during 2 h. Then, the samples of the liquid phase were carefully collected and diluted in 

ultra-pure water, and the amount of HMR was quantified by HPLC-DAD. At least three 

individual samples were used in the quantification of HMR. 

HMR extraction 

Solid-liquid extractions of HMR from Norway Spruce knots were carried out using a 

commercial Carousel from Radleys Tech able to both stir and maintain the temperature 

within ± 0.5 °C, and protected from light. In all experiments the stirring was kept constant 
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at 1000 rpm. All aqueous solutions containing know amounts of ILs and biomass were 

prepared gravimetrically within ± 10ҍ4 g. Several concentrations of IL, and different solid-

liquid ratios, and times of extraction were ascertained. The temperature was set at 25 °C. 

For comparison purposes water and acetone were also used in the extractions. After the 

extraction step, water, acetone or ILs aqueous solutions were separated from biomass 

by centrifugation (at 4000 rpm for 30 min, using a centrifuge 5804, Eppendorf).  

Quantification of HMR 

The quantification of HMR in each solution was carried out by HPLC-DAD (Shimadzu, model 

PROMINENCE). HPLC analyses were performed with an analytical C18 reversed-phase column 

όнрл Ҏ пΦсл ƳƳύΣ ƪƛƴŜǘŜȄ р ˃Ƴ /му млл !Σ ŦǊƻƳ tƘŜƴƻƳŜƴŜȄΦ ¢ƘŜ ƳƻōƛƭŜ ǇƘŀǎŜ Ŏƻƴǎƛǎted of  

40% of methanol and 60% of ultra-pure water. The separation was conducted in isocratic mode, 

at a flow rate of 0.8 mL.minҍ1 ŀƴŘ ǳǎƛƴƎ ŀƴ ƛƴƧŜŎǘƛƻƴ ǾƻƭǳƳŜ ƻŦ мл ˃[Φ 5!5 ǿŀǎ ǎŜǘ ŀǘ нул ƴƳΦ 

Each sample was analysed at least in duplicate. The column oven and the autosampler were 

operated at a controlled temperature of 30 °C. Calibration curves were prepared using the pure 

HMR sample dissolved in methanol. HMR1 and HMR2 display a retention time of 8.4 and 7.8 

min, respectively, and the sum of their areas was used for calibration purposes. The HMR1/2 

ratio was calculated from the relative proportion of the two chromatographic peaks. 

Response Surface methodology (RSM) 

A RSM was applied to simultaneously analyse various factors (operational conditions) 

and to identify the most significant parameters which enhance the HMR extraction yield. 

In a 2k surface response methodology there are k factors that contribute to a different 

response, and the data are treated according to a second order polynomial equation:  

 

ώ  ‍  В‍ὢ В‍ὢ В ‍ὢὢ               (Eq. 2.1.1) 

 

where ώ is the response variable and ‍, ‍, ‍  and ‍  are the adjusted coefficients for the 

intercept, linear, quadratic and interaction terms, respectively, and ὢ and ὢ are independent 

variables. This model allows the drawing of surface response curves and through their analysis 

the optimal conditions can be determined.4 ώό/іύїb/іϐ.Ǌ ǿŀǎ ǎŜƭŜŎǘŜŘ ǘƻ ǇŜǊŦƻǊƳ ŀ н3 factorial 

planning with the aim of optimizing the extraction yield of HMR. The 23 factorial planning has 

ōŜŜƴ ŘŜŦƛƴŜŘ ōȅ ǘƘŜ ŎŜƴǘǊŀƭ Ǉƻƛƴǘ όȊŜǊƻ ƭŜǾŜƭύΣ ǘƘŜ ŦŀŎǘƻǊƛŀƭ Ǉƻƛƴǘǎ όм ŀƴŘ ҍмΣ ƭŜǾŜƭ ƻƴŜύ ŀƴŘ ǘƘŜ 

ŀȄƛŀƭ Ǉƻƛƴǘǎ όƭŜǾŜƭ ʰύ ς Appendix A.2, Table A.2.1. The independent variables coded levels used 

in the factorial planning are presented in Appendix A.2, Table A.2.2. The axial points are 

ŜƴŎƻŘŜŘ ŀǘ ŀ ŘƛǎǘŀƴŎŜ ʰ ŦǊƻƳ ǘƘŜ ŎŜƴǘǊŀƭ ǇƻƛƴǘΥ 
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‌ ς Ⱦ            (Eq. 2.1.2) 

 

The obtained results were statistically anŀƭȅǎŜŘ ǿƛǘƘ ŀ ŎƻƴŦƛŘŜƴŎŜ ƭŜǾŜƭ ƻŦ фр҈Φ {ǘǳŘŜƴǘΩǎ ǘ-test 

was used to check the statistical significance of the adjusted data. The adequacy of the model 

was determined by evaluating the lack of fit, the regression coefficient (and the F-value obtained 

from the analysis of variance (ANOVA) that was generated. The Statsoft Statistica 10.0© 

software was used for all statistical analyses, and Matlab 2015b, The MathWorks, for 

representing the response surfaces and contour plots.  

Reuse of Biomass 

The reuse of the biomass was investigated at 25 °C, using aqueous solutions ƻŦ ώό/іύїb/іϐ.Ǌ 

at 1.5 M, in 4 successive extractions at the optimized operational conditions (solid-liquid ratio 

of 0.1 or 0.01 during 280 min, and at 25 °C). After each extraction the solid-liquid mixture was 

filtered and a new IL aqueous solution was added to the same biomass sample.  

Precipitation of HMR 

The IL solution of [(/іύїb/іϐ.Ǌ was saturated by using it in 5 consecutive extraction 

cycles. The extract containing HMR in the ILs aqueous solutions was heated up to 60°C, and 

potassium acetate was added until saturation, aiming at recovering HMR by induced 

precipitation. This salt was chosen based on literature data.2 Taking advantage of the 

solubility dependence on temperature, the initial mixture was also placed at 6°C in order to 

induce the precipitation of HMR. HMR was identified as the major compound present in the 

precipitate (55.28% of the total weight analysed, as addressed by HPLC-DAD). 

Antioxidant activity assays  

The antioxidant activity of the HMR-rich extracts was determined using the DPPH scavenging 

assay. The principle of this assay is based on the colour change of the DPPH. solution from purple 

to yellow, as the radical is quenched by the antioxidant.5 This change in colour was monitored 

by visible spectroscopy at 517 nm, using a BioTeck Synergy HT microplate reader. The 

antioxidant activity is expressed in IC50 values, defined as the inhibitory concentration of the 

extract necessary to decrease the initial DPPH radical concentration by 50%, as well as in g of 

ascorbic acid equivalents per kg of dry weight (µg AAE mgҍ1 of extract).6 Taking into account the 

IC50 definition, a lower IC50 value reflects a better DPPH radical scavenging activity.  

Briefly, 3.34 mL of a DPPH solution (1 mM) in methanol was mixed with different volumes of 

the different HMR extracts in the several aqueous solutions. Then, 1:1 (v:v) methanol:water was 

added until the volume of 4 mL was reached. Samples were kept in the dark for 0.5, 1 h, and  

2 h, at room temperature, and the decrease in the absorbance at 517 nm determined.6 A blank 
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control was used, with 250 µL of DPPH solution in methanol, in which methanol was added until 

a volume of 4 mL was reached. Ascorbic acid was used as a positive control. The DPPH radical 

scavenging activity, AA (%), is determined according to the following equation: 

 

ὃὃ Ϸ ρππ         (Eq. 2.1.3) 

 

where A0 is the absorbance of the control and A1 is the absorbance of the sample at 517 nm.  

Cell culture 

Raw 264.7, a mouse leukaemic monocyte macrophage cell line from American Type 

Culture Collection (ATCC number: TIB-71), was cultured in DMEM supplemented with 

10% non-inactivated FBS, 100 U·mL-1 ǇŜƴƛŎƛƭƭƛƴΣ ŀƴŘ млл ˃Ǝ·mL-1 streptomycin at 37°C in 

a humified atmosphere of 95% air and 5% CO2. Cells were routinely inspected for 

morphological changes by microscope observation and subcultured every two days until 

passage 25.  

Cell viability assays 

In order to investigate the biocompatibility of the HMR extracts, their effect on the 

macrophage viability/metabolic activity by a resazurin assay was assessed.7 Briefly, 

0.05x106 cells/well in a 96 well plate were exposed to known concentrations of the 

various HMR extracts during 24h. Two hours before the end of exposure, resazurin 

solution was added to each well to a final concentration of 50 µM. Absorbance was then 

read at 570 and 600 nm in a BioTeck Synergy HT microplate reader. 

In-vitro cell viability and antioxidant activity assays 

The potential antioxidant activity of ώό/іύїb/іϐ.Ǌ-HMR-rich extracts was addressed by 

their capacity to prevent lipopolysaccharide (LPS)-induced oxidative stress in 

macrophages. Raw cells were plated at 0.05x106 per well of a µ-Chamber slide (IBIDI 

GmbH, Germany), allowed to stabilize overnight and then stimulated with 1 ug.mL-1 LPS 

during 16h. Compounds to be tested were added 1h prior to LPS stimulation. At the end 

of incubation, period cells were washed three times with Hanks' balanced salt solution 

(HBSS, in mM: 1.3 CaCl2, 0.5 MgCl2, 5.3 KCl, 138 NaCl, 0.44 KH2PO4, 4.2 NaHCO3 , and 0.34 

Na2HPO4 (ǇI тΦпύ ŀƴŘ ǘƘŜƴ ƭƻŀŘŜŘ ǿƛǘƘ р ˃a DCFH-DA ŀƴŘ лΦр ˃Ǝ.mL-1 Hoechst in HBSS, 

for 30 min at 37 °C in the dark. Cells were washed three times with HBSS, and analysed 

with an Axio Observer Z1 fluorescent microscope (Zeiss Group, Oberkochen, Germany) 

at 63X magnification. 
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2.2. Reversible IL-based ABS 

2.2.1. pH-responsive aqueous biphasic systems formed by ionic liquids and polymers  

Materials 

Cholinium-based salts studied in this work were [Ch]Cl (purity Ғ 99%) and [Ch]OH (ca. 46 wt% 

in water), both acquired from Sigma-Aldrich, [Ch][C1CO2] (purity Ғ 98%) purchased from Iolitec 

and [Ch][C2CO2], [Ch][Gly] and [Ch][Lac] synthetized by us according to standard protocols8. It 

should be remarked that [Ch]Cl does not fall within the IL category due to its higher melting 

point. However, it is described as part of the cholinium-based ILs group for comparison 

purposes. Before use, all ILs were purified and dried for a minimum of 24 h at constant agitation, 

ŀǘ ƳƻŘŜǊŀǘŜ ǘŜƳǇŜǊŀǘǳǊŜ όҒ ул °C) and under vacuum (to reduce their volatile impurities to 

negligible values). After this step, the purity of each IL was confirmed by 1H and 13C NMR spectra 

and found to be > 98%. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ L[ǎ ǳǎŜŘ ƛǎ ǇǊƻǾƛŘŜŘ ƛƴ ǘƘŜ List of acronyms. 

The polymer polypropylene glycol (PPG) of average molecular weight 400 g·mol-1, PPG 400, 

was used, supplied by Sigma-Aldrich and used as received.  

The aqueous biphasic systems (ABS) studied at different pH values were established using 

hydrochloric acid (37% in aqueous solution) and glycolic acid (purity Ғ 99%), both purchased 

from Sigma-Aldrich, acetic acid (purity җ 99.5%), purchased from José Manuel Gomes dos 

Santos, propanoic acid (purity Ғ 99%), acquired from Merck, and butanoic acid (purity җ 99%) 

and lactic acid (purity 88%-92%), both acquired from Riedel-de-Haën. 

For the demonstration of the ABS pH-triggered reversibility sudan III from Merck, and 

pigment blue 27 from Daicolor, were used as standard dyes. 

For the extraction assays, deoxyribonucleic acid (DNA) from Salmon supplied by Sigma-

Aldrich, and human serum albumin (HSA, 96%) acquired from Alfa Aesar, were used. 

Experimental procedure 

Determination of the ABS phase Diagrams and Tie-lines (TLs) 

The ternary phase diagrams (PPG 400 + IL + water) were determined at several pH values 

with the following ILs: [Ch]Cl (from pH 5 to 1), [Ch][C1CO2] (from pH 9 to 5), [Ch][C2CO2] (from 

pH 8 to 5), [Ch][Gly] (from pH 7 to 4) and [Ch][Lac] (from pH 7 to 4). Each pH values was reached 

by adding the acid which corresponds to the precursor of the IL anion studied. The ternary phase 

diagrams were determined through the cloud point titration method9 at (25 ± 1) °C and 

atmospheric pressure. Aqueous solutions of PPG 400 at å 65 wt% and aqueous solutions of the 

different hydrophilic ILs/acid mixtures at variable concentrations (from 60 to 80 wt%) were 

prepared gravimetrically and used for the determination of the binodal curves. Drop-wise 
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addition of each aqueous IL solution to a PPG 400 aqueous solution was carried out until the 

detection of a cloudy solution (biphasic region), followed by the drop-wise addition of ultra-pure 

water until the detection of a clear and limpid solution (monophasic region). Whenever 

necessary, the addition of the PPG solution to the IL was also carried out to complete the phase 

diagrams. The ternary system compositioƴǎ ǿŜǊŜ ŘŜǘŜǊƳƛƴŜŘ ōȅ ǿŜƛƎƘǘ ǉǳŀƴǘƛŬŎŀǘƛƻƴ ǿƛǘƘƛƴ  

± 10ҍ4 g. 

The determination of the TLs was carried out by a gravimetric approach initially proposed by 

Merchuk et al.10. Ternary mixtures composed of IL/Acid + PPG + water at the biphasic region 

were gravimetrically prepared within ± 10ҍ4 g, vigorously agitated, and left under equilibrium for 

12 h at (25 ± 1) °C. Both phases were then separated and individually weighted. Each TL was 

determined through the relationship between the top phase composition, the overall system 

composition, and weight of the two phases.3  

The pH of each aqueous phase was determined at (25 ± 1) °C using an HI 9321 Microprocessor 

pH meter (HANNA instruments). 

pH-triggered reversibility  

Aiming at studying the possibility of moving from monophasic to biphasic regimes in IL-based 

ABS by a proper tailoring of the pH, an initial ternary mixture was chosen based on the 

determined phase diagrams: PPG 400 (34 wt %) + IL (13 wt %) + water (53 wt %). The pH of this 

system is ca. 9. In order to reach the monophasic regime, an aqueous solution of each acid at  

50 wt%, corresponding to the IL anion precursor, was drop wise added under constant agitation 

until the mixture became homogeneous (monophasic). Then, an aqueous solution of cholinium 

hydroxide, at 46 wt %, was added under agitation to reach the pH value of 9. It should be 

remarked that the pH of the aqueous solutions was experimentally determined in all addition 

steps. To better illustrate the phase separation phenomenon and these systems reversibility, 

ǘǿƻ ŘȅŜǎΣ ƴŀƳŜƭȅ {ǳŘŀƳ LLL ŀƴŘ ǇƛƎƳŜƴǘ ōƭǳŜ нт όҒ лΦол ƳƎ ƻŦ ŜŀŎƘύΣ ǿŜǊŜ ŀŘŘŜŘ ǘƻ ǘƘŜ ƻǾŜǊŀƭƭ 

ABS. 

Extraction of HSA and DNA 

In the studied ABS, the top phase corresponds to the PPG-rich aqueous phase while the 

bottom phase is mainly composed of IL and water. The ternary mixtures compositions used in 

the partitioning experiments were chosen based on the phase diagrams determined for each 

ABS. In particular, a common mixture composition was prepared for all systems investigated:  

30 wt% of PPG 400, 20 wt% of IL/Acid and 50 wt% of water. Only for three systems composed 

of [Ch][C1CO2] at pH 5 and [Ch][Pro] at pH 5 (50 wt% of PPG, 20 wt% of IL and 30 wt% of water 

at pH 5), and [Ch][Gly] at pH 4 (50 wt% of PPG, 20 wt% of IL and 30 wt% of water at pH 4), were 
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used due to the smaller biphasic region obtained with these ILs at lower pH values. DNA and 

HSA were introduced at the concentrations of 0.5 g·Lҍ1 and 1.0 g·Lҍ1, respectively, as part of the 

water added to each ABS. 

The selective partition of DNA and HSA in each ABS was first addressed by carrying out 

experiments with each individual biomolecule. Each ABS mixture was stirred, centrifuged for 30 

min at 3500 rpm, and left to equilibrate for at least 10 min at (25 ± 1) °C to achieve the complete 

of partitioning of each biomolecule between the two phases. After equilibrium, both phases 

were carefully separated, and the HSA and DNA in each phase quantified by UV-spectroscopy, 

using a BioTeck Synergy HT microplate reader, at a wavelength of 280 and 260 nm, respectively. 

Previously established calibration curves were used. At least three individual experiments were 

performed, allowing to determine the average in the extraction efficiency, as well as the 

respective standard deviations. The interference of the PPG and ILs with the quantification 

method was also taken into account and blank control samples were always employed.  

Purification of DNA using the [Ch][Gly]-based ABS 

Standard aqueous mixtures of DNA and HSA in different weight fraction ratios (1:1 to 1:5) 

were prepared in 1 mL milli-Q water, and vortex for 30 min for complete solubilization. The 

studied weight ratio of DNA to HSA correspond to concentrations of 0.5 g·Lҍ1 and 1.0 g·Lҍ1of HSA 

and DNA, respectively, in the water added to create each ABS. After mixing, each system was 

left at (25 ± 1) °C for 24 h, allowing the precipitation of HSA and thus the purification of DNA. 

After the protein precipitation, all ABS were centrifuged at 1000 rpm for 2 min, and left at  

(25 ± 1) °C for 2 h. After equilibrium and precipitation of the protein, the phases were carefully 

separated and quantified in terms of DNA and HSA content by UV-Vis spectroscopy (Shimadzu 

UV-1800 UV-Vis spectrometer, USA), allowing to determine the extraction efficiencies and 

yields. The purification level of DNA was confirmed by the UV-Vis absorbance ratio of the IL-rich 

phase at 260 nm and 280 nm (A260/A280 ratio). 

After the purification step, the stability of DNA in each ABS at different pH values was 

confirmed by UV-Vis (Shimadzu UV-1800 UV-Vis spectrometer, USA) and circular dichroism (CD, 

Jasco J-1500 CD spectrometer, Japan) spectroscopies. To appraise the long-term stability of DNA 

in the IL-rich phase, samples were kept (25 ± 1) °C for several months, in which UV-Vis and CD 

spectra were acquired periodically.  
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2.2.2. Temperature-responsive aqueous biphasic systems composed of ammonium-

based zwitterions and salts 

Materials 

The reagents used in the ZIs synthesis were 1,3-propanesultone (purity җ 99%), triamylamine 

(purity җ фу%), tripropylamine (purity җ фу%) and trimethylamine (ca. 13% v/v in acetonitrile) 

from Tokyo Chemical Industry Co. The following organic solvents, purchased from Kanto 

Chemical Co., Inc, were also used: acetonitrile (purity җ ффΦр%), diethyl ether (purity җ фф%), 

ethyl acetate (purity җ ффΦр%), hexane (purity җ 96%) and methanol (purity җ ффΦу%). Deuterium 

oxide, D2O (99.8 atom% D) from ACROS Organics was used in nuclear magnetic resonance (NMR) 

experiments. 

To prepare ABS, the following salts were used: dipotassium hydrogenphosphate (K2HPO4, 

purity җ ф%), tripotassium citrate monohydrate (K3C6H5O7·H2O, purity җ фф%), tripotassium 

phosphate (K3PO4, purity җ фр%), potassium carbonate, (K2CO3, purity җ 99.5%), potassium 

dihydrogenphosphate (KH2PO4, purity җ фф %), and trisodium citrate (Na3C6H5O7, purity җ фф%), 

all from Wako Pure Chemical Industries, Ltd, and sodium dihydrogenphosphate dihydrate 

(NaH2PO4·2H2O, purity җ фф%) from Kanto Chemical Co., Inc. 

╙-Tryptophan (purity 99%) and glycine (purity > 99%) were acquired from Acros Organics. The 

quantification of aliphatic amino acids was carried out using the ninhydrin reagent (2% solution) 

from Sigma. 

Experimental procedure 

Synthesis of zwitterions 

Five ZIs were prepared. For the synthesis of N555C3S and N333C3S, trialkylamine and 1,3-

propanesultone were dissolved in acetonitrile, and the resulting solution was mixed under dry 

nitrogen gas atmosphere. The obtained solution was stirred for two days at 80 °C. After the 

removal of acetonitrile by evaporation, the residual liquid was repeatedly washed with excess 

amounts of anhydrous diethyl ether. The resultant solid was purified by recrystallization with 

ethyl acetate/methanol, and the obtained white powder was dried in vacuum at 60 °C for 24 h. 

For the synthesis of N222C3S, trialkylamine and 1,3-propanesultone were dissolved in 

acetonitrile, and the resulting solution was mixed under a dry nitrogen gas atmosphere. The 

obtained solution was stirred for 5h at 80 °C. The white powder obtained was repeatedly washed 

with excess amounts of anhydrous diethyl ether, and then dried in vacuum at 60 °C for 24 h, 

without the need of a recrystallization step. The same procedure was used in the synthesis of 

N111C3S and N111C4S. However, the reaction temperature was of 0 °C to avoid the evaporation 
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of trimethylamine. The chemical structure and purity of the synthesized ZIs were confirmed by 

1H NMR spectroscopy and elemental analysis. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ ½Lǎ ǳǎŜŘ ƛǎ ǇǊƻǾƛŘŜŘ ƛƴ ǘƘŜ 

List of acronyms. 

Differential scanning calorimetry 

Differential scanning calorimetry (DSC) was performed with a Hitachi DSC7000X at a heating 

rate of 2 °C/min. 

Thermogravimetric analysis 

Thermogravimetric analyses (TGA) were performed with an EXSTAR TG/DTA 7200 system 

(Seiko Instruments, Inc.) at a heating rate of 10 °C/min under nitrogen atmosphere. 

Determination of the ABS phase diagrams  

The binodal curves of each ABS were determined through the cloud point titration method, 

at 25, 35, and 45 °C (± 1 °C) and atmospheric pressure. Aqueous solutions of salt at 20-50 wt% 

and aqueous solutions of each ZI with concentrations ranging from 50 to 70 wt% were prepared 

and used. Repetitive drop wise addition of the aqueous salt solution to the aqueous solution of 

each ZI was carried out under constant stirring until the detection of a cloudy (biphasic) solution, 

followed by the drop wise addition of ultrapure water until the finding of a monophasic region 

(clear and limpid solution). Whenever necessary, and to better characterize the solubility curves, 

the addition of the ZI aqueous solution to the salt aqueous solution was carried out. The ternary 

ǎȅǎǘŜƳ ŎƻƳǇƻǎƛǘƛƻƴǎ ǿŜǊŜ ŘŜǘŜǊƳƛƴŜŘ ōȅ ǿŜƛƎƘǘ ǉǳŀƴǘƛŦƛŎŀǘƛƻƴ ǿƛǘƘƛƴ ҕ млς3 g. 

Partition of amino acids 

Aqueous solutions of amino acids were prepared at 1 g·dmҍ3 (4.9 x 10-3 mol·L-1) for  

╙-tryptophan and at 0.75 g·Lҍ1 (1.0 x 10-2 mol·L-1) for glycine. The following mixtures compositions 

were used to carry out the separation of amino acids: 30 wt% of N555C3S + 4 wt% of K3PO4 and 

19.5 wt% of N111C3S + 19.5 wt% of K3PO4. The extractions were carried out at 45 °C and 25 °C in 

N555C3S- and N111C3S-based ABS, respectively. Each mixture was vigorously stirred and left to 

equilibrate for at least 12 h, a time established in previous optimizing experiments, to achieve 

the complete partitioning of each amino acid between the coexisting phases. After a careful 

separation of both phases, the quantification of ╙-tryptophan was carried by UV-spectroscopy, 

using a BioTeck Synergy HT microplate reader, at a wavelength of 279 nm. To quantify the 

glycine present in each phase, 75 µL of ninhydrin reagent was added to 100 µL of an adequately 

diluted sample of each ABS phase. After incubation at 80 °C during 30 min, ethanol at 50% (v/v) 

was added to stop the reaction. Then glycine was quantified by UV-spectroscopy at a wavelength 

of 570 nm.11, 12 At least three individual systems were prepared in order to determine the 

average in the amino acids partition coefficients and extraction efficiencies, as well as the 
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respective standard deviations. Possible interferences of the ZI and K3PO4 with the analytical 

method were taking into account, and control samples were always prepared at the same 

weight fraction composition, using pure water instead of the amino acid aqueous solution. The 

partition coefficients of ╙-tryptophan (KTry) and glycine (KGly) are defined as the ratio of the 

concentration of each amino acid in the ZI-rich phase to that in the salt-rich phase. The selectivity 

is defined as the ratio between the partition coefficient of ╙-tryptophan and the partition 

coefficient of glycine. The percentage extraction efficiency of ╙-tryptophan (EETry%) and glycine 

(EEGly%) are defined as the percentage ratio between the amount of each amino acid in the ZI-

rich aqueous phase or salt-rich phase and that in the total mixture. 

 

 

2.3. Integrated IL-based processes 

2.3.1. Integrated production-separation platforms applying reversible pH-driven 

aqueous biphasic systems  

Materials 

The salts K3C6H5O7.H2O, purity җ фф%, from SigmaςAldrich, and potassium hydroxide (KOH, 

pure) from Pronalab, were used.  Citric acid monohydrate (C6H8O7.H2O, purity җ фф҈ύ from Fisher 

{ŎƛŜƴǘƛŬŎ ǿŀǎ ǳǎŜŘΦ 

The ILs used were [C4C1im]Cl (ǇǳǊƛǘȅ Ғ 99%), [C4C1py]Cl (purity > 98%), [C4C1pip]Cl (purity Ғ 

99%), [P4444]Cl (purity Ғ 98%), [C4C1im]Br (purity Ғ 99%) and [C4C1C1im]Cl (purity Ғ 98%). All 

imidazolium-, pyridinium-, and pyrrolidinium-based ILs were purchased from Iolitec. The 

[P4444]Cl was kindly supplied by Cytec Industries Inc. Before use, each IL was dried for a minimum 

of 24h, at moderate temperature (60 °C), under constant agitation and vacuum. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ 

of the ILs used is provided in the List of acronyms. 

For the production of 5-hydroxymetilfurfural (HMF) it was used D-(-)-fructose όǇǳǊƛǘȅ җ 98%) 

from Panreac. Pure HMF όǇǳǊƛǘȅ җ ф9%) from Sigma-Aldrich was used as a standard and to 

establish the calibration curve required for HMF quantification by HPLC-DAD. The following 

solvents were additional used for HPLC-DAD anaƭȅǎƛǎΥ ƳŜǘƘŀƴƻƭ όǇǳǊƛǘȅ җ ффΦфф%) from Fisher 

Chemical, and ultra-pure water (purƛǘȅ җ ффΦфф%) from Merck. Syringe filters (0.45 µm) acquired 

at GE healthcare Whatman were used. 
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Experimental procedure 

Determination of the ABS phase diagrams and tie-lines (TLs) 

The binodal curves were determined through the cloud point titration method at (25 ± 1) °C 

and atmospheric pressure, using aqueous solutions of salt at around 50 wt% and aqueous 

solutions of the different hydrophilic ILs with concentrations ranging from 60 to 90 wt%. It was 

carried out the addition of the salt aqueous solution to the IL aqueous solution, and vice-versa, 

to determine the phase diagrams. All the additions were carried out under constant stirring. The 

ǘŜǊƴŀǊȅ ǎȅǎǘŜƳ ŎƻƳǇƻǎƛǘƛƻƴǎ ǿŜǊŜ ŘŜǘŜǊƳƛƴŜŘ ōȅ ǿŜƛƎƘǘ ǉǳŀƴǘƛŬŎŀǘƛƻƴ ǿƛǘƘƛƴ ҕ млҍ4 g.  

The determination of the TLs was carried out by a gravimetric approach initially proposed by 

Merchuk et al.10. Ternary mixtures composed of IL + K3C6H5O7/C6H8O7 + water at the biphasic 

region were gravimetrically prepared within ± 10ҍ4 g, vigorously agitated, and left under 

equilibrium for 12 h at (25 ± 1) °C. Both phases were then separated and individually weighted. 

Each TL was determined through the relationship between the top phase composition, the 

overall system composition, and weight of the two phases.9 

The pH of each aqueous phase was determined at (25 ± 1) °C using an HI 9321 Microprocessor 

pH meter (HANNA instruments). 

Production and separation of HMF 

CǊǳŎǘƻǎŜ όлΦол ƎύΣ ŀƴ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴ ƻŦ ŎƛǘǊƛŎ ŀŎƛŘ ŀǘ рл ǿǘ҈ όлΦтр ƎΣ ǇI Ғ мΦрύ ŀƴŘ L[ (1 g) 

were added to a glass reaction vial, and left for reaction under a constant temperature of 80 °C, 

during 80 min. The reaction system was cooled down to room temperature, and potassium 

ƘȅŘǊƻȄƛŘŜ ǿŀǎ ŀŘŘŜŘ ǳǇ ǘƻ ǇI Ғт όǿƛǘƘ ǘƘŜ ǎƛƳǳƭǘŀƴŜƻǳǎ ŦƻǊƳŀǘƛƻƴ ƻŦ ǘǿƻ ǇƘŀǎŜǎΣ L[-based 

ABS). The amounts of HMF and fructose in the two phases were analysed by HPLC-DAD and 

HPLC-RID (refractive index detector), respectively. This procedure for each system has been 

repeated at least for three times.  

Quantification of HMF and fructose by HPLC 

¢ƘŜ ǉǳŀƴǘƛŬŎŀǘƛƻƴ ƻŦ IaC ŀƴŘ ŦǊǳŎǘƻǎŜ ƛƴ the ABS coexisting phases was carried out by HPLC-

DAD (DIONEX ultimate 3000 DAD). HPLC analyses were performed with an analytical C18 

reversed-ǇƘŀǎŜ ŎƻƭǳƳƴ όнрл Ҏ пΦсл ƳƳ мл ˃ύΣ {tI9wL{hw. {мл h5{ нΦ ¢ƘŜ ƳƻōƛƭŜ ǇƘŀǎŜ 

consisted of a mixture of methanol and water (1:4, v:v). The separation was conducted in 

isocratic mode, at a flow rate of 0.6 mL.minҍ1 ŀƴŘ ǳǎƛƴƎ ŀƴ ƛƴƧŜŎǘƛƻƴ ǾƻƭǳƳŜ ƻŦ нл ˃[Φ 5!5 ǿŀǎ 

set at 284 nm. Each sample was analysed at least in duplicate. The column oven was operated 

at a controlled temperature of 35 °C. Calibration curves were previously prepared using the 

pure/standard HMF dissolved in ultra-pure water. At the described conditions, HMF displays a 
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retention time of 6.9 min. Blank control samples were used to evaluate the possible 

ƛƴǘŜǊŦŜǊŜƴŎŜǎ ƻŦ ǘƘŜ ǎŀƭǘ ŀƴŘ L[ǎ ƛƴ ǘƘŜ ǉǳŀƴǘƛŬŎŀǘƛƻƴΦ 

The quantification of fructose in each phase was carried out by HPLC-RID (Gilson Model 131). 

HPLC analyses were performed with a sugar-ŀƭŎƻƘƻƭ ŎƻƭǳƳƴ όнрл Ҏ пΦсл ƳƳ у ˃ύΣ w9½9· w/¦-

USP, from Phenomenex. The mobile phase consisted of 100% of ultra-pure water. The 

separation was conducted in isocratic mode, at a flow rate of 0.1 mL.minҍ1 and using an injection 

ǾƻƭǳƳŜ ƻŦ нл ˃[Φ 9ŀŎƘ ǎŀƳǇƭŜ ǿŀǎ ŀƴŀƭȅǎŜŘ ŀǘ ƭŜŀǎǘ ƛƴ ŘǳǇƭƛŎŀǘŜΦ ¢ƘŜ ŎƻƭǳƳƴ ƻǾŜƴ ǿŀǎ ƻǇŜǊŀǘŜŘ 

at a controlled temperature of 60 °C. Calibration curves were prepared using the pure/standard 

fructose sample dissolved in ultra-pure water. At the described conditions, fructose displays a 

retention time of 17.7 min. Blank control samples were used to evaluate the possible 

ƛƴǘŜǊŦŜǊŜƴŎŜǎ ƻŦ ǘƘŜ ǎŀƭǘ ŀƴŘ L[ǎ ƛƴ ǘƘŜ ǉǳŀƴǘƛŬŎŀǘƛƻƴΦ  

 

2.3.2. Integrated production-separation platforms applying thermoreversible 

aqueous biphasic systems 

Materials 

The reagents used in the ZIs synthesis were 1,3-pǊƻǇŀƴŜǎǳƭǘƻƴŜ όǇǳǊƛǘȅ җ фф҈), triamylamine 

(purity җ фу%), tripropylamine (purity җ фу%) and trimethylamine (ca. 13% v/v in acetonitrile) 

from Tokyo Chemical Industry Co. The following organic solvents, purchased from Kanto 

Chemical Co., Inc, were also used: acetonitrile (purity җ ффΦр%), diethyl ether (purity җ фф%), 

ethyl acetate (purity җ ффΦр%), hexane (purity җ фс%) and methanol (purity җ фф.8%). Deuterium 

oxide, D2O (99.8 atom% D) from ACROS Organics was used in nuclear magnetic resonance (NMR) 

experiments. 

To prepare ABS, different polyethylene glycol (PEG) of different molecular weights, namely 

1540, 2000, 4000 and 6000 g·mol-1 (abbreviated as PEG 1540, PEG 2000, PEG 4000 and PEG 

6000, respectively) were used. They were obtained from Wako Pure Chemical Industries, Ltd, 

with the exception of PEG 2000 that was obtained from Kanto Chemical Co., Inc. 

Commercial laccase from Trametes versicolor, kindly supplied by Sigma, and 2,нΩ-azino-bis3-

ethylbenzathiazoline-6-sulfonic acid (ABTS), acquired from Sigma, were used. The salts and 

compounds used to prepared the citrate/phosphate buffer were citric acid monohydrate 

(C6H8O7.H2O, purity > 99%) from Fisher Scientific, and sodium phosphate dibasic (Na2HPO4, 

purity >99%) from Merck. 
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Experimental procedure 

Determination of the ABS phase diagrams and tie-lines (TLs) 

The ABS binodal curves were determined through the cloud point titration method, at 25, 

35, and 45 °C (± 1 °C) and atmospheric pressure. Aqueous solutions of polymer at 50-70 wt% 

and aqueous solutions of each ZI with concentrations ranging from 50 to 70 wt% were prepared 

and used. Repetitive drop wise addition of the aqueous polymer solution to the aqueous 

solution of ZI was carried out under constant stirring until the detection of a cloudy solution, 

followed by the drop wise addition of ultrapure water until the finding of a clear and limpid 

solution. Whenever necessary, and to better characterize the solubility curves, the addition of 

the ZI aqueous solution to the polymer aqueous solution also was carried out. The ternary 

ǎȅǎǘŜƳ ŎƻƳǇƻǎƛǘƛƻƴǎ ǿŜǊŜ ŘŜǘŜǊƳƛƴŜŘ ōȅ ǿŜƛƎƘǘ ǉǳŀƴǘƛŦƛŎŀǘƛƻƴ ǿƛǘƘƛƴ ҕ млς3 g.  

TLs were determined by a gravimetric method originally described by Merchuk et al.10. 

Oxidation reaction and separation of laccase 

The following mixtures compositions were used to carry out the enzymatic catalysis: 39 wt% 

of N555C3S + 13 wt% of PEG 6000 and 20 wt% of N111C3S + 20 wt% of PEG 6000. The oxidation 

reaction in aqueous PEG/ZI monophasic systems was investigated using laccase solutions 

prepared with a concentration circa 50 g.L-1 dissolved in PBS (phosphate buffered saline at 0.01M 

ŀƴŘ ǇI Ғ тΦп ŀǘ нр х/ύΣ ŀǎ ǿŜƭƭ ŀǎ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴǎ ƻŦ !.¢{ with a concentration of 0.8 g.L-1 

ŘƛǎǎƻƭǾŜŘ ƛƴ t.{Φ Lƴ ŜŀŎƘ ǎȅǎǘŜƳΣ ŀ ǎƳŀƭƭ ŀƳƻǳƴǘ ƻŦ ǘƘŜ ǎƻƭǳǘƛƻƴ ŎƻƴǘŀƛƴƛƴƎ ƭŀŎŎŀǎŜ όҒ нрл ˃[) 

ŀƴŘ ŀ ǎƳŀƭƭ ŀƳƻǳƴǘ ƻŦ ǘƘŜ ǎƻƭǳǘƛƻƴ ŎƻƴǘŀƛƴƛƴƎ !.¢{ όҒ рл ˃[) were added to the phase-forming 

components to reach a total weight of 1 g. The oxidative reactions were carried out at 45 °C and 

25 °C in N555C3S- and N111C3S-based ABS, respectively. Each mixture was carefully mixed during 

1 min. Then, the reaction systems were cooled down to 25 °C or heated up to 45 °C in N555C3S- 

and N111C3S-based ABS, respectively. A careful separation of both phases was then performed. 

The quantification of oxidized ABTS in each phase was carried by UV-Vis spectrophotometer 

(Shimadzu UV-1800 UV-Vis spectrometer, USA), at a wavelength of 420 nm. Laccase was 

ǉǳŀƴǘƛŦƛŜŘ ōȅ ƛǘǎ ŀŎǘƛǾƛǘȅΣ ŦƻǊ ǿƘƛŎƘ мл ˃[ ƻŦ ŜŀŎƘ ǇƘŀǎŜ ǿŀǎ ƳƛȄŜŘ ǿƛǘƘ рл ˃[ ƻŦ !.¢{Σ ŀƴŘ тлл 

˃[ ƻŦ ŎƛǘǊŀǘŜκǇƘƻǎǇƘŀǘŜ ōǳŦŦŜǊ ό0.1M) at pH 4.5. The increase in absorbance/min was recorded 

in a UV-Vis spectrophotometer (Shimadzu UV-1800 UV-Vis spectrometer, USA) at 420 nm. Each 

procedure has been repeated at least three times to determine the average in the compounds 

extraction efficiencies, as well as the respective standard deviations. Possible interferences of 

the ZI and polymer with the analytical method were taken into account, and control samples 

were always prepared using PBS solutions instead of laccase and ABTS aqueous solutions. The 

percentage extraction efficiency of oxidase ABTS (EEABTS%) and laccase (EElaccase%) are defined as 
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the percentage ratio between the amount of oxidase ABTS/active laccase in the ZI-rich aqueous 

phase or PEG-rich phase and that in the total mixture. The ZI interference or the bottom-phase 

interference in the laccase activity was also evaluated by preparing 5 mixtures, all of them with 

рл ˃[ ƻŦ ŀ ƭŀŎŎŀǎŜ ǎƻƭǳǘƛƻƴΣ ŀƴŘ от ˃[ ƻŦ t.{Σ ½L ƻǊ ōƻǘǘƻƳ-rich phase.  

Recovery and stability of laccase 

To investigate the recovery and stability of laccase, five consecutive cycles of oxidative 

reaction of ABTS were performed. Each cycle (reaction + separation) was carried out in a 

maximum of 1 h. The laccase activity was assayed as previously described. After reaction, the 

formation of ABS was induced by changes in temperature. The upper phase was removed 

(substrate-rich phase), a fresh substrate solution was added (same volume of solution removed 

with a composition determined by the TL - Appendix C.2, Table C.2.9), and a new cycle was 

initiated. The 5 cycles were cycles were carried out in a maximum of 5 h. The operational stability 

along the cycles was evaluated by the relative enzyme activity. The relative laccase activity (%) 

is defined as the ratio of the enzyme activity at the end of each cycle in respect to the enzyme 

activity in the first cycle. 

An ultrafiltration step was finally applied to the PEG-rich phase using amicons with a cut-off 

of 3 kDa. 2 cycles at 10000 rpm, 20 min each, were applied. The phases obtained were analysed 

by Fourier-transform infrared spectroscopy (FTIR) and UV-Vis spectroscopies to address the 

presence of polymer, ZI and ABTS. 
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3.1. Extraction of caffeine from spent coffee grounds using aqueous solutions 

of ionic liquids and salts 

 

Chapter based on a manuscript under preparation:1  

A. M. Ferreira, H. M. D. Gomes, J. A. P. Coutinho and M. G. Freire 

 

Instead of the IL/salt cation-anion pair, isolated ions in aqueous media are the key 

factors contributing to the enhanced solubility and extraction yield of value-added 

compounds from biomass achieved by a hydrotropic effect. 

Abstract 

Caffeine is a well-known alkaloid with antibacterial and antifungal properties, which can be 

used as a natural pesticide. The extraction of caffeine for this purpose is particularly relevant if 

carried out from biomass wastes. Some methods to extract caffeine from biomass are of low 

efficiency and require a large consumption of hazardous organic solvents and/or energy 

requests. Therefore, the extraction of caffeine from biomass or related wastes using more 

benign and cost-effective solvents and processes is of great interest. Spent coffee is a major 

residue from the preparation of drinkable coffee, with no significant commercial value, and 

usually discarded as a solid waste. In this context, in this work, we investigated the potential of 

aqueous solutions of ILs, salts, and their mixtures as alternative solvents to dissolve and extract 

caffeine from spent coffee grounds. ILs and salts were chosen aiming at better understanding 

the hydrotrope-mediated phenomenon. It is shown that salts or ILs containing anions that may 

act as hydrotropes, such as sodium tosylate (Na[Tos]) and [CјCѕim][Tos], are the best solvents to 

improve the solubility of caffeine and its extraction from biomass. Studies with mixtures of ILs 

and salts allowed to conclude that this effect is derived from the ions present in aqueous 

                                                           
1Contributions: M.G.F. and J.A.P.C. conceived and directed this work. A.M.F. and H.M.D.G. acquired the experimental 

data. A.M.F., M.G.F. and J.A.P.C. interpreted the experimental data. The manuscript was mainly written by A.M.F., 

M.G.F. and J.A.P.C.  
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solution and not from the initial IL/salt cation-anion pair. The trend obtained in the extraction 

yields of caffeine from biomass follows the ILs/salts tendency on improving the caffeine 

solubility, supporting that hydrotropy plays a major role when applying aqueous solutions of ILs 

or salts to extract value-added compounds from biomass. All the caffeine content in the SCG 

samples was extracted with aqueous solutions of adequate ILs or salts at 0.75 M, at a solid-liquid 

ratio of 1:10, at 25 °C, avoiding therefore the use of volatile organic solvents and energy-

intensive conditions. 

Introduction 

Spent coffee grounds (SCG) are the most abundant coffee by-product (45%), being generated 

in coffee beverage preparation and instant coffee manufacturing, with productions of 6 million 

tons of this residue per year.1 SCG are not adequately valorized; when used, these residues are 

typically burned for energy production or as fertilizers.2 However, this inexpensive and abundant 

resource is rich in valuable compounds, such as essential oils, tannins and polyphenols,3 as well 

as in caffeine (5-10 mg·g-1, depending on the coffee source).4 These compounds have relevant 

antioxidant, anti-inflammatory, radical scavenger, and antimicrobial properties5, 6 and could be 

used in food, dietary, pharmaceutical and agrochemical industries.7 Recent studies showed also 

the importance of SCG as a source of an antioxidant dietary fiber.8 Moreover, caffeine-

containing drinks are very popular around the world; the Food and Drug Administration (FDA) 

regulated that any added caffeine must be labelled on human consumption products owing to 

possible adulteration and health concerns.9 Another worthy example is the current controversy 

on the consumption/use of natural versus synthetic value-added-enriched products.10 Human 

consumers usually prefer natural value-added compounds,10 and thus their extraction from 

natural sources has gained a tremendous importance in the past years.11 

Conventional extraction processes of value-added compounds from biomass or wastes may 

present several drawbacks, such as low efficiency and non-selectivity, time-consuming, 

requirement of a high energetic input, and/or possible degradation of the targeted compounds. 

Traditional methods generally involve the use of large amounts of volatile organic solvents, 

leading to some safety and environmental concerns. Moreover, the use of hazardous solvents 

in the extraction step may prevent the targeted high-value chemicals to be used for human 

consumption. The extraction of caffeine from biomass is typically carried out with supercritical 

CO2, that although selective and efficient requires a high initial investment on equipment, or by 

applying volatile organic solvents, such as chloroform, methylene chloride, dichloromethane, 

ethanol, n-hexane and others.12, 13 Caffeine is usually extracted with non-polar solvents or 

supercritical solvents due to its moderate hydrophobic character and low solubility in water  
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(16 g·Lҍ1 at room temperature,14 log(Kow) = ҍ0.13,37 where Kow is defined as the octanol-water 

partition coefficient).15 

In recent years, aqueous solutions of ionic liquids (ILs) have been reported as efficient 

alternative solvents for the extraction of value-added compounds from biomass.11 Some authors 

claimed that the high extraction efficiency achieved using ILs aqueous solutions is related with 

the ability of ILs to disrupt the biomass structure, allowing an easier access to the target 

compounds.11, 16, 17 Nevertheless, given that aqueous solutions are used, the disruption of the 

lignocellulosic matrix is highly improbable. On the other hand, Cláudio et al.18 suggested that the 

ILs aqueous solutions enhanced performance as extraction solvents results from their ability to 

enhance the solubility of target compounds. In this previously published work,18 ILs were 

identified as a novel class of hydrotropes, thus able to increase the solubility of hydrophobic 

solutes in aqueous solutions by the creation of IL-solute aggregates. Although pure ILs have been 

described as potential solvents for the extraction of value-added compounds from biomass, 

aqueous solutions of ILs also display a high potential and additional advantages due to the use 

of lower amounts of IL.11 Aqueous solutions of ILs have thus benefits in terms of solvent toxicity 

and cost, and leads to a reduction of the overall viscosity of the extraction media, thus enhancing 

the mass transfer phenomena and reducing energy consumption.  

Independently of the major factor ruling the enhanced capacity of aqueous solutions, they 

have shown to act as remarkable solvents for the extraction of a wide variety of bioactive 

components from vegetable sources,11 such as in the extraction of several alkaloids, namely 

caffeine from Paullinia cupana (guarana seeds, Sapindaceae),19 glaucine from Glaucium flavum 

Cr. (Papaveraceae),20 galantamine, narwedine, N-desmethylgalantamine, and ungiminorine 

from the aerial parts of Leucojum aestivum L. (Amaryllidaceae)21, and piperine from Piper nigrum 

(Black Pepper).22 In all these works, IL aqueous solutions have been described as more efficient 

and selective solvents than volatile organic solvents typically used.  

In order to better understand the phenomenon behind the improved performance of ILs 

aqueous solutions, in this work we investigated the solubility of caffeine in aqueous solutions of 

common (salt) hydrotropes, ILs, and their mixtures, followed by investigations on their use to 

extract caffeine from SCG. 

Results and discussion 

Caffeine (Figure 3.1.1) is a moderate hydrophobic (log(Kow) = ҍ0.13)15 with a water solubility 

of 16 g·Lҍ1 at room temperature.14 Therefore, caffeine extraction from biomass is usually carried 

out with volatile organic solvents. Aiming at identifying alternative solvents able to improve its 

extraction from biomass, we first investigated the potential of IL aqueous solutions to solubilize 
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caffeine. The solubility of caffeine was determined in several aqueous solutions of ILs at different 

concentrations, in aqueous solutions of conventional salts (some well-known hydrotropes) and 

in IL-salt mixtures aqueous solutions at 25 °C. More specifically, we appraised the potential of IL 

and salt ions to act as hydrotropes. Aqueous solutions containing the ILs [C4C1im][Tos] and 

[C4C1im]Cl, the salts sodium tosylate (Na[Tos]) and sodium chloride (NaCl), and mixtures of 

Na[Tos] and [C4C1im]Cl (1:1 in a mole basis), and mixtures of [C4C1im][Tos] and NaCl (1:1 in a 

mole basis), were investigated. The chemical structures of the ILs and salts investigated are given 

in Figure 3.1.1, and ILs ŘŜŬƴƛǘƛƻƴ ƛǎ ǇǊƻǾƛŘŜŘ ƛƴ ǘƘŜ List of acronyms. 

 

Figure 3.1.1. Chemical structures of the ILs and salts investigated, and of caffeine. 

Figure 3.1.2 depicts the solubility of caffeine at 25 °C in the studied aqueous solutions (cf. 

the Materials and experimental procedure Chapter, section 2.2.1, for further details). Detailed 

experimental solubility data are reported in Appendix A.1 (Table A.1.1). The solubility of 

caffeine in water at 25 °C is 22.8 ± 0.2 g·L-1, being in agreement with literature data23, 24 (22.6 ±  

0.3 g·L-1).23 From the studied salts and ILs, Na[Tos], [C4C1im][Tos], mixtures of [C4C1im]Cl and 

Na[Tos] (1:1 in a mole basis), and mixtures of [C4C1im][Tos] and NaCl (1:1 in a mole basis), lead 

to an increase in the solubility of caffeine, whereas NaCl acts as a salting-out species, leading to 

a decrease in the caffeine solubility when compared with pure water. An improvement in the 

solubility of caffeine up to 2.5-fold (Ғ 58.5 g·L-1) has been observed using 1 M of [C4C1im][Tos] or 

Na[Tos]. 

The hydrotropic capacity of the various ILs and salts investigated on the caffeine solubility 

improvement follows the order: [C4C1im][Tos] Ғ Na[Tos] > [C4C1im]Cl + Na[Tos] (1:1 in a mole 

basis) Ғ [C4C1im][Tos] + NaCl (1:1 in a mole basis) > [C4C1im]Cl > NaCl. Hydrotropes form three-

dimensional aggregates with localized hydrophobic regions which are responsible for the 
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increased aqueous solubility of hydrophobic compounds.25 In general, ILs or salts with the [Tos]- 

anion, a well-known hydrotrope, are the most proficient to improve the alkaloid solubilization. 

Although in a smaller extent, the IL [C4C1im]Cl also enhances the caffeine solubility, meaning 

that [C4C1im]+ also acts as a hydrotrope. On the other hand, NaCl has a salting-out effect on the 

caffeine solubility, being in agreement with the literature.24 Furthermore, mixtures of NaCl with 

[C4C1im][Tos] and Na[Tos] with [C4C1im]Cl (Figure 3.1.2) show the same ability to solubilize 

caffeine. From a chemical point of view they present the same ions in aqueous media, at the 

same concentrations. Therefore, the enhancement or decrease in the caffeine solubility is a 

result of the ions ability to act as hydrotropes and not of the original ion pair itself. The 

hydrotropic ability of all species investigated depends on their concentration, although more 

evident up to 0.25 M, after which a less pronounced increase in the caffeine solubility is 

observed. In summary, chloride and sodium ions do not present a hydrotropic behavior, i.e. do 

not contribute to enhance the solubility of caffeine, while the tosylate and imidadozolium ions 

show a hydrotropic capacity. 

 

Figure 3.1.2. Influence of the hydrotropes (ILs, salts and the mixture ILs + salts) concentration in the 

solubility of caffeine in aqueous solutions at 25 °C (-Ā-) NaCl, (-ß-) Na[Tos], (- -̧) [C4C1im]Cl, (-Ƶ-) 

[C4C1im][Tos], (-Â-) NaCl + [C4C1im][Tos] (1:1 in a mole basis) and (-ï-) Na[Tos] + [C4C1im]Cl  

(1:1 in a mole basis). (řɛř) The black line corresponds to the solubility of caffeine in  

water under the same conditions. 

The relevance of the results obtained was then evaluated in terms of these solvents 

applicability in extraction processes, namely in the extraction of caffeine from biomass wastes. 

Different aqueous solutions of ILs, salts and ILs + salts at various concentrations were 

investigated as alternative extraction solvents of caffeine from SCG. The extraction of caffeine 
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from SCG was carried out at a biomass-solvent ratio of 1:10, at 25 °C, during 30 min. Caffeine 

was quantified by HPLC-DAD, with the respective extraction yields (weight of extracted caffeine 

in respect to the dried weight of SCF) shown in Figure 3.1.3 (detailed results are given in 

Appendix A.1, Table A.1.2). Further details on the experimental procedure and materials are 

provided in the Materials and experimental procedure Chapter, section 2.1.1.  

 

Figure 3.1.3. Extraction yields of caffeine from SCG using aqueous solutions of ILs, salts, and their 

mixtures at T = 25 °C, t = 30 min, and solid-liquid ratio = 1:10. IL/salt. Concentration of the ILs, salts, or 

mixtures: (purple bars) 0.25 M, (green bars) 0.50 M, (blue bars) 0.75 M and (orange bars) 1.00 M. (ŖɟŖ

) The black line corresponds to the caffeine extraction using water at the same conditions. 

The maximum content of caffeine in SCG is 0.72 ± 0.20 wt%, as determined by us by soxhlet 

extraction with pure ethanol, whereas the extraction yield of caffeine at 25 °C using pure water 

as solvent is 0.56 ± 0.02 wt%. In general, the trend on the caffeine extraction yield is in 

agreement with the tendency obtained with the caffeine solubility using the different ILs/salts 

aqueous solutions. An improved caffeine extraction is observed with aqueous solutions 

containing the tosylate anion, namely with Na[Tos] and [C4C1im][Tos]. In fact, these solutions 

allow to extract all caffeine present in the SCG samples. Mixtures of ILs and salts incorporating 

[Tos]- also perform better than [C4C1im]Cl, thus confirming that the tosylate anion is a stronger 

hydrotrope than the imidazolium-based cation. The mixtures of NaCl with [C4C1im][Tos], and of 

Na[Tos] with [C4C1im]Cl, have a similar ability to extract caffeine, as observed with the solubility 

studies, thus confirming that the solubilization and extraction of caffeine depends on the ions 

hydrotropic character and not on the initial ion pair. In general, all these aqueous solutions lead 
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to higher extraction yields than that observed with pure water. On the other hand, aqueous 

solutions of NaCl display a negligible effect on the caffeine extraction, leading to extraction 

yields similar to that obtained with pure water. In summary, the commonly reported high 

efficiencies of ILs aqueous solutions to extract value-added compounds from biomass is, in fact, 

an effect derived from the ions themselves, independently of being an IL or a conventional salt. 

Although the biomass disruption may occur in some extent, the gathered results confirm that it 

is the hydrotropy phenomenon that plays a major role towards the observed enhanced solubility 

of target compounds. It should be however remarked that this effect is depend on the solute 

nature. For instance, for more hydrophobic solutes, such as triterpenic acids26 and 

cynaropicrin,27 it was demonstrated that aqueous solutions of surface-active ILs perform better 

than aqueous solutions containing hydrotrope-based ILs.  

The interest in caffeine as a natural pesticide has increased over the past few years, as well 

as the number of published works on extraction studies of caffeine from a broad range of 

biomass sources (coffee, tea, guarana, and mate), applying several extraction methods 

(microwave-assisted, ultrasound-assisted, etc.) and different solvents (n-hexane, ethanol, 

among others).4, 11, 13, 28, 29 In this work, high extraction yields of caffeine have been obtained 

using aqueous solutions of ILs, salts or their mixtures, thus not requiring the use of volatile 

organic solvents, at moderate temperatures and without using energy-intensive methods. 

Aqueous solutions of ILs or salts containing hydrotropes ions are therefore improved extraction 

solvents of moderately hydrophobic value-added compounds from biomass.  

Conclusions 

In this work, aqueous solutions of ILs, salts, and their mixtures were investigated as 

alternative solvents to improve the solubility and extraction of caffeine from biomass wastes, 

namely SCG. It was shown that aqueous solutions of ILs or salts containing the tosylate anion, a 

well-known hydrotrope, act as the best solvents. Studies with mixtures of ILs and salts 

demonstrated that the ions in solution, and not the initial ion pair, are the key factor for 

improving solubility and extraction yields. The extraction yields obtained as a function of the 

different ILs/salts investigated follow the trend obtained in the caffeine solubility, meaning that 

hydrotropy plays a major role towards the typically observed improved extractions from 

biomass when using ILs aqueous solutions. The total caffeine content in the original matrix can 

be extracted with aqueous solutions of adequate ILs or salts at 0.75 M, at a solvent-liquid ratio 

of 1:10, and at 25 °C, avoiding thus the need of using volatile organic solvents and more 

sophisticated equipment and high energetic inputs.  
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3.2. Extraction of 7-hydroxymatairesinol from Norway Spruce knots using 

aqueous solutions of ionic liquids 

 

Chapter based on the published manuscript:2  

A. M. Ferreira, E. S. Morais, A. C. Leite, A. Mohamadou, B. Holmbom, T. Holmbom, B. M. 

Neves, J. A. P. Coutinho, M. G. Freire and A. J. D. Silvestre, άEnhanced Extraction and  

Biological Activity of 7-hydroxymatairesinol obtained from Norway Spruce knots  

using Aqueous Solutions of Ionic Liquidsέ, Green Chem., 2017, 19, 2626-2635 

 

Abstract 

In the past few years, an increasing demand for therapeutic drugs obtained from natural 

products has been faced. 7-Hydroxymatairesinol (HMR) has been commercialized as a 

nutritional supplement due to its anticarcinogenic and antioxidant properties. Aqueous 

solutions of analogues of glycine-betaine ionic liquids (AGB-ILs) were here studied as alternative 

solvents for the extraction of HMR from knots of Norway Spruce trees, in which extraction yields 

up to 9.46 wt% were obtained at a room temperature and in a short-time. Furthermore, it was 

found that the antioxidant potential of IL aqueous solutions enriched in HMR are more 

promising than the recovered HMR-rich solid extracts, and that these solutions can be safely 

used in nutraceutical and cosmetic applications. These results bring new perspectives into the 

design of new integrated approaches for the extraction and direct application of natural-derived 

high-value compounds using adequate ILs, without requiring an additional step involving the 

target product recovery and solvent recycling.  

                                                           
2Contributions: M.G.F., J.A.P.C. and A.J.S.D. conceived and directed this work. A.M. synthesized the ILs. A.M.F., E.S.M., 

A.C.L. and B.M.N. acquired the experimental data. In particular, A.M.F. determined all experimental data regarding 

the extraction of HMR and respective optimization. A.M.F., B.M.N., B.H., T.H., M.G.F., J.A.P.C. and A.J.S.D interpreted 

the experimental data. The manuscript was mainly written by A.M.F., M.G.F. and A.J.S.D with contributions from the 

remaining authors.  

 

Biocompatible aqueous solutions of 

ILs rich in 7-hydroxymatairesinol 

(HMR) can be safely used in  

cosmetic and nutraceutical 

applications. 
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Introduction  

Lignans are a specific family of phenolic compounds (comprising a 2,3-dibenzylbutane 

skeleton) that possess a large number of relevant biological properties, and thus have 

been used in nutraceutical and pharmacological applications.1, 2 Norway Spruce (Picea 

abies) knots, i.e. the part of branches embedded in the stem, are an exceptional source of 

lignans (5ς15 wt%), such as hydroxymatairesinol (HMR), matairesinol, a-conidendrin, 

conidendrinic acid, isolariciresinol, secoisolariciresinol, liovile, picearesinol, lariciresinol, 

and pinoresinol.1, 3 HMR represents 65-80% of the total lignans content,4 and although it 

is found in several biomass sources, Norway Spruce knots are one of the most attractive sources. 

HMR (Figure 3.2.1A) occurs naturally in Spruce knots as a mixture of two stereoisomers differing 

in the stereochemistry of C-7, namely (тwΣуwΣуΩw)-(ς)-allo-hydroxymatairesinol (HMR1) and 

(т{ΣуwΣуΩw)-(ς)-7-hydroxymatairesinol (HMR2). The most abundant isomer is HMR2, usually 

present in a 3:1 HMR2:HMR1 ratio.5 HMR has attracted a large attention since it is a direct 

metabolic precursor of the mammalian lignan enterolactone (ENL), presenting therefore 

promising biological properties.4 In fact, the daily intake of HMR increases the blood levels of 

ENL with proved benefits in the prevention of breast and prostate cancers, in menopause, and 

in heart diseases; additionally, HMR displays a strong antioxidant activity.4 Due to its valuable 

properties, HMR is commercialized as a nutritional supplement since 2006.6 

 

Figure 3.2.1. (A) Chemical structures of HMR, (B) betaine and (C) betaine analogues. 

Currently, HMR is extracted from knots using volatile organic solvents, such as acetone, and 

mixtures of ethanol or acetone with water.1 Others methods/solvents for the extraction of 

lignans have been reported, including supercritical fluid extraction, pressurized liquid extraction, 

microwave-assisted extraction, and ultrasonic-based extraction.1 However, these methods 

require the use of sophisticated equipment and are energy-consuming.7 To overcome some of 

the concerns associated to the use of volatile organic compounds, either regarding their 

environmental footprint or when used for the extraction of target compounds envisioned for 
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human consumption, ionic liquids (ILs) and their aqueous solutions have emerged as promising 

solvents.8 Pure ILs have been proposed as alternative solvents for the extraction of natural 

compounds from biomass,8 but they usually display high viscosity and melting points above 

room temperature. Aqueous solutions of ILs were additionally proposed, while being able to 

overwhelm some of these drawbacks.8 In addition to the use of a greener and lower cost solvent, 

i.e. water, aqueous solutions of ILs display a lower viscosity, enhancing thus the mass transfer 

and reducing energy consumption.8 Furthermore, ILs aqueous solutions have been described as 

more efficient and selective solvents.9 The high efficiency achieved using ILs aqueous solutions 

has been related with the ability of ILs to disrupt the biomass structure;8 yet, a more sound 

explanation, and particularly when dealing with aqueous solutions, conveys on the enhanced 

solubility of biomolecules in aqueous solutions of ILs when compared with their solubility in the 

respective pure solvents. The solubility of biomolecules in aqueous solutions of ILs goes through 

a maximum along the IL concentration ς a phenomenon that has been attributed to the ILs 

ability to act as hydrotropes by the formation of ILςbiomolecule aggregates.10  

Although ILs present favourable environmental characteristics compared to conventional 

organic solvents, their potential toxicity and low biodegradability should also be taken into 

consideration.11-15 In fact, most studies reported in the literature regarding the use of ILs for the 

extraction of natural compounds are based on imidazolium ILs,8 which are not the best choice 

when considering their cost, toxicity and biodegradability. Aiming at moving towards more 

sustainable solvents, the synthesis of ILs from non-toxic starting materials and their applications 

are nowadays major topics of research.16 In addition to the well-studied cholinium-based ILs, 

those derived from glycine-betaine (GB-ILs) (Figure 3.2.1B) or its analogues (AGB-ILs)17 (Figure 

3.2.1C), a naturally occurring and low cost amino acid, can be seen as promising alternatives as 

extraction solvents, yet still underexplored. Despite their advantages, there is only a single study 

reporting on the use of GB-ILs ([N111(C2O(O)12)]Cl) in the extraction of value-added compounds from 

biomass.18 Glycine-betaine can be found in sugar beet molasses (up to 27 wt%), an 

underexplored by-product of the sugar industry.17 Moreover, GB and its derivatives are usually 

used as food supplements,19 and in cosmetic lotions and formulations.20 

Given the valuable properties of HMR and advantages of the AGB-ILs described before, we 

propose here the use of aqueous solutions of AGB-ILs as alternative solvents for the extraction 

of HMR from Norway Spruce knots by solid-liquid extractions at low temperatures (25 °C). 

Furthermore, the biological properties of the aqueous IL solutions containing HMR, such as their 

antioxidant activity and cytotoxicity, were assessed, showing that there is no need to recover 

the HMR from the extraction media and that these can be directly used in nutraceutical and 

cosmetic applications. 
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Results and discussion 

Several aqueous solutions of ILs were investigated to infer their ability to extract HMR from 

Norway Spruce knots. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ L[ǎ used is provided in the List of acronyms, and their 

chemical structure is provided in the Figure 3.2.2. The experimental procedure and materials 

sources and purity are given in the Materials and experimental procedure Chapter (section 

2.1.2). For an initial evaluation of the ILs aqueous solutions performance to extract HMR, 

aqueous solutions of imidazolium-based and AGB-based ILs at 0.5 M were used, as well as water 

and acetone. The results obtained are given in Figure 3.2.3, reporting HMR extraction yields for 

the different ILs at 0.5 M, where the extraction yield corresponds to the percentage ratio 

between the weight of extracted HMR (1 and 2) and the weight of dry biomass. 

 

Figure 3.2.2. Chemical structures of the ionic liquids used in the extraction of HMR from Norway spruce 

knots. 

The obtained extraction yields of HMR with ILs aqueous solutions range between 5.1 and 7.4 

wt% (Figure 3.2.3, with detailed data provided in Appendix A.2, Table A.2.3), corresponding to 

higher yields than those achieved with water (4.4 wt%) or acetone (5.0 wt%). These results show 

the relevance of ILs in increasing the extraction yield of aqueous solutions for hydrophobic 

compounds, such as HMR (octanol-ǿŀǘŜǊ ǇŀǊǘƛǘƛƻƴ ŎƻŜŦŬŎƛŜƴǘ όKow); log(Kow) Ғ 2.1).21 The 

extraction yield of HMR also depends on the IL chemical structure, with the aqueous solutions 

of [C4C1im][Br] and [C4C1im][Tos] appearing as the best solvents, meaning that ILs composed of 

aromatic ions lead to higher extractions yields. Electron-ǊƛŎƘ ŀǊƻƳŀǘƛŎ ˉ-systems can establish 

ˉ ˉ ŀƴŘ ǎǘǊƻƴƎ ƘȅŘǊƻƎŜƴ-bonding interactions with target solutes such as HMR. These 

favourable interactions seem to be responsible for the slightly increased extraction performance 

of imidazolium-based ILs over AGB-ILs. It should be noted that the ratio of the two 

stereoisomers does not significantly change with the IL chemical structure. However, 

considering the ratio of HMR2:HMR1 of about 3:1, it seems that aqueous solutions of ILs are 

more effective for the extraction of HMR1 than of HMR2. 
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Figure 3.2.3. Yield of HMR extracted from Norway Spruce knots with different aqueous solutions of ILs 

(at 0.5 M), acetone and water (T = 25 °C, t = 180 min) for a S/L ratio= 0.10 (blue bars) and for a S/L ratio 

= 0.02 (orange bars). Ratio of HMR2/ HMR1 for a S/L ratio= 0.10 ()̧ and for a S/L ratio= 0.02 (̧). 

Based on the results discussed above and considering on one hand that imidazolium-based 

IL only slightly increased the extraction yield, and, on the other hand, the lower cost and lower 

toxicity of [(C2)3NC2]Br, this last IL was used to optimize the extraction operational conditions by 

a response surface methodology (RSM). The selection of short chain length IL derivatives is also 

valuable given that the toxicity of ILs increases with the increase of their alkyl side chains 

length.15, 22 

A RSM was used to optimize the operational conditions to improve the HMR extraction yield. 

This methodology allows to explore the relationship between the response (extraction yield of 

HMR) and the independent variables/conditions which influence the extraction yield.23 To this 

end, a 23 (3 factors and 2 levels) factorial planning was executed. The parameters studied were 

the extraction time (t, min), solid-liquid ratio (S/L ratio, weight of dried biomass per weight of 

solvent) and IL concentration (C, M). The influence of the three variables on the extraction yields 

of HMR is illustrated in Figure 3.2.4. Variance analysis (ANOVA) was used to estimate the 

statistical significance of the variables and their interactions. The experimental points used in 

the factorial planning, the model equation, the extraction yield of HMR obtained experimentally 

and the respective calculated values, and the correlation coefficients obtained, as well as all the 

statistical analyses, are shown in the Appendix A.2 (Tables A.2.4 to A.2.6, Figures A.2.1 to 

A.2.3). The R2 value obtained is 0.954 and the average relative deviation between the 

experimental and the predicted values is 0.33%. Thus, no significant differences were observed 

between the experimental and calculated responses, supporting the good description of the 
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experimental results by the statistical models developed. The statistical analysis shown in the 

Appendix A.2 and the data depicted in Figure 3.2.4 show that the IL concentration is the most 

significant parameter, with a region of maximum extraction yield at moderate IL concentrations 

(1.5 M). In fact, this result is in close agreement with the ILs ability to act as hydrotropes,10 where 

a maximum in the solubility of biomolecules with the IL concentration is observed. The 

extraction time also influences the HMR extraction yield. In general, the amount of extracted 

HMR increases with time, reaching a maximum at 280 min. The solid-liquid ratio is also relevant, 

although with a behaviour that depends on the other variables. Albeit all parameters have a 

significant effect on the extraction yields of HMR, as can be seen in the pareto chart shown in 

the Appendix A.2 (Figure A.2.1), their significance decreases in the order: C (M) > t (min) > S/L 

ratio. The optimized conditions found for the extraction of HMR at 25 °C are an IL concentration 

of 1.5 M, an extraction time of 280 min, and a solid-liquid ratio of 0.01, giving an HMR yield of 

9.46 wt%. Regarding the evaluation of higher extraction times, as can be seen in the Appendix 

A.2 (Table A.2.7), at the other optimized conditions the change of the extraction time does not 

bring significant differences in the HMR extraction yield, falling within the associated 

uncertainties. These results highlight the potential of IL aqueous solutions to extract HMR from 

biomass at mild conditions. It should be also noticed that this value is higher and in the same 

range to that obtained by soxhlet extraction with acetone (8.42 wt%), using longer extraction 

times (at least 360 minutes) and higher temperatures (60-80 °C).1 

We further investigated the reuse of the biomass (detailed experimental procedure is 

described in the Materials and experimental procedure Chapter, section 2.1.2, and detailed 

results are given in the Appendix A.2, Figure A.2.4 and Table A.2.8) to ascertain if all HMR 

present was extracted in a single extraction step. Although we could use a soxhlet extraction to 

infer the total amount of HMR present in the studied biomass, this approach is not feasible since 

we obtained higher HMR extraction yields using the optimized operational conditions with IL 

aqueous solutions. Therefore, the best way to address if the total amount of HMR present in the 

ōƛƻƳŀǎǎ ǿŀǎ ŜȄǘǊŀŎǘŜŘ ƛǎ ǘƻ ǳǎŜ ǎŜǾŜǊŀƭ άŦǊŜǎƘέ ŀƴŘ ŎƻƴǎŜŎǳǘƛǾŜ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴǎ ƻŦ L[ǎ ŀƛƳƛƴƎ 

at avoiding limitations in the extractions that could arise from the solvents saturation. This type 

of experiments allowed us to conclude that the studied biomass contains ca. 10.5 wt% of HMR, 

as discussed below. As expected, when a lower solid-liquid ratio is used, the complete extraction 

of HMR from knots is almost achieved. However, to maximise the cost-efficiency and 

sustainability character of the developed process, it would be valuable to saturate the IL solution 

on the target compound; however, this variable was not considered in the multifactorial 

optimization. Thus, from a critical perspective, the use of a higher solid-liquid ratio is a better 

approach since the IL aqueous solution saturation is faster achieved, although in this approach 
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a small amount of HMR (2-3 wt%) still remains in the biomass and is lost. Even so, a lower 

quantity of solvent is employed, resulting thus in a lower consumption of solvents and on more 

sustainable extraction technologies. Envisaging the industrial application of the process under 

study, that should be economic and fast, a solid-liquid ratio 0.10 is the most advisable and was 

chosen to carry out the following studies.  

 

Figure 3.2.4. Response surface (top) and contour plots (bottom) on the yield of total HMR extracted 

ǳǎƛƴƎ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴǎ ƻŦ ώό/іύїb/іϐ.Ǌ ŀǘ нр ϲ/ ǿƛǘƘ ǘƘŜ ŎƻƳōƛƴŜŘ ŜŦŦŜŎǘǎ ƻŦΥ (A) extraction time (t 

(min)) and IL concentration (C (M)); (B) solid-liquid ratio (S/L ratio) and concentration (C (M)); and (C) 

solid-liquid ratio (S/L ratio) and extraction time (t (min)). 

Aiming at developing a more cost-effective and environmentally-friendly extraction 

technique, the reusability of the extraction solvent without any pre-extraction step was 

investigated. The detailed experimental procedure is described in the Materials and 

experimental procedure Chapter, section 2.1.2, and detailed results are given in the Appendix 

A.2 (Figure A.2.5). ¢ƻ ǘƘƛǎ ŜƴŘΣ ǘƘŜ мΦр a ώό/іύїb/іϐ.Ǌ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴ ǿŀǎ ǳǎŜŘ ƛƴ ǎƛȄ ǎǳŎŎŜǎǎƛǾŜ 

extractions at the following operational conditions: solid-liquid ratio of 0.1 for 280 min at 25 °C. 

After each extraction, the solid-liquid mixture was filtered and the aqueous solution was reused 

with a new batch of Norway spruce knots. Remarkably, in the first five samples, ca. 7 wt% of 

HMR was extracted in each step, with the overall solution reaching a HMR total concentration 

around 5-times higher (36.3 g·L-1). This means that the IL aqueous solution was far from 

saturation and can be reused for at least five times without any loss in extraction performance. 
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We also determined the HMR (standard) solubility ŀǘ нр ϲ/ ƛƴ ŀ ǎƻƭǳǘƛƻƴ ƻŦ ώό/іύїb/іϐ.Ǌ ŀǘ мΦр aΣ 

where a saturation value of 37.5 g·L-1 was found, supporting the experimentally demonstrated 

use of the IL aqueous solutions for five consecutive extraction steps.  

In spite of the high efficiency of ILs aqueous solutions for the extraction of bioactive 

compounds, the non-volatile nature of aprotic ILs represents a major drawback when envisaging 

the target product recovery since a simple evaporation step cannot be applied..8, 24 There are 

some proposed alternatives for the recovery of the target products or IL removal, such as back-

extraction using organic solvents,9, 25 distillation of the compounds,26 induced precipitation with 

anti-solvents,27, 28 and adsorption on macroporous materials29 or anion-exchange resins;30 yet, 

some of these techniques are laborious and costly.8 Accordingly, we started by studying the 

possibility of precipitating HMR from the IL-aqueous solutions using potassium acetate (data 

shown in the Appendix A.2, Figure A.2.6), often used to form an adduct with HMR.31, 32 By 

applying this process we were able to recover 75% of the extracted HMR with a purity of 65%. 

However, considering that in this work we used biocompatible ILs derived from glycine-betaine, 

which are currently used as food supplements,19 and in cosmetic formulations,20 and although a 

recovery step by the induced precipitation of HMR could be feasible as well as the IL recycling, 

we evaluated the possibility of using directly the aqueous IL-HMR-rich extracts without the need 

of an additional isolation/recovery step. To appraise this possibility, the biological properties 

(antioxidant activity and cytotoxicity) of the IL-HMR-extract aqueous solutions were assessed. 

The detailed experimental procedure is described in the Materials and experimental procedure 

Chapter, section 2.1.2. 

The antioxidant activity of the aqueous solutions of ILs containing HMR, as well as of HMR 

extracts obtained from its recovery from the IL aqueous solutions or organic solvents, was 

determined using the 2,2-diphenyl-2-picrylhydrazyl hydrate (DPPH) radical scavenging assay, 

with ascorbic acid as the reference. The extracts obtained by acetone extraction and aqueous IL 

solutions show IC50 values on the same range, as show in Figure 3.2.5 (details in Appendix A.2, 

Table A.2.9), and are not influenced by the presence of the IL (and as confirmed by null IC50 

values of the aqueous solution of IL used as control). On the other hand, the precipitated extract 

from the IL aqueous solution presents the lowest antioxidant activity, further supporting the 

usefulness of directly using IL aqueous solutions containing HMR instead of recovering it, which 

also implies an additional step in the process. HMR is in indeed the major phenolic compound 

extracted from the selected biomass; yet, other phenolic compounds commonly found Norway 

spruce knots33 can also be extracted while contributing to the higher antioxidant activity 

observed. Due to their lower amounts, they may not precipitate by the addition of potassium 

acetate. Moreover, according to Willför et al.34 some synergistic effects may occur in less pure 
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extracts, thus leading to a higher antioxidant activity.34 All HMR-rich extracts display a lower 

antioxidant capacity than ascorbic acid (Figure 3.2.5); however, when compared to other 

phenolic extracts, such as polyphenolic extracts obtained from Terminalia chebula (IC50 of 14 

µg.mL-1),35 Cynara cardunculus L. var. altilis (IC50 of 34.3 ± 2.3 µg.mL-1),36 and Malpighia 

emarginata DC (405 to 1744 mg AAE 100 g-1 of fruit),37 we obtained a high antioxidant activity 

(21.8 ± 7.0 µg AAE mgҍ1 of extract).1, 2, 6 

 

Figure 3.2.5. IC50 values (mg·mL-1) after 0.5 (green bars), 1.5 (blue bars) and 2h (yellow bars) of exposure 

to DPPH. 

 

In order to address the potential applications of the IL aqueous solutions containing HMR, 

their cytotoxicity and cellular antioxidant/anti-inflammatory activity were determined. The 

detailed experimental procedure is described in the Materials and experimental procedure 

Chapter, section 2.1.2. A macrophage cell line was used since these cells are central players in 

inflammatory responses. When the cells are stimulated with a strong inflammation inducer, 

bacterial lipopolysaccharide (LPS), this leads to the production of reactive oxygen species (ROS) 

causing oxidative stress. This can be used as a tool to assess cellular antioxidant activity of the 

produced HMR-rich extracts. First, the cell viability was studied at different IL and extract 

concentrations (Figure 3.2.6A). For the HMR extract in aqueous IL solutions there is a decrease 

in the cell viability for concentrations above 100 µg·mL-1 of HMR. This toxicity results from the 

presence of the IL since the precipitated HMR-rich extract does not affect the cells viability at 

higher concentrations. Cell viability assays were also carried out for aqueous solutions of 

ώό/іύїb/іϐ.Ǌ ŀǘ ŘƛŦŦŜǊŜƴǘ concentrations (Figure 3.2.6B), showing that concentrations of IL 

above 1.5 mM start to affect the cells. Nevertheless, and according to the US Food and Drug 

Administration (FDA), the HMR consumption by humans cannot exceed 500 µg·mL-1, and at 

concentrations of 1000 µg·mL-1, HMR causes an increase in adenylate kinase (AK) activity which 

is responsible for the loss of cell membrane integrity.38 Therefore, a daily maximum 

consumption of 1 mg per kg of body weight is recommended.38 Then, it was studied the effect 

of the precipitated HMR-rich extract, ώό/іύїb/іϐ.Ǌ and HMR extract in aqueous ώό/іύїb/іϐ.Ǌ (all 
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at 100 µg·mL-1) on the cellular oxidative stress, with the respective results provided in Figure 

3.2.7A. In general, none of the samples shows oxidative damage in the cells at the tested 

concentrations, as shown by the lack of green colouration in the second and third lines of Figure 

3.2.7A. Finally, we addressed the capacity of the precipitated HMR and HMR in IL aqueous 

solutions to reduce LPS-induced oxidative stress (Figure 3.2.7B). Overall, HMR has indeed 

considerable cellular antioxidant activity, reducing the LPS-induced production of ROS, as shown 

ōȅ ǘƘŜ ŘŜŎǊŜŀǎŜ ƻŦ ƛƴǘŜƴǎƛǘȅ ƛƴ ǘƘŜ ŎŜƭƭǎΩ ƎǊŜŜƴ Ŏƻƭƻǳr, when compared with the cells stimulated 

only with LPS. The aqueous solution of ώό/іύїb/іϐ.Ǌ, on the other hand, does not display a 

significant antioxidant activity. These results are in agreement with the results obtained in the 

DPPH assays discussed above. Moreover, commercially available HMR has been tested in the 

ROS induced oxidative stress4 in THP-1 acute monocytic leukaemia cells, with similar results to 

ours, showing that with 100-300 µM (0.37 ς 1.12 mg·mL-1) of HMR there is a significant reduction 

of ROS levels. Thus, the HMR extracts in aqueous solutions of ώό/іύїb/іϐ.Ǌ have a similar 

behaviour to a commercially available extract with a reported purity of 91%,4 confirming their 

potential for direct applications in nutraceutical formulations. 

 

Figure 3.2.6. (A) Cell viability when exposed to increasing concentrations of pure IL (ƶ), HMR in the IL-

water solution (Þ) and precipitated HMR-rich extract (ǒ). (B) Cell viability when exposed to increasing 

concentrations of the IL (ƶ) used for the extractions of HMR. 

Finally, the equation suggested by Passos et al.8 was used to evaluate the scale-up viability 

of the proposed extraction process. The proposed equation8 is a simplified model that relates 

the return associated to the extraction of a particular value-added compound when ILs are used 

as extraction solvents. In our case, the cost of the IL is the main factor behind the final product 

cost, mainly because we do not propose the recycling of the IL and instead it is in the final HMR-

rich formulations. Therefore, for this process to be economically viable it is necessary to employ 

L[ǎ ǿƛǘƘ ŀ Ŏƻǎǘ ƭƻǿŜǊ ǘƘŀƴ мм ϵϊƪƎ-1, which is perfectly achievable if the process is scaled-up and 
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industrial reagents are acquired39 (cf. the Appendix A.2 with detailed information in the 

subsection άAnalysis of the scale-up potential of the proposed processέ). 

 

Figure 3.2.7. (A) Macrophage cellular oxidative stress in the presence of the different samples of HMR 

and pure IL. Scale bar: 20 µm. (B) Cellular oxidative stress in LPS-stimulated macrophages treated with 

precipitated HMR, HMR in IL solution and pure IL. Scale bar: 20µm. 

 

In summary, the cost-efficient extraction method presented here, summarized in Figure 

3.2.8, using aqueous solutions of AGB-ILs instead of volatile organic solvents, opens new 

perspectives for the recovery of HMR from biomass sources, while envisaging their widespread 

use (at a lower cost) in cosmetic and nutraceutical applications. It should be however highlighted 

that after the extraction of the target HMR with IL aqueous solutions, the remaining biomass 

can further be used in other applications within an integrated biorefinery approach. 

 

Figure 3.2.8. Schematic overview of the proposed process for the extraction of HMR from Norway 

Spruce knots using aqueous solutions of AGB-based ILs. 

Conclusions 

Aiming at developing a more sustainable approach for the HMR extraction from biomass, we 

here demonstrate the outstanding performance of ILs aqueous solutions as alternative solvents. 

A RSM was applied and the best results correspond to HMR extraction yields up to 9.45 wt%, 
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obtained at 25 °C using ŀƴ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴ ƻŦ мΦр a ƻŦ ώό/іύїb/іϐ.ǊΣ ŀ ǎƻƭƛŘ-liquid ratio of 0.01, 

and for 280 min. This yield is higher than that obtained with volatile organic solvents, using 

higher temperatures and with longer extraction times. Finally, the HMR extracts obtained, 

ŜǎǇŜŎƛŀƭƭȅ ǘƘŜ Iaw ŜȄǘǊŀŎǘ ƛƴ ώό/іύїb/іϐ.Ǌ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴΣ ǇǊŜǎŜƴǘ ŀ ƘƛƎƘ ŀƴǘƛƻȄƛŘŀƴǘ activity, 

and thus ROS damage inhibition in vitro, without being harmful to the cells, proving that 

aqueous solutions of ILs containing HMR have the potential to be safely used in cosmetic and 

nutraceutical applications. In summary, this study brings new perspectives on the use of 

aqueous solutions of appropriate ILs to replace the commonly used volatile organic solvents for 

the extraction of lignans and similar components from biomass, without requiring and additional 

step of the product recovery/isolation ς a major drawback when dealing with non-volatile ILs. 
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4.1. pH-responsive aqueous biphasic systems formed by ionic liquids and 

polymers 

 

Based on the manuscript under preparation: 3  
A. M. Ferreira, M. V. Quental, M. Sharma, D. Mondal, J. A. P. Coutinho and M. G. Freire. 

 

Switchable pH-driven ionic-liquid-based aqueous biphasic systems and pH relevance on the 

design of effective separation platforms. 

Abstract 

Novel pH-triggered aqueous biphasic systems (ABS) composed of water, polypropylene glycol 

and cholinium-based ionic liquids (ILs) constituted by anions derived from carboxylic acids are 

here disclosed. Reversible phase transitions are achieved by the IL anion speciation at different 

pH values, promoted by the addition of the IL anion respective acid or cholinium hydroxide 

aiming at not changing the original species in aqueous media. Changes between homogeneous 

and biphasic regimes occur in a wide range of pH values and compositions, which can be tailored 

to a target separation process. Finally, it is shown the pH relevance in the design of these systems 

as effective separation platforms, in which the separation of deoxyribonucleic acid (DNA) from 

human serum albumin (HSA) may be achieved in a single-step.  

                                                           
3Contributions: M.G.F., J.A.P.C. and D.M. conceived and directed this work. A.M.F., M.V.Q. and M.S. acquired the 

experimental data. A.M.F., D.M., M.G.F. and J.A.P.C. interpreted the obtained experimental data. The manuscript was 

mainly written by A.M.F. and M.G.F. with contributions from the remaining authors.  
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Introduction  

Large efforts have been carried out aiming at finding sustainable and efficient 

isolation/purification processes for biomolecules,1 in which aqueous biphasic systems (ABS) can 

be considered. ABS are composed of two immiscible aqueous-rich phases, formed by polymer-

polymer, polymer-salt or salt-salt mixtures in aqueous media.2 ABS were first reported in the 

рлΩǎ ŀǎ ƳƻǊŜ ōŜƴƛƎƴ ƭƛǉǳƛŘ-liquid separation techniques for proteins, enzymes, viruses, cells, cell 

organelles, and other biological materials, mainly due to their water-rich environment.3 

However, conventional ABS show a limited polarity range at the coexisting phases, hindering 

high extraction efficiencies to be attained in a single-step. This drawback may be overcome by 

employing ionic liquids (ILs) as phase-forming components of ABS4 since these can be tailored 

by taking advantage of the ILs designer solvents ability. IL-based ABS were first reported in 2003 

by Rogers and co-workers.5 Compared to polymer-based ABS, IL-containing systems present 

additional advantages, such as low viscosity, rapid phase separation and high extraction 

efficiencies and selectivity.6, 7 Although a large number of studies has been reported on IL-based 

ABS, most investigated systems are composed of imidazolium-based ILs and inorganic salts.7 

Trying to overcome some of the toxicity and biodegradability concerns associated to these ILs 

and salts, more recently, novel ABS formed by more biocompatible species have been reported,8 

e.g. formed by cholinium-based ILs and polymers. Cholinium-based ILs, designed from a water-

soluble essential nutrient which supports several biological functions,9 may be tailored to be 

non-toxic and biodegradable. Polymers such as polyethylene glycol (PEG) or polypropylene 

glycol (PPG) are able to form ABS with ILs and display high biodegradability, low toxicity, low 

cost, relatively low melting temperatures, and low volatility.10-12  

Although not explored up to date, cholinium-based ILs, if combined with anions that suffer 

speciation as a function of the pH, can be used to create reversible ABS. In fact, in the past few 

years, a large interest has been devoted to the investigation of reversible biphasic systems 

constituted by ILs, induced either by changes in pH, including the addition of CO2/N2, or 

temperature.13-19 Most of these works correspond however to binary systems formed by 

hydrophobic ILs and water14-16, 18, 19 or organic solvents.14, 17 Albeit additional advantages can be 

achieved with hydrophilic ILs and ternary systems such as ABS, namely a more effective tailoring 

of phase transitions by both applying external stimulus and playing with the ternary mixture 

compositions, the investigation of their reversible nature was lagged behind.13 Temperature-

dependent reversible IL-based ABS have been reported, particularly formed by protic ILs and 

polymers.13 In addition to these, reversible IL-based ABS can be formed by employing phase-

forming components susceptible to pH changes.  
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In this work we demonstrate the reversible nature of ABS formed by water, PPG 400 

(polypropylene glycol with a molecular weight of 400 gmol-1) and cholinium alkanoate ILs. All 

species where chosen so that the pH-driven phenomenon could be achieved by the IL anion 

speciation (by the addition of the respective acid or [Ch]OH to avoid changes in the species 

present in solution). Due to their biocompatible nature, the significant pH effect on these 

systems was further investigated to selectively separate deoxyribonucleic acid (DNA) from 

human serum albumin (HSA), relevant in the pre-treatment of human serum samples. Due to 

their relevance in molecular biology and gene therapy, in the last years, there has been an 

increased interest on the development of sustainable and cost-effective isolation methods for 

DNA.20 Apart from being a biological information carrier, DNA has also been recognized as a key 

component in pharmaceutical applications and as a building block of functional materials.21-23 

Traditionally, the purification of nucleic acids requires the use of hazardous organic solvents, 

such as phenol, chloroform, formamide, dimethyl sulfoxide (DMSO), etc., which may additionally 

affect their structural integrity.24 ILs have been already described as suitable solvents and 

storage media for DNA.25-28 Furthermore, Prasad and co-workers29, 30 demonstrated that 

cholinium-based ILs are able to preserve the structural integrity of DNA up to one year. These 

results suggest that cholinium-based ILs are appropriate solvents for DNA processing. However, 

no studies on the use of these ILs as phase-forming components of ABS to purify DNA have been 

found in the literature. There is however one report on the use of IL-based ABS to separate 

DNA,31 although the authors only carried out partition studies of pure DNA with these systems 

and used the water-unstable IL [C4C1im][BF4]32 and the inorganic salt potassium 

dihydrogenphosphate (KH2PO4) as phase-forming components of ABS. 

Results and discussion 

Aiming at studying the possibility of moving from monophasic to biphasic regimes in IL-based 

ABS by a proper tailoring of the pH, the liquid-liquid phase diagrams of systems composed of 

water, PPG 400, and several hydrophilic ILs, namely [Ch][CѕCOі], [Ch][CіCOі], [Ch][Lac], and 

[Ch][Gly] were determined at different pH values and at 25 °C. [Ch]Cl was also investigated as 

an ABS phase-forming component for comparison purposes. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ L[ǎ ǳǎŜŘ ƛǎ 

provided in the List of acronyms, and details about their synthesis procedure are given in the 

Materials and experimental procedure Chapter (section 2.2.1). Aiming at changing the pH, the 

IL anion corresponding acids were added as part of the aqueous solutions (cf. the Materials and 

experimental procedure Chapter, section 2.2.1). In summary, the reversible IL-based ABS here 

disclosed are reached by playing with the speciation of the IL anion. Figure 4.1.1 shows the 

principle of the reversible process under investigation, where the transitions between the 
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monophasic and the biphasic regimes are attained by the alternate addition of an acidic (IL anion 

corresponding acid; in the example given it corresponds to acetic acid) or an alkaline ([Ch][OH]) 

species to the overall aqueous system. These compounds (IL anion corresponding acids and 

[Ch][OH]) were chosen to be able to change the pH of the aqueous medium while keeping the 

original species in the original systems. 

 

Figure 4.1.1.Phase diagrams of ABS composed of PPG 400 + water + ώ/Ƙϐώ/ѕ/hіϐ ŀǘ ǇI Ғ ф ( ύ̧Σ ǇI Ғ у 

( ύ̧Σ ǇI Ғ т όύ̧Σ ǇI Ғ с όύ̧ ŀƴŘ ǇI Ғ р ό)̧. 

The ternary phase ŘƛŀƎǊŀƳǎ ŀǘ нр ϲ/ ŦƻǊ ǘƘŜ !.{ ŎƻƳǇƻǎŜŘ ƻŦ ώ/Ƙϐώ/ѕ/hіϐ ŀƴŘ ttD плл ŀǘ 

different pH values are illustrated in Figure 4.1.1. The detailed experimental procedure is given 

in the Materials and experimental procedure Chapter (section 2.2.1), and the remaining results, 

i.e., the experimental weight fraction data, the representation of the phase diagrams for the 

remaining ILs, and a summary on the ability or non-ability of a given IL to form ABS at a specific 

pH value are given in the Appendix B.1 (Tables B.1.1 to B.1.7, and Figure B.1.1). For mixture 

compositions above each solubility curve there is the formation of a two-phase system, while 

mixture compositions below the same curve result in the formation of a homogeneous solution 

(no phase separation). In the studied ABS, the top phase corresponds to the PPG-rich aqueous 

phase while the bottom phase is mainly composed of IL and water. 

From the overall results obtained it is clear that the pH decrease is not favourable for ABS 

formation. Higher pH values promote the two-phase formation since there is the IL anion 

deprotonation, resulting in stronger salting-out species according to the Hofmeister series,33 and 

thus requiring lower amounts of IL or polymer to undergo liquid-liquid demixing. These findings 

are in agreement with previously published works on the evaluation of the pH effect in IL-based 
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ABS (although their switchable behaviour was not addressed).34-36 In general, and for all ILs, 

there is a decrease on the ability for ABS formation with the pH decrease (see Appendix B.1, 

Figure B.1.1). As expected, only the ABS composed of [Ch]Cl is weakly affected by a pH-driven 

phenomenon. The marginal decrease in the ability for ABS formation with [Ch]Cl as the pH 

moves towards the acidic region results from the HCl addition, which inherently means a less 

concentrated [Ch]Cl-based system. Furthermore, ILs constituted by the anions ώ/ѕ/hіϐ- (pKa1 = 

4.54) and ώ/і/hіϐ- (pKa1 = 4.75) are those that are only able to form ABS up to a pH value of 5, 

due to their higher pKa values. On the other hand, ILs with [Gly]- (pKa1 = 14.78 and pKa2 = 3.53) 

and [Lac]- (pKa1 = 14.59 and pKa2 = 3.78) can go further and down to a pH value of 4 since their 

second pKa values are smaller and, therefore, there is a larger amount of ionic species at lower 

pH values. In fact, and for all ILs studied, the ability for ABS formation as a function of pH is 

related to the pKa of the acid corresponding to IL anion, i.e., when completely protonated acids 

are present, there is no more formation of liquid-liquid systems (or their salting-out effect over 

the polymer). 

After the determination of the ternary phase diagrams and evaluation of the pH effect, the 

reversible IL-based ABS behaviour was ascertained by the alternate addition of aqueous 

solutions of the acid which corresponds to the precursor of the IL anion studied and [Ch][OH]. 

Experimental details are given in the Materials and experimental procedure Chapter (section 

2.2.1). The pH-driven switchable behaviour of the studied systems is illustrated in Figure 4.1.2, 

ǳǎƛƴƎ ŀǎ ŜȄŀƳǇƭŜ ǘƘŜ ώ/Ƙϐώ/ѕ/hіϐ-based ABS. A mixture point in the biphasic region at pHҒ9 was 

ǇǊŜǇŀǊŜŘ όмо ǿǘ҈ ώ/Ƙϐώ/ѕ/hіϐ Ҍ оп ǿǘ҈ ttD пллύΣ ǊŜǎǳƭǘƛƴƎ ƛƴ ŀ ǘƻǇ tPG-rich phase and in a 

bottom IL-rich phase. An acetic acid aqueous solution (50 wt%) was further added down to pHҒ4, 

resulting in a homogenous solution. Then, an aqueous solution of cholinium hydroxide (46 wt%) 

was added, ensuing the creation of a biphasic system again ς cf. Figure 4.1.2. As previously 

highlighted, these compounds were chosen to be able to change the pH of the aqueous medium 

while maintaining the initial ABS species. Two dyes (sudan III and pigment blue 27) were added 

to the system shown in Figure 4.1.2 to better allow the identification of the two phases. When 

the ABS is formed, sudan III preferentially migrates for the PPG-rich phase while pigment blue 

27 partitions preferentially for the IL-rich phase, which is a direct result of their affinity for each 

phase as confirmed by their octanol-water partition coefficients (Kow) (log(Kow) of sudan III = 7.47; 

log(Kow) of pigment blue 27: -0.2637). The cyclic reversibility of these systems was proved, at least 

for three times, with small changes in the overall mixture compositions (± 1-3.5 wt%). In 

summary, it is possible to design reversible IL-based ABS playing around with the IL anion 

speciation, achieved at temperatures close to room temperature and using low-cost acids and 

bases. The large impact of the pH on these systems behaviour can be further tailored to design 
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effective separation platforms, as demonstrated below with an example on the separation of 

DNA from HSA. 

 

Figure 4.1.2. Illustration of the pH-driven behaviour of ώ/Ƙϐώ/ѕ/hіϐ-based ABS; two dyes were added to 

better illustrate the phase separation. 

After ascertaining the pH-triggered reversibility of IL-PPG-based ABS by the proper speciation 

of the IL anion, these systems were evaluated in what concerns their ability for the selective 

separation of mixtures of DNA and HSA. Both species are present in human serum and their 

separation is useful to improve the analysis of DNA.1, 38 The extraction efficiency of the different 

IL-based ABS at different pH values (pH 1-9) for pure DNA and pure HSA was initially appraised. 

The pH was adjusted using the corresponding acid of each IL anion. Further experimental details 

are given in the Materials and experimental procedure Chapter (section 2.2.1). Figure 4.1.3 

depicts the percentage extraction efficiencies (EE%) and recovery yields (Y%) of the studied ABS 

for both DNA and HSA. The extraction efficiencies are defined as the percentage ratio between 

the total weight of DNA or HSA in the IL-rich phase to that in both phases, whereas the 

percentage yield is defined as the total percentage ratio between the total weight of DNA or 

HSA quantified in both liquid phases to that initially added. Detailed results are given in the 

Appendix B.1 (Tables B.1.8 and B.1.9).  

Remarkable extraction efficiencies of DNA to the IL-rich phase were obtained with all 

investigated systems, ranging between 90 and 100%, achieved in a single-step. Furthermore, no 

significant losses of DNA are observed, as appraised by the respective yields (100%). These 

results confirm a preferential migration of DNA to the IL-rich phase even when the IL acts as the 

salting-out species in the studied systems. This preferential affinity may be a direct result of 

preferential hydrogen-bonding and electrostatic interactions between ILs and DNA, as already 
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demonstrated by MacFarlane and co-workers.27 The unique exception to this trend was 

observed for the ABS formed at pH 1 with [Ch]Cl, in which DNA is denatured.  

 

Figure 4.1.3. (A) Scheme of the separation of the DNA from HSA. (B) DNA extraction efficiency to the IL-

rich phase (EE%, bars) and HSA yield (Y%, symbols) in ABS formed by: (orange barsύ ώ/Ƙϐώ/ѕ/hіϐΣ όgreen 

barsύ ώ/Ƙϐώ/і/hіϐΣ όblue bars) [Ch][Gly] and (yellow bars) [Ch]Cl.  

Anderson and co-workers39 applied water-miscible ILs to DNA aqueous solutions, and then 

added LiNTf2 to promote the in situ formation of a water immiscible IL, allowing the phase 

separation and the enrichment of DNA at the IL-rich phase (with an extraction efficiency of ca. 

49%; calculated by us according to the definition given above). Solutions of DNA at low 

concentrations (< 0.01 mg·mL-1) were preferentially used by the authors to be able to achieve 

the highest extraction efficiencies. The authors demonstrated that when using DNA solutions at 

higher concentrations (> 0.1 mg·mL-1) the IL-rich phase reaches the saturation and, 

consequently, the extraction efficiency for DNA decreases down to 35% (calculated by us 

according to the definition given above).39 In our work, we avoid the use of fluorinated species 

and the creation of water-immiscible ILs, we promote the phase separation by the addition of a 

biocompatible polymer, and higher DNA concentrations (Ғ 0.5 mg·mL-1) are used without 

saturation of the IL-rich phase. Furthermore, extraction efficiencies of 100%, i.e. the complete 

extraction of DNA, to the IL-rich phase, is achieved in a single-step. 

Given the high performance of the systems to enrich DNA at the IL-rich phase, these systems 

were then optimized aiming at selectively separating DNA from HSA. They were then evaluated 
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in terms of extraction performance for HSA. The results obtained in terms of extraction 

efficiency and yield for HSA are given in Figure 4.1.3 With the exception of the system formed 

by [Ch]Cl, HSA preferentially partitions to the IL-rich phase at higher pH values, and gradually 

shifts to the polymer-rich phase with the pH decrease. The studied protein has a pI of 4.9,40 

meaning that when positively charged (acidic media) it prefers the polymer-rich phase whereas 

when negatively charged it prefers the IL-rich medium. Therefore, it seems that there are 

preferential interactions between the IL cation and the negatively charged protein at higher pH 

values responsible for its partition switch between the ABS coexisting phases. Interestingly, 

significant precipitation of HSA in the [Ch][Gly]- and [Ch]Cl-based ABS was also observed, 

particularly at acidic media, as identified by the low recovery yields shown in Figure 4.1.3. Both 

ILs are amongst the most hydrophilic ILs investigated, meaning that the respective PPG-rich 

phase has a lower water amount, being not suitable for the enrichment of the protein at this 

phase. In particular the system formed by [Ch]Cl, despite allowing a complete extraction of HSA 

to the IL-rich phase, leads to significant precipitation of the protein, creating a new protein-rich 

interphase and fitting within the IL three-phase partitioning approach. 41, 42 

Based on all gathered results, the selective separation of DNA and HSA depends on two 

criteria: IL hydrophilicity and medium pH. If these conditions are properly tailored, DNA can be 

enriched at the IL-rich phase and the protein can be separated by inducing its precipitation. The 

best identified ABS is the one composed of [Ch][Gly]. It was additionally confirmed that DNA 

remains stable in presence of aqueous [Ch][Gly] solutions at pH values between 4 and 7 

(Appendix B.1, Figure B.1.3A).  

ABS formed by [Ch][Gly] at different pH values (7-4) were finally investigated to separate 

DNA from HSA mixtures (employing also different weight ratio of DNA to HSA, namely 1:1 to 1:5) 

ς additional details are given in the Materials and experimental procedure Chapter, section 

2.2.1. With the exception of the ABS at pH 7, all remaining systems allow to effectively separate 

DNA from HSA (detailed results given in Appendix B.1; Figure B.1.2 and Tables B.1.10 and 

B.1.11). After the extraction step, DNA was isolated from the IL-bottom phase using ice cold 

ethanol, re-dissolved in a phosphate buffer aqueous solution (0.01M, pH 7.2). The UV-Vis 

spectrum of DNA is characterized by a single characteristic absorbance band at 260 nm, while 

the purity of DNA may be appraised by the absorbance ratio at 260 nm and 280 nm. For pure 

DNA in water this value corresponds to 1.8.43 It should be remarked that this assessment on 

purity is also based on the additional absorbance of the protein at 280 nm. As shown in Figure 

4.1.4A, an increase in the DNA:HSA ratio in water leads to a decrease on the DNA purity. This is 

an expected trend given that cold ethanol also induces the precipitation of proteins. According 

to the data given in Figure 4.1.4A, the best system to purify DNA is the one formed by [Ch][Gly], 
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at pH 5. Furthermore, for the DNA:HSA weight ratio of 1:1, 1:2 and 1:3, it is possible to obtain 

DNA with a purity > 98%. To the best of our knowledge, there is only one work reporting on the 

use of IL-based ABS to purify DNA;31 however, DNA was recovered with lower purity (absorbance 

ratio at 260 nm and 280 nm = 1.731). In addition to the higher DNA purity achieved by us, the 

[Ch][Gly]-PPG-based ABS investigated avoids the use of less benign imidazolium-based ILs paired 

with fluorinated anions and the use of high concentrations of inorganic salts. 

 

Figure 4.1.4. (A) A260 to A280 ratio for DNA samples after recovery from the IL-rich phase. (B) Circular 

dichroism (CD) spectra of samples of DNA:HSA at different weight ratio after recovery from the IL-rich 

phase at pH 5. (C) CD spectra of the DNA:HSA sample at a 1:1 weight ratio after recovery from the IL-rich 

phase at different pH values.  

The structural and conformational stability of the recovered DNA was appraised by Circular 

dichroism (CD) - Figures 4.1.4B and 4.1.4C. Further data are given in the Materials and 

experimental procedure Chapter (section 2.2.1). Also in terms of DNA stability, the best 

identified ABS is the one formed by [Ch][Gly] at pH 5, particularly at a DNA:HSA weight ratio of 

1:1. The CD spectrum of stable ‍-form of DNA is characterized by a positive band at 277 nm, 

corresponŘƛƴƎ ǘƻ ˉ-ˉ ōŀǎŜ interactions, and a less intense negative band at 246 nm, 

corresponding to the DNA helicity (see Appendix B.1, Figure B.1.3A, with the CD spectrum of 

DNA in PBS aqueous solutions). At these conditions, DNA with the highest purity (Figure 4.1.4C 

showing that HSA is not present) and stability (Figure 4.1.3B showing that the DNA ‍-form was 

not changed) was obtained. The long term stability of DNA (up to six months) at room 

temperature (ca. 25 °C) in the IL-rich phase was finally appraised (detailed data shown in 
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Appendix B.1, Figure B.1.3B). According to the respective CD spectra, there is no DNA 

conformational changes, confirming the structural and chemical stability of DNA for at least six 

months in the ABS IL-rich phase. It should be noted however that DNA stored in PBS aqueous 

solutions (0.01M, pH 7.2) was found to be degraded at the end of the six months of storage. 

These results support the potential of appropriate ILs aqueous solutions to act as preservation 

media of DNA, in agreement with previous results published by Sharma et al.30. In summary, 

designed IL-based ABS can be used to separate DNA from complex matrices, and the respective 

IL-rich phase further used to preserve the nucleic acid up to use. 

Conclusions 

Novel pH-driven reversible ABS composed of water, polymers and ILs able to undergo 

speciation through their anion are here disclosed. The determined phase diagrams confirm that 

changes between homogeneous and biphasic regimes may occur in a wide range of pH values 

and compositions, which can be further tailored to a target separation process. The cyclic 

reversibility was demonstrated for at least three times, with no significant changes on the overall 

mixture composition. Taking advantage of the biocompatible nature of the phase-forming 

components and large pH impact on these systems behavior, they were finally investigated as 

separation platforms for relevant biomolecules, namely for the separation of DNA from HSA. 

Using the most promising ABS, DNA preferentially migrates to the IL-rich phase, maintains its 

structural integrity under storage at room temperature in the IL-rich phase for at least six 

months, and can be recovered with a purity > 98%. In summary, designed IL-based ABS at 

appropriate pH values can be used as simultaneous separation and preservation systems of 

relevant biopolymers. 
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4.2. Temperature-responsive aqueous biphasic systems composed of 

ammonium-based zwitterions and salts 

 

Based on the published communication:4  

A. M. Ferreira, H. Passos, A. Okafuji, M. G. Freire, J. A. P. Coutinho and H. Ohno, άDesigning the 

thermal behaviour of aqueous biphasic systems composed of ammonium-based zwitterionsέ, 

Green Chem., 2017, 19, 4012-4016. 

 

 

Design of the thermal behaviour - from an upper critical solution temperature (UCST) to a 

lower critical solution temperature (LCST) - of aqueous biphasic systems composed of water-

soluble ammonium-based zwitterions. 

 

Abstract 

The ability of water-soluble ammonium-based zwitterions (ZIs) to form aqueous biphasic 

systems (ABS) in presence of salts aqueous solutions is here disclosed. These systems are 

thermoreversible at temperatures close to room temperature and further allow the design of 

their thermal behaviour, from an upper critical solution temperature (UCST) to a lower critical 

solution temperature (LCST), by increasing the ZIs alkyl chains length. The investigated 

thermoreversible ABS are more versatile than typical liquid-liquid systems, and can be applied 

in a wide range of temperatures and compositions envisaging a target separation process. An 

example is given regarding their ability to selectively separate mixtures of aromatic and aliphatic 

amino acids in a single-step.   

                                                           
4Contributions: M.G.F., J.A.P.C. and H.O. conceived and directed this work. A.M.F., H.P. and A.O. acquired the 

experimental data. A.M.F., H.P., M.G.F. and J.A.P.C. interpreted the experimental data. The manuscript was mainly 

written by A.M.F., H.P., J.A.P.C and M.G.F. with contributions from the remaining authors.  
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Introduction  

The use of ionic liquids (ILs) in liquid-liquid extractions has been a hot topic of research in the 

past decades.1-6 Their unique properties, namely negligible vapour pressures, high thermal and 

chemical stabilities, and high solvation ability for a large range of compounds, make of ILs 

remarkable alternatives over volatile organic solvents. Furthermore, the possibility of changing 

the ILs properties by the structural design of both the cation and anion is considered one of their 

most interesting characteristics, allowing to tailor these fluids for specific applications. 

Recently, it was proposed that the ILs properties could be further fine-tuned by using ILs 

mixtures.7 However, whenever IL-containing systems lead to the formation of more than one 

phase, ILs mixtures may lead to a different partitioning of their ions between the coexisting 

phases, leading therefore to changes in the composition of the phases.8 To overcome some of 

these unwanted trends, some authors8-13 proposed the use of zwitterions (ZIs), compounds 

where the cation and the anion are covalently tethered, instead of ILs. These ion pairs remain 

covalently linked even after adding strong acids, such as lithium salts14 and Brønsted acids.15  

Since 2012, when Ohno and co-workers9, 10 proposed the use of ZIs as additives in IL-water 

systems to improve the water content in hydrophobic IL-rich phases, and consequently to 

increase the IL-phase ability to dissolve and extract proteins, several authors8, 11-13 addressed the 

study of ZIs applications in liquid-liquid extractions. In these works,8-13 ZIs with a high 

hydrophobic character were investigated, whereas more hydrophilic ZIs have been described as 

unable to induce phase separation with water, even by temperature changes. These 

compounds, that did not seem very attractive for use in liquid-liquid extractions from aqueous 

media, are here evaluated regarding their ability to form aqueous biphasic systems (ABS) with 

ŎƻƴǾŜƴǘƛƻƴŀƭ ǎŀƭǘǎΦ !.{ ǿŜǊŜ ŦƛǊǎǘ ǊŜǇƻǊǘŜŘ ƛƴ ǘƘŜ рлΩǎ ŀǎ ƳƻǊŜ ōŜƴƛƎƴ ƭƛǉǳƛŘ-liquid separation 

processes for biomolecules due to their water-rich environment.16 These systems consist in two 

immiscible aqueous-rich phases, that are created by the mixture of two polymers, a polymer 

and a salt or two salts in aqueous media.17, 18 

In the past few years, the research on dynamic and reversible biphasic systems involving ILs 

or ZIs has attracted much attention towards the development of novel and more efficient 

separation processes, either by changes in pH,19 temperature8, 13, 20-22 or CO2/N2 addition.23 

Systems displaying an UCST- or LCST-type phase behaviour can be used to move between 

monophasic and biphasic regimes by inducing temperature-dependent phase transitions, shown 

to be highly advantageous for the separation of proteins,20 metals21 and catalysts.22 However, 

most of the phase transitions in these systems occur at temperatures far from room 

temperature, or are confined to narrow mixture compositions. Therefore, the design of novel 



Reversible IL-based ABS - CHAPTER 4  

 

93 
 

systems with UCST- or LCST-type phase behaviour occurring at temperatures close to room 

temperature has been object of a great deal of work; yet, only a limited number of systems has 

been identified.13, 20, 24 

Herein we study the ability of water-soluble ammonium-based ZIs to form ABS by mixing 

them with salts (K2HPO4, K3C6H5O7·H2O, K3PO4, K2CO3, KH2PO4, Na3C6H5O7 and NaH2PO4·2H2O) 

aqueous solutions. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ salts is provided in the in the List of acronyms. Since 

the cation and anion of ZIs are covalently tethered, there is no ion exchange between the 

coexisting phases. The effect of temperature on the respective phase diagrams was also 

evaluated to appraise their thermal behaviour. Five ammonium-based ZIs with different alkyl 

side chains length (Figure 4.2.1ύ ǿŜǊŜ ǎȅƴǘƘŜǎƛȊŜŘ ŀƴŘ ǳǎŜŘ ƛƴ ǘƘŜ ŎǊŜŀǘƛƻƴ ƻŦ !.{Φ ¢ƘŜ ŘŜŬƴƛǘƛƻƴ 

of the ZIs acronyms is provided in the in the List of acronyms. The detailed synthetic procedure 

for their preparation is given in the Materials and experimental procedure Chapter (section 

2.2.2). The chemical structure and purity of the ZIs were confirmed by 1H NMR and elemental 

analysis, and their thermal properties were evaluated by DSC and TGA (cf. the Appendix B.2, 

with detailed information in the subsection άNMR spectrum data of the synthesized ZIsέ). 

 

Figure 4.2.1. Chemical structures and acronyms of the ZIs used. 

Results and discussion 

The phase diagrams of ternary mixtures constituted by each ZI (Figure 4.2.1), each salt 

(K3PO4, K3C6H5O7, K2CO3, K2HPO4 and KH2PO4), and water, were initially determined at 25 °C to 

address the ability of water-soluble ammonium-based ZIs to create ABS. Figure 4.2.2A displays 

an example of the ternary liquid-liquid phase diagrams obtained. Further details on the 

experimental procedure are given in the Materials and experimental procedure Chapter 

(section 2.2.2), whereas detailed experimental weight fraction data and the representation of 

the remaining phase diagrams are given in the Appendix B.2 (Table B.2.2 to B.2.8, Figures B.2.1 

and B.2.2). All solubility curves are represented in molality units in order to better interpret the 

salting-in/-out effects obtained, while avoiding the effect of the different species molecular 

weights. 
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Figure 4.2.2A depicts the solubility curves for systems composed of N555C3S, potassium-

based salts and water, allowing the evaluation of the salt anion effect on the formation of  

ZI-based ABS. The solubility curves represent the limit between the monophasic and biphasic 

regimes, in which mixture compositions above the solubility curve result in biphasic liquid-liquid 

systems, and those below fall in the monophasic region. The larger the monophasic region of 

each phase diagram the higher is the amount of ZI and/or salt required to induce the ABS or 

two-phase formation. From the gathered results, and at the molality of ZI at which it equals the 

molality of salt in each binodal curve (i.e., [ZI] = [salt]), the ability of the potassium-based salt 

anions to induce the formation of ABS follows the order: PO4
3- > C6H5O7

3- > CO3
2- > HPO42- >> 

H2PO4
-. This salt anions trend is in good agreement with the Hofmeister series,25 and with 

previously reported ranks for IL-based ABS.26 This trend indicates that potassium-based salts act 

as salting-out species. In the studied systems composed of salts with high charge density ions 

and ZIs, the former are more able to create hydration complexes and to induce the salting-out 

of the more hydrophobic ZIs.  

 

Figure 4.2.2. (A) Salt anion effect in the phase diagrams of ternary systems composed of water, N555C3S 

and potassium-based salts at 25 °C: K3PO4 (Ä), K3C6H5O7 (É), K2CO3
 (¹), K2HPO4

 (+ ) and KH2PO4 (r). (B) 

ZIs alkyl chains length effect in the phase diagrams of ternary systems composed of water, K3PO4 and ZIs 

at 25 °C: N555C3S (Ä), N333C3S (+ ), N222C3S (p), N111C4S (¹) and N111C3S (É). 

The phase diagrams obtained with the salts Na3C6H5O7 and K3C6H5O7, and KH2PO4 and 

NaH2PO4, with a given ZI, allow us to address the salt cations ability to promote the formation 

of ZI-based ABS (Appendix B.2, Figure B.2.2). The results obtained demonstrate that the salt 

cation has no significant effect on the binodal curves of N555C3S-based ABS. However, when a 

more hydrophilic ZI is used, such as N333C3S, the salting-out ability of the citrate-based salts 

cations follows the order: Na+ > K+, in good agreement with trends observed for IL-based ABS.26 
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This trend was also verified with phosphate-based salts, in which only NaH2PO4 was able to 

induce phase separation with N333C3S ς cf. the Appendix B.2, Figure B.2.2. 

Figure 4.2.2B depicts the influence of the ZIs alkyl chain length on the formation of ABS with 

a given salt (K3PO4). The solubility curves show a strong dependency on the ZI alkyl side chains 

length ς effect even more pronounced than that verified with the salt ions. At the solubility 

curve, namely when [ZI] = [salt] (mol·kg-1), the tendency of ZIs to form ABS by the addition of 

K3PO4 follows the order: N555C3S > N333C3S > N222C3S > N111C4S > N111C3S. The longer the 

cation/anion alkyl chains of the ZI, representing an increase in the ZI hydrophobicity and 

capability for being salted-out, the better it is their ability to undergo liquid-liquid demixing in 

presence of salts aqueous solutions. This trend also supports the loss in the ability to form ABS 

with salts of weaker salting-out strength displayed by ZIs with smaller alkyl side chains ς cf. the 

Appendix B.2, Figure B.2.2. 

After appraising the possibility of forming ZI-salt-based ABS, the temperature effect on this 

type of systems was studied. Additional phase diagrams were determined at 35 and 45 °C, and 

compared with the solubility curves obtained at 25 °C discussed above. The detailed 

experimental procedure is given in the Materials and experimental procedure Chapter (section 

2.2.2), and the remaining results, i.e., the weight fraction data, and the representation of the 

phase diagrams for the others ZIs, are given in the Appendix B.2 (Table B.2.9 to B.2.11 and 

Figure B.2.3). 

Figure 4.2.3 depicts the temperature dependency of the N555C3S-, N333C3S- and N111C3S-

K3PO4-based ABS phase diagrams. Remarkably, within the studied series of ZIs, a change in the 

temperature dependency was observed. For N555C3S-based ABS, an increase in temperature 

enlarges the two-phase region (Figure 4.2.3A), whereas the opposite effect is observed with 

N111C3S (Figure 4.2.3C). In this line, a negligible effect of temperature occurs in the N333C3S-

based ABS (Figure 4.2.3B). It was previously shown that N555C3S presents a LCST-type phase 

transition behaviour with water8 and, consequently, the pƘŀǎŜΩǎ ǎŜǇŀǊŀǘƛƻƴ ƛǎ ŦŀǾƻǳǊŜŘ ŀǘ ƘƛƎƘŜǊ 

temperatures ς a phenomenon that seems to prevail in the respective ABS. This behaviour is 

similar to that reported for polymer-salt ABS,27, 28 in which the temperature dependency is 

dominated by hydrogen-bonding interactions between the polymer and water. On the opposite, 

when more hydrophilic ZIs are used, such as N222C3S, N111C3S and N111C4S, an increase in 

temperature decreases the two-phase region of the respective ABS (Figure 4.2.3C and additional 

data in the Appendix B.2, Figure B.2.3), demonstrating the presence of an UCST-type phase 

behaviour in systems dominated by non-directional interactions. For ZIs of intermediate alkyl 

chains length, such as N333C3S, the temperature seems to have a negligible impact upon the 

binodal curves, with their overlapping at different temperatures ς Figure 4.2.3B. In summary, as 
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the ZIs hydrophobicity decreases, by the decrease of their alkyl side chains length, a shift in the 

dominant interactions between the ZIs and water occurs, from directional hydrogen bonding to 

non-directional interactions, allowing therefore the design of the thermal behaviour of ZI-based 

ABS. 

 

Figure 4.2.3. Temperature (T) effect in the phase diagrams of ternary systems composed of ZI + 

K3PO4 + water at 25 °C (p), 35 °C (Î), and 45 °C (¹): (A) N555C3S, (B) N333C3S, and (C) N111C3S. 

Upon the establishment of the temperature dependency of the studied ABS, their 

temperature-reversible behaviour was further appraised. A mixture point between the solubility 

curves at 25 and 45 °C was prepared for systems composed of N555C3S (30 wt% ZI + 4 wt% K3PO4) 

or N111C3S (19.5 wt% ZI + 19.5 wt% K3PO4). For the N555C3S + K3PO4 + water ABS, a mixture point 

between these two solubility curves results in a homogeneous solution at 25 °C ς cf. Figure 4.2.3. 

However, when the temperature increases up to 45 °C, the phase separation occurs, resulting 

in a top ZI-rich phase and in a bottom salt-rich phase. If the temperature is decreased again to 

25 °C, the initial monophasic system is recovered. Since N111C3S-based ABS presents the 

opposite temperature dependency behaviour, the formation of two phases occurs at lower 

temperatures (25 °C) that disappear on heating up to 45 °C. The thermoreversible behaviour of 

the studied systems is illustrated in Figure 4.2.4, for both N555C3S- and N111C3S-based ABS. A 

luminescent molecule ς fluorescein ς was added to each system to highlight the phase 

separation phenomenon by a change in temperature. Fluorescein partitions almost completely 

to the ZI-rich phases when the phases separation occurs. 

The potential application of the studied thermoreversible systems was finally investigated to 

separate mixtures of amino acids that could exist in protein hydrolysates or in fermentation 

broths. As an example of this type of mixtures, aromatic and aliphatic amino acids, namely  

╙-tryptophan (Try) and glycine (Gly), were studied. The previously described ABS mixture 

compositions were used. Details on the quantification of both amino acids are given in the 

Materials and experimental procedure Chapter (section 2.2.2). The obtained results are 

depicted in Figure 4.2.5. Data are shown in percentage extraction efficiencies (EEAA%) of each 
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amino acid for each phase. EEAA% correspond to the percentage ratio between the amount of 

each amino acid in a given phase and that in the total mixture. 

 

Figure 4.2.4. Illustration of the thermoreversible behaviour of ZI-based ABS. 

 

 

Figure 4.2.5. Partition of ╙-tryptophan (Try) and glycine (Gly) in N111C3S- and N555C3S-based ABS 

formed at 25 °C and 45 °C, respectively: EETry% (green bars), EEGly% (blue bars). 

In general, there is a high impact of the ZI alkyl chain length on the separation performance 

of the studied ABS (Figure 4.2.5). In N111C3S-based ABS both amino acids preferentially partition 

to the ZI-rich phase, with extraction efficiencies ranging between 72 and 86%. However, in the 

N555C3S-based ABS, glycine partitions to the opposite phase (EEAA% = 67%), the salt-rich phase 

instead of the ZI-rich phase, while the phase for which ╙-tryptophan partitions and its extraction 

extent (EE% = 84%) is almost not affected. The trends obtained are in good agreement with the 

hydrophilic/hydrophobic character of each amino acid ( log(Kow)Try = -1.09 and log(Kow)Gly = -3.41, 

with Kow defined as the octanol-water partition coefficient).29 With the ZI alkyl chain length 

increase there is an increase in the hydrophobicity of the corresponding phase; therefore, an 

inversion on the partition trend of the most hydrophilic amino acid occurs, preferentially 

migrating to the more hydrophilic salt-rich phase. The selectivity of the N111C3S- and N555C3S-
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based ABS for the separation of ╙-tryptophan from glycine are 2.4 and 6.8, respectively, meaning 

that an increase in the ZI alkyl chain length improves (3-fold increase) the selectivity of ABS 

(Appendix B.2, Figure B.2.4). In summary, the separation of aromatic (╙-tryptophan) and 

aliphatic (glycine) amino acids can be achieved in a single-step using adequate ZI-based ABS, 

further supporting the tailoring ability of the investigated liquid-liquid systems. 

Conclusions 

It was here demonstrated that water-soluble ZIs can form ABS with aqueous solutions of 

salts, and that their thermoreversible behaviour can be designed by playing around with the ZI 

alkyl chains length, while allowing their tuning according to specific requirements of a given 

separation process, as demonstrated with their use in the separation of mixtures of amino acids. 

These reversible ZI-based ABS occur at temperatures close to room temperature, avoiding 

additional energetic consumptions or thermal degradation of some target products. 

Furthermore, the temperature range of operation can be selected based on the ternary mixture 

compositions to fit the requirements of a specific process and is not restricted to fixed 

temperatures imposed by the thermodynamic nature of binary liquid-liquid systems. 
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5.1. Integrated production-separation platforms applying reversible pH-driven 

aqueous biphasic systems 

 

Based on the published communication:5  

A. M. Ferreira, A. F. Cláudio, M. Válega, F. M. J. Domingues, A. J. D. Silvestre, R. D. Rogers, J. A. 

P. Coutinho and M. G. Freire, άSwitchable (pH-Driven) Aqueous Biphasic Systems formed by 

Ionic Liquids as Integrated Production-Separation Platformsέ,  

Green Chem., 2017, 19, 2768 - 2773. 

 

 

pH-driven reversible aqueous biphasic systems are remarkable production-separation 

platforms and can be easily prepared by playing around with the speciation of at least one of 

the phase-forming components. 

Abstract 

The ability to induce reversible transitions between homogeneous solutions and biphasic 

systems is of paramount relevance in separation processes. In this context, pH-triggered 

aqueous biphasic systems (ABS) composed of ionic liquids (ILs) and salts are here disclosed as 

switchable mono/biphasic systems, and their potential application further demonstrated 

through an integrated approach comprising both the production and separation of 

hydroxymethylfurfural (HMF) from fructose.   

                                                           
5Contributions: M.G.F., J.A.P.C. and A.J.D.S. conceived and directed this work. A.M.F. acquired the experimental data. 

M.V. and F.M.J.D. helped in the HMF and fructose quantification by HPLC. A.M.F., A.F.C., R.D.R., M.G.F. and J.A.P.C. 

interpreted the experimental data. The manuscript was mainly written by A.M.F. and M.G.F. with contributions from 

the remaining authors.  
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Introduction  

Liquid-liquid extraction processes are of technological simplicity and of low cost, and are 

frequently a preferred strategy in separation processes engineering.1 Nevertheless, the use of 

molecular and volatile organic solvents in separation routes presents major drawbacks due to 

their high volatility and recurrent toxicity.2 In this context, and in addition to their tailoring 

ability, ionic liquids (ILs) represent a viable alternative as a result of their non-volatile nature at 

ambient conditions.3, 4 The research in liquidςliquid extractions from aqueous media using ILs 

has been focused on two main approaches: (i) the direct use of non-water miscible hydrophobic 

ILs; and (ii) the use of aqueous biphasic systems (ABS) composed of ILs and organic/inorganic 

salts. Within the two types of systems, !.{ ŎƻƴǎǘƛǘǳǘŜ ŀ άƎǊŜŜƴŜǊέ ŀƴŘ ƳƻǊŜ ōŜƴƛƎƴ ƻǇǘƛƻƴ ǎƛƴŎŜ 

they are mainly composed of water (up to 70 wt% in the overall system).5-8 Moreover, a more 

efficient « tuning of the phases polarities can be achieved with IL-based ABS, resulting in systems 

that usually allow the complete extraction and purification of a wide variety of compounds.5-8 

More recently, there has been a large interest on the use/applications of dynamic and 

reversible mono/biphasic systems formed by ILs.9-11 It was demonstrated that phase transitions 

in IL-containing mixtures can be induced by a temperature-driven phenomenon or by CO2/N2 

flushing.12-16 Both upper critical solution temperature (UCST)17-19 and lower critical solution 

temperature (LCST)20-22 phase behaviours have been reported for IL-solvent mixtures, whereas 

these temperature-dependent phase transitions have shown to be advantageous in the 

selective separation of proteins23 and metals.24 Reversible liquid-liquid systems have been also 

gathered with molecular solvents that react with CO2 forming salts and/or ILs, and applied in the 

separation of aliphatic and aromatic amines12-14, and in the synthesis/separation of gold (Au) 

porous films.15 However, common UCST and LCST behaviours in systems involving ILs typically 

occur at temperatures well above room temperature and a high energy input is required to 

trigger their phase switch, while the CO2/N2-dependent reversibility pattern requires the use of 

specific equipment. Furthermore, these systems are usually composed of an IL-rich phase 

(typically with hydrophobic characteristics) and a more hydrophilic molecular-solvent-rich 

phase.18, 20-24 These systems are thus restricted in polarity differences amongst the coexisting 

phases, hindering improved extraction and selectivity performances to be obtained when 

dealing with the separation/fractionation of complex matrices. In this line, IL-based ABS can be 

seen as promising options, although the investigation on their use as reversible systems lagged 

behind. To the best of our knowledge, only temperature-dependent reversible behaviours of  

IL-based ABS have been reported.25 Contrarily to most IL-based ABS, which display a weak 

dependence on temperature, it was recently found25 that ABS formed by protic ILs and polymers 
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are highly temperature dependent, allowing therefore to trigger reversible phase separations 

by small changes in temperature.  

Given the potential of applications of switchable (aqueous-rich) biphasic systems discussed 

above, in this work we demonstrate the reversibility of IL-based ABS attained by a pH-driven 

phenomenon and their use as integrated platforms, comprising both the production and 

separation of 5-hydroxymethylfurfural (HMF) from fructose.  

 

Results and discussion 

Aiming at evaluating the possibility of moving from monophasic to biphasic regimes (and 

vice-versa) by a proper tailoring of the pH of the aqueous media, ABS formed by a wide range of 

chloride-based ILs and potassium citrate/citric acid were investigated. The chemical structures 

of the investigated ILs are given in Figure 5.1.1. ¢ƘŜ ŘŜŬƴƛǘƛƻƴ ƻŦ ǘƘŜ [Lǎ ŀŎǊƻƴȅƳǎ ƛǎ ǇǊƻǾƛŘŜŘ ƛƴ 

the in the List of acronyms. ILs with no speciation capability were chosen, and as such, the pH-

triggered reversible phenomenon is a result of the salt (potassium citrate) speciation as a 

function of the pH. Citric acid presents 4 acidic dissociation constants (pKa) values, namely 3.05, 

4.67, 5.39 and 13.92.26 The speciation curves of citric acid are depicted in the Appendix C.1 

(Figure C.1.1). At pH values lower than 3.05, the non-charged citric acid is the dominant species 

present, whereas at pH values above 3.07, 4.67 and 5.39, there is the prevalence of the 

monovalent, divalent and trivalent charged dihydrogencitrate, hydrogencitrate and citrate 

anions, respectively. All these citrate-based species can be ranked within the Hofmeister series,6 

in which higher charge density and higher charge valence anions are better hydrated and 

stronger salting-out species, being thus more favourable to the creation of IL-based ABS. In fact, 

previous works have been published on the pH effect towards the formation of IL-based  

ABS,27-29 although no investigations on their reversible behaviour have been carried out hitherto. 

To be able to change the pH in the investigated ABS and to trigger the phase transition while 

avoiding the introduction of new species into the overall system, citric acid (C6H8O7) and 

potassium hydroxide (KOH) were here used. The pair potassium citrate/citric acid also was 

selected due to their biodegradable and non-toxic characteristics.30  

Figure 5.1.2 sketches the principle of the reversible process under investigation, where the 

transitions between the monophasic and the biphasic regimes could be attained by the alternate 

addition of an acidic or an alkaline species to the overall aqueous system. For mixture 

compositions above each solubility curve there is the formation of a two-phase system at given 

conditions, while mixture compositions below the same curve result in the formation of a 

homogeneous solution (no phase-separation). 
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Figure 5.1.1. Chemical structures of the ILs investigated. 

 

 

Figure 5.1.2. Ternary phase diagrams of an IL-ōŀǎŜŘ !.{ ŀǘ нр ϲ/Σ ŀǘ ǇI Ғф όƶύ ŀƴŘ ǇI Ғр όÉ). In all the 

investigated ABS, the top phase corresponds to the IL-rich phase while the bottom phase is mainly 

composed of salt and water. 

We firstly determined the liquid-liquid ternary phase diagrams at different pH values of ABS 

composed of ILs + K3C6H5O7/C6H8O7 + water. These were determined at pH values ranging 

between 5 and 9 for the following hydrophilic ILs: [C4C1im]Cl, [C4C1C1im]Cl, [C4C1pip]Cl, 

[C4C1py]Cl, [C4C1im]Br and [P4444]Cl. Further details on the experimental procedure adopted are 

provided in the Materials and experimental procedure Chapter (section 2.3.1). 

The ternary phase diagrams at 25 °C for the ABS composed of [P4444]Cl at different pH values 

are illustrated in Figure 5.1.3. The depicted ABS phase diagrams at the most acidic pH values 
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also denote the limit in compositions and pH values for which ABS no longer form. The 

experimental weight fraction data, as well as the representation of the phase diagrams for the 

remaining ILs, are given in the Appendix C.1 (Table C.1.1 to C.1.11 and Figure C.1.2). All the 

phase diagrams were further characterized by the determination of tie-lines to infer on the 

phases compositions for given mixture compositions (cf. the Appendix C.1, Tables C.1.12 and 

C.1.13). In general, and for all ILs, there is a decrease on the ability for ABS formation with the 

pH decrease - the higher the pH of the aqueous medium the larger is the biphasic region, and 

the lower the IL/salt amounts required to induce phase separation. Given that ILs with no 

speciation capability have been chosen, the observed dependency of the ABS formation on the 

pH is related to the speciation performance of potassium citrate. As discussed before, at pH 

values lower than 3.05 and 4.07, the non-charged citric acid and monovalent dihydrogencitrate 

anion are, respectively, the prevalent species, and none of these species is able to form ABS with 

the ILs investigated. At pH values above 4.67 and 5.39 there is the main presence of the divalent 

and trivalent charged hydrogencitrate and citrate anions, respectively. IL-based ABS are only 

formed at pH values higher than 5, meaning that only the divalent and trivalent citrate-based 

anions induce phase separation. This behaviour is in agreement with the Hofmeister series6 since 

higher charge density and higher charge valence anions are stronger salting-out species able to 

induce the salting-out of the IL, further resulting in the creation of IL-based ABS.  

 

Figure 5.1.3. Phase diagrams of ABS composed of [P4444]Cl + water + K3C6H5O7/C6H8O7 ŀǘ ǇI Ғ ф όƶ), pH 

Ғ у ό¹ύΣ ǇI Ғ т όÉύΣ ǇI Ғ с όÄύ ŀƴŘ ǇI Ғ р όƵ). 

At a fixed pH, the IL ability to form ABS follows the order: [P4444]Cl > [C4C1im]Br > [C4C1Ǉȅϐ/ƭ Ғ 

[C4C1pip]Cl > [C4C1C1ƛƳϐ/ƭ Ғ [C4C1im]Cl (cf. the Appendix C.1, Figure C.1.3). More hydrophobic 

ILs, resulting either from cations with longer and more aliphatic moieties or from anions of lower 
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hydrogen-bond basicity31, 32, are more capable of forming ABS, i.e. are able to form two-phase 

systems at lower pH values or require lower amounts of the phase-forming components for 

phase separation. Examples of this are seen with [P4444]Cl and [C4/ѕƛƳ]Br, the only two ILs that 

form ABS at pH 5. On the other hand, ILs such as [C4C1im]Cl and [C4C1C1im]Cl, which are amongst 

the most hydrophilic ILs investigated, do not form ABS even at a pH of 6, being 7 the minimum 

pH value required for ABS formation with these ILs. This pattern also mirrors the salting-out 

effect of the citrate-based salt over the IL.5-8 A summary of the overall results according to the 

ability of each IL to form ABS at all studied pH values is given in the Appendix C.1 (Table C.1.14). 

After establishing the ternary phase diagrams, which describe the mixture compositions and 

pH values for which the liquid-liquid demixing occurs, the reversible IL-based ABS behaviour was 

appraised by the alternate addition of citric acid and potassium hydroxide. For this purpose, an 

initial ternary mixture at the biphasic region (IL at 25 wt% + K3C6H5O7 at 35 wt% + water at 40 

wt%) was prepared and allowed for phase separation at 25 °C. At this initial mixture composition 

the pH values of the aqueous media of all IL-containing systems are ca. 9. An aqueous solution 

of citric acid at 50 wt% was added dropwise, under constant agitation, until the mixture became 

homogeneous (monophasic). Then, an aqueous solution of potassium hydroxide at 50 wt% was 

added, under agitation, to recover the initial pH value of 9 and the biphasic system. During these 

manipulations the pH of the aqueous solutions was experimentally controlled. Figure 5.1.2 

depicts the procedure carried out to attain the reversible process under investigation. It should 

be remarked that ǘƘŜ ŘƛŦŦŜǊŜƴŎŜǎ ƛƴ ǘƘŜ ǇƘŀǎŜǎΩ ŎƻƳǇƻǎƛǘƛƻƴǎ ŀǊŜ ƴŜƎƭƛƎƛōƭŜ after each addition 

step since a small amount of each aqueous solution (± 0.6 wt%) is enough to trigger the phase 

transition. The pH-driven reversibility was experimentally confirmed with all the ILs investigated, 

ŀǘ ƭŜŀǎǘ о ǘƛƳŜǎΣ ǿƛǘƘ ƴƻ ǎƛƎƴƛŦƛŎŀƴǘ ŎƘŀƴƎŜǎ ƛƴ ǘƘŜ ǇƘŀǎŜǎΩ ŎƻƳǇƻǎƛǘƛƻƴ.  

In summary, it is possible to prepare reversible IL-based ABS playing around with the 

speciation behaviour of the organic salt. This phase reversibility takes place at room 

temperature (25 °C) and is achieved with cheap compounds already present in the original 

mixture and with no need of sophisticated equipment. Hence, IL-based ABS can be envisaged as 

potential alternatives to the more complex reversible systems that require additional energy 

inputs or the addition of gases and more specific equipment. Their reversibility is however a 

major advantage in liquid-liquid extractions to attain selective separations, and as demonstrated 

hereinafter. 

We investigated the possibility of using the proposed systems for the production of 

hydroxymethylfurfural (HMF) through fructose dehydration at acidic pH, and then to proceed 

with an integrated separation step of HMF from the unreacted precursor by an increase in the 

pH and consequent formation of two-phase systems. The dehydration of carbohydrates (e.g. 
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cellulose, glucose, fructose, sucrose, inulin, and cellobiose) to produce HMF has attracted large 

attention in the past few years.33, 34 In fact, HMF is nowadays considered a key biomass-derived 

building block relevant in bio-based industries.33, 35 The current applications of HMF are 

widespread and comprise the production of solvents36, biofuels (dimethylfuran),37 polymeric 

materials (mainly based on its 2,5-furandicarboxylic acid derivative),38 fine chemicals39, among 

others. Recently, a short-time synthesis of the active pharmaceutical ingredient ranitidine 

(Zantac) also was reported making use of HMF.40 Typically, HMF is produced from fructose via 

a dehydration reaction, generally catalysed by acids (pH values ranging between 1.5 and 

3).41 However, high temperatures (> 200 °C), reduced pressure and long reaction times 

are usually required.41 More recently, IL-acid mixtures or acidic ILs have been used for 

sugars dehydration and production of HMF in high yields, obtained at lower 

temperatures (< 120 °C) and within short reaction times.42 Although good results using 

ILs for the fructose dehydration have been described, the development of a cost-

effective, integrated and more sustainable production-separation process is still in crucial 

demand. In this line, we propose herein the discussed switchable ABS as an integrated 

and more benign platform for the production and separation of HMF.  

The production of HMF was carried out through fructose dehydration in acidic medium (pH 

ca. 1.5), at 80 °C for 80 min, in the IL-based ABS monophasic regions. After reaction, an aqueous 

solution of KOH was added to stop the reaction and to move the system into the biphasic region 

by a pH increase ς Figure 5.1.2. The creation of two-phase systems is intended for the selective 

separation (migration for opposite phases) of HMF and unreacted fructose. Further 

experimental details are given in the Materials and experimental procedure Chapter (section 

2.3.1). 

Figure 5.1.4 depicts the results on the production of HMF in citric acid aqueous solutions at 

the monophasic region (corresponding to a mixture composition of 40 wt% of IL + 30 wt% of 

citric acid). The respective reactions were also carried out in the absence of ILs, as well as in the 

absence of citric acid, for comparison purposes. As shown, the use of an acidic medium is 

required for the production of HMF through the dehydration of fructose ς when no acid was 

used a maximum yield of 0.00281 g·L-1 of HMF was obtained. On the other hand, without IL, a 

maximum yield of HMF of 2.28 g·L-1 was found. However, when ILs are used in acidic medium, 

HMF yields ranging between 4.61and 6.37 g·L-1 have been observed, supporting the need of the 

presence of both the IL and the acidic medium to maximise the HMF production yield. These 

results are consistent with previous studies describing the requirement of the addition of ILs and 

acid catalysts to obtain high HMF yields.42, 43 



ILs in separation processes 

 

110 
 

 

Figure 5.1.4. Production of HMF through fructose dehydration in presence (or not) of citric acid and ILs, 

at 80 °C for 80 min.  

After the HMF production, the reaction was stopped and the two-phase systems 

simultaneously formed by the addition of aqueous KOH (up to pH 7). Figure 5.1.5 depicts the 

results regarding the selective separation of HMF from fructose using IL-based ABS. The results 

are given in extraction efficiencies of both HMF and fructose (EEHMF% and EEFructose%) for opposite 

phases. The extraction efficiencies are defined as the percentage ratio between the total weight 

of HMF or fructose in one of the phases to that in the total mixture (detailed results are given in 

the Appendix C.1, Tables C.1.15 and C.1.16). The results in partition coefficients values, defined 

as the concentration of HMF between the IL-rich phase and the salt-rich phase, as well as 

selectivity of the systems to HMF, also are provided in the Appendix C.1 (Figure C.1.4). 

In all investigated systems, HMF preferentially migrates to the IL-rich phase while fructose is 

enriched in the opposite layer, allowing thus the separation of the two compounds. Remarkable 

extraction efficiencies of HMF to the IL-rich phase ranging between 92 and 96%, and of fructose 

to the salt-rich phase ranging between 53 and 64%, were obtained in a single-step. This 

migration for opposite phases and selective separation results from the higher affinity of HMF 

to more hydrophobic (IL-rich) phases in contrast to the higher affinity of fructose to more 

hydrophilic (salt-rich) phases, as reflected by their octanol-ǿŀǘŜǊ ǇŀǊǘƛǘƛƻƴ ŎƻŜŦŬŎƛŜƴǘǎ όKow) 

(log(Kow) of HMF = -0.10; log(Kow) of fructose = -2.76).26 Although the almost complete extraction 

of HMF to the IL-rich phase was achieved in a single-step in all studied systems, the extraction 

of fructose to the opposite phase seems to be more dependent on the nature of the IL 

employed; the selective separation of HMF and fructose increases in the following order: 
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[C4/ѕƛƳ]Cl < [C4mpy]Cl < [C4mpip]Cl. This trend follows the IL hydrophobic nature as described 

by their ternary phase diagrams at a fixed pH, shown in the Appendix C.1 (Figure C.1.3). 

 

Figure 5.1.5. Selective separation of HMF (red bars) from fructose (yellow bars) that did not react 

through the addition of KOH and formation of ABS. 

In what concerns the extraction performance and selectivity of the systems to HMF (ranging 

between 14 and 48; detailed data shown in the Appendix C.1, Figure C.1.4 and Table C.1.17), 

our results are quite promising when compared to those reported in the literature.44, 45 Partition 

coefficients of HMF ranging between 0.5 and 2.0 have been reported, with biphasic systems 

composed of water and butanol, methyl-iso-butylketone (MIBK), toluene, dichloromethane or 

other mixtures of organic volatile solvents.44 More recently, Blumenthal et al.45 suggested 

biphasic systems formed by water and o-propylphenol or o-isopropylphenol for the separation 

of HMF from the aqueous reaction medium, in which an increase up to five times in the partition 

coefficients was reported when compared to the previously applied solvents.44 The partition 

coefficients obtained in the current work range between 9 and 17 (cf. the Appendix C.1, Figure 

C.1.4 and Table C.1.17). Our results on the separation of HMF are thus better than the most 

promising ones reported hitherto in the literature. Moreover, with IL-based ABS, the use of 

volatile and often toxic organic solvents is avoided; instead, aqueous-rich media are used. 

Additionally, an integrated methodology is here proposed for the separation of HMF by the 

creation of two-phase systems only through a pH increase, representing thus a step forward on 

the development of more sustainable production-separation processes. 

Conclusions 

The results here reported demonstrate that pH-driven reversible ABS composed of ILs can be 

easily prepared by playing around with the speciation of at least one of the phase-forming 

components. Furthermore, these systems show potential to become remarkable integrated 



ILs in separation processes 

 

112 
 

platforms, in which reaction and separation steps can be carried out sequentially by taking 

advantage of their switchable behaviour, as demonstrated here with the HMF production and 

separation from fructose as the reaction precursor. In addition to the example shown herein, 

reversible IL-based ABS can be certainly tailored to fit the requirements of other separation 

processes. Additional reactions or separation processes that occur at other pH values can be 

carried out with the proposed systems. The studied systems are only constrained by the 

minimum pH value at which they are able to form two phases to proceed with the separation 

step. 
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5.2. Integrated production-separation platforms applying thermoreversible 

aqueous biphasic systems 

 

Comunication submitted 6  

A. M. Ferreira, H. Passos, A. Okafuji, A. P. M. Tavares, H. Ohno, M. G. Freire and J. A. P. 

Coutinho, έAn integrated process for enzymatic catalysis allowing product recovery and 

enzyme reuse by applying thermoreversible aqueous biphasic systemsέ, 

Green Chem., 2018,20, 1218-1223. 

 

Integrated biocatalysis-separation process where the reaction step occurs in 

homogeneous medium, followed by the enzyme and products separation in a liquid-

liquid system promoted by temperature changes. 

Abstract 

Thermoreversible aqueous biphasic systems (ABS) composed of ammonium-based 

zwitterions (ZIs) and polymers are here disclosed to act as integrated bioreaction-separation 

processes. The biocatalytic reaction involving laccase occurs in homogeneous media, after which 

small changes in temperature induce the formation of two phases and the complete separation 

of the enzyme from the products in a single-step. These systems also allow the recover and reuse 

of the enzyme, along with the ZI-rich phase, contributing towards the development of 

sustainable biocatalytic processes.   

                                                           
6Contributions: M.G.F., J.A.P.C., A.P.M.T. and H.O. conceived and directed this work. A.M.F., H.P. and A.O. acquired 

the experimental data. A.M.F., H.P., M.G.F., A.P.M.T.  and J.A.P.C. interpreted the experimental data. The manuscript 

was mainly written by A.M.F., H.P.  and M.G.F. with significant contributions from the remaining authors.  
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Introduction  

In the past years, there has been an increased interest on the development of sustainable 

and efficient production processes, in which biocatalysis plays a pivotal role.1 Enzymes display a 

high activity, specificity and selectivity, minimizing the consumption of raw materials and the 

production of by-products when compared to their synthetic counterparts, thus contributing 

towards the development of sustainable catalytic processes.1, 2 Enzymes and biocatalysis have 

been used in several sectors, such as in soil bioremediation, nanobiotechnology, and biosensors, 

and by the textile, pulp and paper, cosmetic, food and pharmaceutical industries.3 Significant 

developments have been reported in the pharmaceutical industry with a decrease of the 

respective E-factor.4 Despite their advantages, the major challenges associated to enzyme-

catalysed bioprocesses rely on the maintenance of the enzymes structural stability and activity, 

and on their reusability.5 Efforts have been made to overcome these issues, whereas one of the 

main strategies is the enzyme immobilization where the biocatalyst is adsorbed on, bound to, 

or encapsulated in a solid matrix.6, 7 Albeit this approach allows the reuse of the biocatalyst, 

immobilization may present some disadvantages, such as conformational changes of the 

enzymes, loss of activity, and their heterogeneity on the support.6, 8 Therefore, new approaches 

to recover biocatalysts from the reaction medium have been proposed, including for instance 

the use of membranes, centrifugation, liquid-liquid extraction,9 and immobilization of 

chemically modified enzymes.7, 10  

Liquid-liquid systems appear as an interesting alternative in biocatalysis since they could 

allow the integration of the reaction and separation steps. Although liquid-liquid systems have 

been widely employed in the chemical industry for separation purposes due to their simplicity, 

low cost, and easy scale-up11, the commonly employed volatile organic solvents can be harmful 

to biologically active biomolecules. However, a milder environment to biomolecules can be 

afforded by water-rich systems, such as aqueous biphasic systems (ABS).12 ABS are composed of 

two immiscible aqueous-rich phases and can be formed by the mixture of two water soluble 

phase-forming components, such as two polymers, a polymer and a salt, or two salts, dissolved 

in aqueous media.13 Polymer-based ABS have shown to be biocompatible to deal with the 

separation of proteins, enzymes, viruses, cells, cell organelles, and other biological materials.14 

Nevertheless, these systems are limited by a narrow polarity range preventing high extraction 

efficiencies and selectivities. This drawback may be overcome by ABS composed of ionic liquids 

(ILs).12, 15 Compared to the more conventional polymer-based systems, IL-based ABS display a 

lower viscosity, a faster phases separation, and higher extraction performance and selectivity.12 
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Previous studies on IL-based ABS have focused on the determination of the respective phase 

diagrams and on evaluation of their extraction efficiency for a wide range of compounds.12 

Furthermore, recently, there has been a significant interest on the development of dynamic and 

reversible IL-based systems induced by changes of pH,16 temperature17 or by the addition of 

gases17, 18, that could ultimately lead to the development of integrated reaction-separation 

processes. However, only few works investigated the reversible behaviour of IL-based ABS in 

separation processes. For instance, they have been investigated for the extraction of proteins 

(by temperature change),19 and in the production and separation of 5-hydroxymethylfurfural 

(HMF) from fructose (by pH change).20 

In addition to the widely studied IL-based systems, novel ABS composed of water soluble 

ammonium-based zwitterions (ZIs) and inorganic salts were recently proposed,21 and their 

application in the selective separation of amino acids demonstrated. ZIs were suggested as 

substitutes of ILs, where the cation and the anion are covalently tethered, thus avoiding possible 

ions exchange between the ABS coexisting phases.22 However, the salts employed may lead to 

biocompatibility concerns when dealing with solutes sensitive to ionic strength, like proteins and 

enzymes.23 To minimize these issues, salts are here proposed to be replaced by polymers, such 

as polyethylene glycol (PEG), generally recognized as safe (GRAS) and used as additive in food 

products and drugs.10, 24, 25 Furthermore, ZI-based reversible ABS have not previously been 

considered as potential integrated reaction-separation platforms. 

Based on the need of finding integrated reaction-separation processes for biocatalysis, in this 

work we investigated and designed novel ZI-polymer-based ABS with a thermal switchable 

behaviour, at temperatures amenable to deal with proteins. These systems were tested as 

integrated reaction-separation platforms, where a homogeneous catalytic reaction followed by 

the enzyme separation from the product, by a change in temperature, is performed in one-step. 

¢ƻ ǘƘƛǎ ŜƴŘΣ ƭŀŎŎŀǎŜ ό9/ мΦмлΦоΦнύ ǿŀǎ ǳǎŜŘ ŀǎ ǘƘŜ ōƛƻŎŀǘŀƭȅǎǘ ŀƴŘ нΣн-azinobis(3-

ethylbenzthiazoline-6-sulfonate) (ABTS) as the subtract. Laccase was chosen since it has been 

attracting a large attention in the past years due to its ability to degrade a wide variety of 

substrates, being currently considered a promising biocatalyst in bio-based industries.6, 26 

 

Results and discussion 

Three water-soluble ammonium-based ZIs (N555C3S, N333C3S and N111C3S), with different 

alkyl chain lengths, were synthesized and used in the preparation of ABS. Their molecular 

structures are depicted in Figure 5.2.1, while their definition is given in the List of acronyms. 
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Their synthesis was previously described13, while details on their purity are given in the 

Appendix C.2 (subsection άNMR spectrum data of the synthesized ZIsέ). 

The ability of each ZI to form an ABS when mixed with PEGs of different molecular weight 

(1540, 2000, 4000 and 6000 g·mol-1) was firstly evaluated, and the respective ternary phase 

diagrams were determined at 25 °C. Further details on the experimental procedure are given in 

the Materials and experimental procedure Chapter (section 2.3.2), and the detailed 

experimental weight fraction data are given in the Appendix C.2 (Tables C.2.1 to C.2.5).  

Both N555C3S and N111C3S ZIs are able to form ABS at 25 °C with all polymers studied; 

however, N333C3S, the ZI of intermediate alkyl chain length, does not undergo phase separation 

with any of the investigated polymers. A summary of the ZIs ability to form ZI-PEG-based ABS is 

provided in the Appendix C.2 (Table C.2.6). To the best of our knowledge, this irregular trend 

on the ABS formation with the increase of the alkyl side chain length of one of the phase-forming 

components was never observed, and is certainly a result of a change in the balance of 

competing interactions between the compounds present in the investigated ternary systems 

due to the increase of the ZI alkyl chains.27, 28 

 

Figure 5.2.1. (A) Chemical structures and acronyms of the ZIs used. (B) Chemical structure of PEG with 

the molecular formula H-(O-CH2-CH2)n-OH. 

By plotting all the phase diagrams at 25 °C (cf. Appendix C.2, Figure C.2.1), it is possible to 

appraise the influence of the length of the aliphatic moiety of the ZI, as well as of the molecular 

weight of PEG on the solubility curves. The solubility curves indicate the minimum composition 

required to form an ABS, where mixtures with compositions above the curve are biphasic while 

those below are monophasic. The larger the biphasic region, the higher the ability of the ZI to 

induce liquid-liquid phase separation in polymer aqueous solutions. ZIs with shorter alkyl side 

chains are more prone to form ABS with polymers, while the ability of PEG to induce phase 

separation increases with its molecular weight, in agreement with trends previously observed 

for ABS composed of polymer/salt29 or polymer/IL.30 This is a consequence of the increasing 

hydrophobicity of PEG with higher molecular weight.30  
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After the previous assessment on the ZI-PEG potential to form ABS at a common temperature 

(25 °C), these were then appraised at 35 and 45 °C, taking into account the operational 

temperature range of most enzymes and to avoid their activity loss. The optimum operation 

temperature of laccase is around 40 °C,31 although this temperature can vary with the pH and 

the laccase source, between 30 and 50 °C.32 Figure 5.2.2 depicts the phase diagrams obtained 

for ZI-PEG 6000-based ABS at several temperatures. The detailed experimental procedure used 

and the experimental data obtained for PEG 6000 and remaining polymers at different 

temperatures are provided in the Appendix C.2 (Figure C.2.2). It should be noted that N555C3S 

does not form ABS with PEG 6000 at 45 °C. As previously observed for ZI-salt-based ABS,21  

ZI-polymer-based ABS also present two distinct behaviours with temperature, which depend on 

the ZIs alkyl chains length: (i) an increase of the immiscibility region with an increase in 

temperature for N111C3S-based ABS; and (ii) a decrease of the biphasic region with a decrease 

in temperature for the N555C3S-based systems. ABS composed of ZIs with smaller alkyl chains 

(N111C3S) display a lower critical solution temperature (LCST)-type behaviour when mixed with 

polymers, following the same behaviour as polymer-salt ABS.33 Their formation seems thus to 

be dominated by a salting-out phenomenon, where the ZI acts as the salting-out species.30 On 

the other hand, the ABS formed by the most hydrophobic ZI investigated - N555C3S - present an 

upper critical solution temperature (UCST)-type behaviour, similar to those of polymer-polymer 

ABS.34 At higher temperatures, the interactions between the polymer and ZI are more 

favourable, enhancing thus their mutual solubility and reducing their ability to form ABS.35 

 

Figure 5.2.2. Temperature effect in the phase diagrams of ternary systems composed of ZI + PEG 6000 + 

H2O at 25 °C (p), 35 °C (̧ ) and 45 °C (Â). (A) N111C3S- and (B) N555C3S-based ABS. There is no 

formation of ABS comprising PEG 6000 and N555C3S at 45°C. 
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The temperature-reversible behaviour of the studied systems is also depicted in Figure 5.2.2. 

¢ƻ ŎƻƴŦƛǊƳ ǘƘƛǎ ōŜƘŀǾƛƻǳǊΣ ŀ ǘŜǊƴŀǊȅ ƳƛȄǘǳǊŜ ŀǘ ǘƘŜ ƳƻƴƻǇƘŀǎƛŎ ǊŜƎƛƻƴ ǿŀǎ ǇǊŜǇŀǊŜŘ ŀǘ нр ɕ/ 

for the system composed of N111/о{Σ ŀƴŘ ŀǘ пр ɕ/ ŦƻǊ ǘƘŜ ǎȅǎǘŜƳ ŎƻƳǇƻǎŜŘ ƻŦ b555C3S. Then, 

ǘƘŜ ǘŜƳǇŜǊŀǘǳǊŜǎ ǿŜǊŜ ŎƘŀƴƎŜŘ ǘƻ пр ɕ/ ŀƴŘ нр ɕ/ ŦƻǊ ǘƘŜ ǎȅǎǘŜƳǎ Ŏomposed of N111C3S and 

N555C3S, respectively, to induce the formation of a biphasic system. Details on these mixtures 

compositions are described below, corresponding to the same mixtures at which biocatalysis 

ǿŀǎ ŎŀǊǊƛŜŘ ƻǳǘΦ ²ƘŜƴ ǘƘŜ ǇƘŀǎŜΩǎ ǎŜǇŀǊŀǘƛƻƴ ƻŎcurs, a top polymer-rich phase and a bottom 

ZI-rich phase are formed. This proves the thermoreversible behaviour of the studied systems, 

which were then applied to develop integrated reaction-separation biocatalytic processes. 

The homogeneous biocatalytic oxidation of ABTS by laccase was carried out in the 

monophasic region, followed by the separation of laccase from the oxidation product by 

ǇǊƻƳƻǘƛƴƎ ǘƘŜ ǇƘŀǎŜǎΩ ǎŜǇŀǊŀǘƛƻƴ ōȅ ǘŜƳǇŜǊŀǘǳǊŜ ŎƘŀƴƎŜǎ όƛƴŎǊŜŀǎŜ ƻǊ ŘŜŎǊŜŀǎŜ ŀŎŎƻǊŘƛƴƎ ǘƻ 

the ZI employed in the ABS formation). The oxidation of ABTS occurred through the addition of 

laccase and ABTS to a monophasic mixture composed of ZI, PEG 6000 and water. The mixture 

was carefully mixed during 1 min, at 40 °C for the ZI N111C3S (20 wt% ZI + 20 wt% PEG 6000), and 

at 25 °C for the ZI N555C3S (39 wt% ZI + 13 wt% PEG 6000) ς experimental details are given in the 

Materials and experimental procedure Chapter (section 2.3.2). The negligible effect of laccase, 

ABTS and PBS in the phase diagrams behaviour and ABS phase compositions was confirmed by 

the determination of an additional phase diagram in presence of all these components at the 

concentrations used in the separation assays (cf. Appendix C.2, Figures C.2.3). 

For the two studied thermoreversible ABS, it was observed that laccase successfully catalysed 

the oxidation of ABTS (colourless) to a highly stable green-coloured ABTS+ radical36 (Figure 

5.2.3A). ABTS is a standard subtract used to appraise the laccase activity, for which the yield of 

reaction is considered as 100%. After that, a temperature change (from 25 to 40 ºC or vice-versa) 

was applied, inducing the separation of the system into two phases, while allowing the selective 

separation of the oxidized subtract and laccase, as shown in Figure 5.2.3. Further experimental 

details are given in the Materials and experimental procedure Chapter (section 2.3.2).  

Figure 5.2.3B (cf Appendix C.2, Table C.2.9) shows the extraction efficiencies (EE%) of the 

studied systems for both laccase and oxidized ABTS, which correspond to the percentage 

recovery of each compound to a given phase. Remarkably, laccase and the reaction product 

partition to opposite phases, with extraction efficiencies higher than 81% achieved in a single-

step. For the two studied ABS, laccase preferentially partitions to the ZI-rich phase and the 

reaction product to the PEG-rich phase, allowing thus the selective separation of the enzyme 

and product. The trend obtained for the oxidized ABTS is in good agreement with its 

hydrophobic character ((log(Kow) = 1.93,37 where Kow is defined as the octanol-water partition 
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coefficient), meaning that ABTS tends to enrich in more hydrophobic phases, corresponding to 

the polymer-rich phase. On the other hand, proteins and enzymes tend to preferentially migrate 

to more hydrophilic (water-rich) phases, and particularly laccase as demonstrated in the 

literature,38, 39 therefore preferentially migrating to the ZI-rich phase. Previous works on the 

separation of proteins using ABS formed by ILs and polymers support this behaviour.40, 41  

 

Figure 5.2.3. (A) Oxidation of ABTS using laccase and their selective separation from the reaction 

product by changes in temperature. (B) Extraction efficiencies of laccase (EE%, yellow bars) and 

extraction efficiencies of the green-coloured ABTS+ radical (EE%, green bars) in ABS formed by PEG 6000 

and N555C3S or N111C3S.  

A remarkable extraction efficiency of 100% was obtained with the N111C3S-based ABS, i.e. 

laccase and the oxidized ABTS are completely separated for opposite phases with no losses or 

cross-contamination. It should be remarked that complete separations could also be achieved 

with other ZI-based !.{ ōȅ ŀ ǇǊƻǇŜǊ ǘŀƛƭƻǊƛƴƎ ƻŦ ǘƘŜ ǇƘŀǎŜǎΩ ƘȅŘǊƻǇƘƻōƛŎƛǘȅΣ ŜƛǘƘŜǊ ōȅ ŎƘŀƴƎƛƴƎ 

the PEG molecular weight, ZI employed, or mixture composition.  

In addition to the complete separation of the enzyme and the reaction product, it was further 

confirmed that laccase maintains its biocatalytic activity after the separation step (experimental 

details are given in the Materials and experimental procedure Chapter (section 2.3.2). This 

maintenance in activity is of crucial relevance when envisaging the development of processes in 

which the enzyme can be recovered and reused. To prove this concept, the phase enriched in 

laccase (ZI-rich) was recovered and reused for the creation of a novel ternary system, as a new 

biocatalytic reaction medium. A summary of the enzyme recovery/reuse process is depicted in 

Figure 5.2.4A; experimental details are given in the Materials and experimental procedure 

Chapter (section 3.2.2). Remarkably, it is possible to recover laccase and reuse it without losses 

in the catalytic activity, for at least 5 consecutive cycles (Figure 5.2.4B). This approach not only 
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allows the recovery and reuse of the enzyme, but also allows the recovery and reuse of the ZI-

rich phase required to form ABS, contributing towards the development of sustainable 

biocatalytic processes. If a sustainable method is being proposed, the PEG-rich phase should also 

be recovered and reused. An ultrafiltration step was finally applied to the PEG-rich phase, 

allowing the recovery of the oxidized ABTS and ZI from the polymer-rich solution (experimental 

details are given in Materials and experimental procedure Chapter, section 2.3.2), showing that 

it is also possible to recover the polymer with negligible losses (cf. Appendix C.2, Figures C.2.4 

and C.2.5). 

 

Figure 5.2.4. (A) Flowchart of the integrated reaction-separation process developed, including the 

enzyme and ZI-rich phase recyclability. (B) Relative laccase activity in the ZI-rich phase in 5 cycles of 

oxidative reaction, comprising both the recovery and reuse of the enzyme and ZI-rich phase. 

Two works using two-phase systems with laccase as a biocatalyst were previously  

reported.42, 43 In the first work, it was shown the occurrence of enzymatic reactions (using laccase 

from Polyporus versicolor) in a two-phase system, yet composed of one organic solvent, such as 

hexane, toluene, tetrahydrofuran, acetone, among others, comprising the substrate and 

products, and an aqueous phase which contains the enzyme.42 However, the enzymatic reaction 

occurs in heterogeneous media, i.e. at the interface, being thus essentially different from the 

approach here proposed. In addition to the use of hazardous organic solvents, the authors36 

were not able to characterize the compounds obtained in aqueous solution due to difficulties in 

obtaining them in sufficient amounts. Nicotra et al.43 isolated and characterized four C-C and  

-O dimers from the steroid hormƻƴŜ мтʲ-estradiol, formed by a catalytic reaction using laccase 

from Trametes pubescens in a biphasic system, formed by ethyl acetate and an aqueous buffered 

salt solution. Also in this approach, biocatalysis occurred at the interface. These heterogeneous 

reaction media usually require vigorous shaking and stirring to ensure the transfer of substrates 

and products between the phases, which can cause enzyme inactivation.44 This may be 

responsible for the low yield obtained, ca. 27%.43 Andersson and Hahn-Hägerdal9 reviewed 
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others works on bioconversion in conventional (polymer-salt and polymer-polymer) ABS, using 

different enzymes or living cells, but in all these cases ABS were used as heterogeneous media, 

i.e. with systems involving two-phases with the reaction occurring at the interface. Moreover, 

in these works, it was not possible to adequately separate the enzyme and the product for 

opposite phases. To overcome this problem, the use of ultrafiltration units has been proposed.9 

The thermoreversible systems here suggested thus overcome these limitations, allowing a 

homogeneous biocatalytic reaction, with all the advantages in terms of kinetics and yield, 

followed by a complete separation of the products and enzyme by a small temperature change. 

Conclusions 

In this work it was demonstrated that temperature-driven reversible ABS composed of ZIs 

and polymers are efficient and sustainable integrated reaction-separation platforms in 

biocatalytic processes. Reaction and separation steps can be carried out sequentially by taking 

advantage of their temperature switchable behaviour. The reaction step occurs at a 

homogeneous medium, followed by the enzyme and products separation in liquid-liquid 

systems promoted by small changes in temperature. This approach avoids the need of vigorous 

stirring to improve mass transfer, as typically carried out in heterogeneous reactions, thus 

contributing to the maintenance of the enzyme activity. Furthermore, the thermoreversible 

nature of ZI-PEG-ABS occurs at temperatures amenable for keeping the enzymes stability and 

activity (25-45 °C). These systems further allow the complete separation of the enzyme and the 

products in one-step, which are enriched in opposite phases, followed by the recovery and reuse 

of both the ZI-rich phase and enzyme. In addition to the example here discussed, reversible ZI-

based ABS can be tailored to fit the requirements of other biocatalytic processes comprising 

value-added products.  
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This thesis is based on the use of aqueous solutions of ILs as alternative solvents for the 

extraction and separation of high-value biomolecules and on the design of more cost-effective, 

sustainable and integrated extraction/recovery strategies.  

In Chapter 3.1 it was shown that aqueous solutions of ILs and salts containing the tosylate 

anion (taking advantage of the hydrotropy concept) can enhance the solubility and extraction 

yield of caffeine from biomass. Studies using mixtures of ILs and salts showed that the ions in 

aqueous solution, and not the initial ion pair, are the key factor behind the improvement in 

caffeine solubility and extraction yield. Moreover, the total caffeine content in SCG (0.74 wt%) 

can be extracted with aqueous solutions of ILs or salts at 0.75 M, at a solvent-liquid ratio of 1:10 

and at 25 °C. The obtained results demonstrate that aqueous solutions of adequate ILs or salts 

are promising alternative solvents for the extraction of caffeine or other value-added 

compounds from biomass, avoiding the use of volatile organic solvents, sophisticated 

equipment and/or high energetic inputs. To design sustainable processes other types of ILs, 

ideally natural-derived and biocompatible, should be chosen instead. In this line, and trying to 

overwhelm the need of the target compounds recovery and additional steps in the overall 

extraction/recovery process, an additional work on the use of aqueous solutions of AGB-ILs for 

the extraction of HMR from Norway spruce knots was developed (Chapter 3.2). The extraction 

yields obtained showed to be better than those achieved with traditional extraction methods 

and solvents; outstanding HMR extraction yields up to 9.46 wt% were obtained at 25 °C with an 

aqueous solution of 1.5 M of [(/іύїb/іϐ.ǊΣ ŀ ǎƻƭƛŘ-liquid ratio of 0.01, for 280 minutes of 

extraction. Furthermore, it was found that the antioxidant potential of IL aqueous solutions 

enriched in HMR are more promising than the recovered HMR-rich solid extracts, and that these 

solutions can be safely used in nutraceutical and cosmetic applications. These results support a 

new idea on the possibility of using directly the IL-HMR-extracts aqueous solutions without 

requiring an additional isolation/recovery step. 

Within the separations field, novel reversible pH- and temperature-driven ABS were 

identified and characterized. In Chapter 4 new reversible IL-based ABS are disclosed, with some 

examples of their applications in the separation of several biocompounds. In Chapter 4.1, pH-

driven IL-based ABS by playing with the ILs speciation behaviour were designed, i.e., changes 

between homogeneous (at acidic pH values) and biphasic (at alkaline pH values) regimes were 

found to occur in a wide range of pH values and compositions. The significant impact of pH was 

then used to explore these systems applicability in the separation of DNA from one of the major 

proteins present in human plasma, HSA. With the optimized systems it was simultaneously 

induced the precipitation of the protein (HSA) and the complete extraction of DNA to the IL-rich 

phase, which maintains its integrity at least up to 6 months of storage at the IL-rich phase. In the 
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following chapter, Chapter 4.2, temperature-switchable ABS composed of water-soluble 

ammonium-based ZIs and salts aqueous solutions were described. A shift from an UCST to a 

LCST behaviour was observed by increasing the ZIs alkyl side chains length (from N111C4S to 

N555C3S), evidencing a change on the type of dominant interactions in ZI-salt ABS with the ZI 

increasing alkyl chains. These thermoreversible systems showed be efficient for the separation 

of aromatic (╙-tryptophan) and aliphatic (glycine) amino acids.  

Reversible IL-based ABS were finally designed to act as integrated production-separation 

platforms (Chapter 5). In Chapter 5.1 it was shown the influence of pH to promote reversible 

ABS, and these systems feasibility to be used in the production and separation of HMF from 

fructose. HMF was produced from fructose at acidic pH, and then separated from the unreacted 

precursor by an increase in the pH and consequent formation of two-phase systems. In all 

investigated systems, HMF preferentially migrates to the IL-rich phase (EE҈ Ғ фн-96%), while 

fructose is enriched in the opposite layer (EE҈ Ғ пр-59%), allowing the separation of the two 

compounds. Chapter 5.2 is an additional example of production-separation platforms by the 

application of switchable ABS. The developed biocompatible thermoreversible ABS, formed by 

ZIs and PEG of different molecular weights, were applied in biocatalytic processes. The 

biocatalytic reaction involving laccase occurred in homogeneous media, and by temperature 

changes, the formation of two phases was induced allowing the complete separation of the 

enzyme from the product (oxidized ABTS) in a single-step. Furthermore, it was demonstrated 

that it is possible to maintain the enzymatic activity of laccase at least in 5 recyclability cycles, 

representing a step forward on the development of more sustainable production-separation 

processes. In summary, these two works on reversible systems have potential to be used as 

integrated platforms, in which reaction and separation steps can be carried out sequentially and 

allowing the IL and remaining solvents recyclability, taking by this way advantage of their 

switchable behaviour by the application of an external stimulus. 
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As future work and taking advantage of the results achieved and discussed above, it would 

be interesting to: 

¶ Conjugate two of the processes presented, i.e. solid-liquid extractions of value-added 

compounds from biomass using ILs aqueous solutions followed by their purification 

using IL-based ABS, including their use in centrifugal partition chromatography to 

appraise their feasibility at a large scale; 

¶ Use of aqueous solutions of ILs with ions displaying biological activities to extract 

value-added compounds from biomass with similar features, aiming at using directly 

IL-biomass-extracts with improved biological activities directed to nutraceutical and 

cosmetic applications; 

¶ Development of pH-dependent IL-based ABS ǘƘǊƻǳƎƘ /hіκb2 addition to design pH-

driven switchable systems, yet withƻǳǘ ŎƘŀƴƎŜǎ ƛƴ ǘƘŜƛǊ ǇƘŀǎŜǎΩ ŎƻƳǇƻǎƛǘƛƻƴǎΤ 

¶ Explore other applications of switchable IL-based ABS by taking advantage of the 

applied stimulus in order to develop other integrated production-separation 

processes; 

¶ Development of multi-responsive IL-based ABS by combining different stimulus in 

the same system, such as simultaneous pH- and temperature-driven phenomena. 

¶ Development of IL-based aqueous multiphasic systems to act as one-step separation 

platforms of complex mixtures.  
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A.1. Extraction of caffeine from spent coffee grounds using aqueous solutions 

of ionic liquids and salts  

Caffeine solubility 

Table A.1.1. Influence of the hydrotropes (ILs, salts and the mixture ILs + salts) concentration in the 

solubility of caffeine in aqueous solutions at 25 °C. 

 

 

Caffeine extraction 

Table A.1.2. Caffeine extraction yields with different aqueous solutions of ILs, salts, and their mixtures at 

different concentrations (T = 25 °C, t = 30 min) for a S/L ratio = 0.10. 

Extraction solution 
Caffeine extraction yields / (wt. %) 

1.00 M 0.75 M 0.50 M 0.25 M 

NaCl 0.56 ± 0.01 0.56 ± 0.01 0.56 ± 0.01 0.57 ± 0.02 

ώ/ј/ѕƛƳϐ/ƭ  0.64 ± 0.02 0.62 ± 0.03 0.60 ± 0.02 0.58 ± 0.03 

NaCl + ώ/ј/ѕƛƳϐώ¢ƻǎϐ 

(1:1 in a mole basis) 
0.69 ± 0.02 0.67 ± 0.02 0.66 ± 0.01 0.64 ± 0.03 

Na[Tos] + ώ/ј/ѕƛƳϐ/ƭ 

(1:1 in a mole basis) 
0.70 ± 0.01 0.69 ± 0.03 0.68 ± 0.02 0.66 ± 0.02 

ώ/ј/ѕƛƳϐώ¢ƻǎϐ 0.74 ± 0.03 0.72 ± 0.03 0.69 ± 0.03 0.65 ± 0.02 

Na[Tos] 0.74 ± 0.03 0.71 ± 0.01 0.70 ± 0.02 0.64 ± 0.03 

  

Aqueous solution 
Caffeine solubility / (g.L-1) 

0.25 M 0.50 M 0.75 M 1.00 M 

NaCl 19.2 ± 0.9 17.3 ± 1.2 15.0 ± 1.2 13.0 ± 1.2 

ώ/ј/ѕƛƳ]Cl 27.7 ± 2.2 29.5 ± 1.9 31.7 ± 0.9 32.8 ± 1.0 

NaCl + ώ/ј/ѕƛƳϐώ¢ƻǎϐ 

(1:1 in a mole basis) 
33.4 ± 1.0 37.0 ± 0.5 38.3 ± 0.9 40.3 ± 1.1 

Na[Tos] + ώ/ј/ѕƛƳϐ/ƭ 

(1:1 in a mole basis) 
32.9 ± 1.0 36.8 ± 1.1 38.5 ± 1.0 40.1 ± 0.5 

ώ/ј/ѕƛƳ][Tos] 44.6 ± 0.9 51.7 ± 2.3 53.5 ± 2.6 57.1 ± 0.9 

Na[Tos] 44.3 ± 1.2 50.7 ± 1.3 53.7 ± 0.8 58.5 ± 1.8 
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A.2. Extraction of 7-hydroxymatairesinol from Norway Spruce knots using 

aqueous solutions of ionic liquids 

Surface Response Methodology ς Experimental procedure  

Table A.2.1. 23 factorial planning. 

Experiment 1̝ 2̝ 3̝ 

1 -1 -1 -1 

2 1 -1 -1 

3 -1 1 -1 

4 1 1 -1 

5 -1 -1 1 

6 1 -1 1 

7 -1 1 1 

8 1 1 1 

9 -1.68 0 0 

10 1.68 0 0 

11 0 -1.68 0 

12 0 1.68 0 

13 0 0 -1.68 

14 0 0 1.68 

15 0 0 0 

16 0 0 0 

17 0 0 0 

18 0 0 0 

19 0 0 0 

20 0 0 0 

 

Table A.2.2. Coded levels of independents variables used in the first and second factorial planning. 

    Level 

Studied 

parameters 
Symbol 

Axial Factorial Central Factorial Axial 

-1.68 -1 0 1 1.68 

Concentration 

(M) 
C 0.2 0.6 1.1 1.7 2.0 

Extraction time 

(min) 
t 29 90 180 270 331 

Solid-liquid ratio Ratio S/L 0.01 0.05 0.10 0.15 0.19 
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HMR extraction 

Table A.2.3. HMR extraction yield from Norway spruce knots with different aqueous solutions of ILs (at 

1.5 M) and volatile solvents (T = 25 °C, t = 180 min) for a S/L ratio = 0.10 and for a S/L ratio = 0.02. Ratio 

of HMR2/ HMR1 for a S/L ratio = 0.10 or for a S/L ratio = 0.02.  

Solvents 
HMR Total Yield (wt%) Ratio HMR 2/1 

S/L ratio= 0.02  S/L ratio= 0.10  S/L ratio= 0.02  S/L ratio= 0.10  

Acetone    5.00 ± 0.20    0.94 ±  

Water    4.38 ± 0.25    1.12 ± 0.15 

ώ/ј/ѕƛƳϐώ¢ƻǎ] 6.86 ± 0.19 6.52 ± 0.24 1.65 ± 0.13 1.43 ± 0.28 

ώ/ј/ѕƛƳϐώ/ѕ/hіϐ 6.22 ± 0.17 5.83 ± 0.09 1.65 ± 0.10 1.60 ± 0.11 

ώ/ј/ѕƛƳϐ/ƭ 6.46 ± 0.02 5.52 ± 0.00 1.74 ± 0.02 1.55 ± 0.09 

ώ/ј/ѕƛƳϐ.Ǌ 7.37 ± 0.31 5.91 ± 0.09 1.41 ± 0.27 1.24 ± 0.06 

ώ/ѕtȅǊb/іϐ.Ǌ 5.49 ± 0.05 5.22 ± 0.14 1.57 ± 0.11 1.56 ± 0.04 

ώό/іύїb/іϐ.Ǌ 5.64 ± 0.07 5.30 ± 0.08 1.76 ± 0.02 1.68 ± 0.11 

ώό/їύїb/іϐ.Ǌ 5.82 ± 0.08 5.55 ± 0.20 1.84 ± 0.15 1.73 ± 0.04 

ώό/јύїb/іϐ.Ǌ 5.66 ± 0.27 5.11 ± 0.13 1.52 ± 0.18 1.53 ± 0.04 

 

 

Surface Response Methodology 

Table A.2.4. Experimental data and response surface predicted values of the factorial planning.  

Experimen

t 

t 

(min) 

C 

(M) 

 

Ratio 

S/L 

 

Experimental 

yield 

of HMR Total 

(wt%) 

Predicted yield 

of HMR Total 

(wt%) 

Relative 

deviation  

(%) 

1 331 1.1 0.10 8.04 7.56 -6.26 

2 270 0.6 0.05 6.43 6.55 1.91 

3 270 1.7 0.05 8.09 8.37 3.33 

4 270 0.6 0.15 5.41 5.72 5.42 

5 270 1.7 0.15 7.38 7.74 4.66 

6 180 0.2 0.10 3.96 3.84 -3.18 

7 180 2.0 0.10 7.47 7.10 -5.14 

8 180 1.1 0.01 8.53 8.44 -1.00 
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9 180 1.1 0.19 7.80 7.40 -5.44 

10 180 1.1 0.10 7.40 7.36 -0.56 

11 180 1.1 0.10 6.95 7.36 5.54 

12 180 1.1 0.10 7.40 7.36 -0.56 

13 180 1.1 0.10 7.47 7.36 -1.56 

14 180 1.1 0.10 7.50 7.36 -1.92 

15 180 1.1 0.10 7.34 7.36 0.24 

16 90 0.6 0.05 5.78 5.76 -0.29 

17 90 1.7 0.05 7.60 7.63 0.44 

18 90 0.6 0.15 5.08 5.15 1.26 

19 90 1.7 0.15 7.00 7.22 3.03 

20 30 1.1 0.10 6.48 6.47 -0.21 

 

 

Table A.2.5. Regression coefficients of the predicted second-order polynomial model for the HMR 

extraction yield obtained from the RSM, R2 = 0.954 and radj
 = 0.913. The statistical results obtained are in 

terms of the coded values of the factors.  

  
Regression 

coefficients 

Standard 

deviation 
t-student (10) P-value 

Interception  7.359 0.136 53.970 <0.05 

Time 0.326 0.091 3.607 <0.05 

Concentration 0.971 0.091 10.727 <0.05 

Solid-liquid ratio -0.311 0.091 -3.439 <0.05 

Time2 -0.122 0.088 -1.381 0.197 

Concentration2 -0.668 0.088 -7.576 <0.05 

Solid-liquid ratio2  0.199 0.088 2.258 <0.05 

Time ³ Concentration -0.014 0.118 -0.119 0.907 

Time ³ Solid-liquid ratio  -0.054 0.118 -0.458 0.657 

Solid-liquid ratio ³ Concentration  0.050 0.118 0.421 0.682 
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Table A.2.6. ANOVA data for the extraction of HMR obtained from the RSM design. 

 Sum of squares Degrees of freedom Mean square F-value P-value 

Regression 23.20926 9 2.578807 23.07013 0.000015 

Residuals 1.11781 10 0.111781   

Total 24.32708     

 

 

Figure A.2.1. Pareto chart for the standardized main effects (positive (yellow) and negative (green)) in 

the factorial planning for the HMR extraction. The vertical line indicates the statistical significance of the 

effects. 

 

 

Figure A.2.2. Observed values vs Predicted values. 
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Figure A.2.3. Distribution of residuals.  

Table A.2.7. Predicted yield of HMR total (wt%) using an IL concentration at 1.5 M and a solid-liquid 

ratio of 0.01 at different extractions times. 

 

t (min) predicted yield of HMR total (wt%) 

220 8.94 

240 9.00 

260 9.04 

280 9.10 

300 9.11 

320 9.13 

340 9.13 

 

Recyclability of the biomass 

 

Figure A.2.4. Results on the use of new ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴǎ ƻŦ ώό/іύїb/іϐ.Ǌ ŀǘ мΦр a ŦƻǊ о ǎǳŎŎŜǎǎƛǾŜ 

extractions of the same biomass sample, at the optimized operational conditions (solid-liquid ratio of 

0.1 or 0.01 during 280 min and at 25 °C). (A) HMR total extraction yield and (B) concentration obtained 

during the biomass recyclability studies. (green bars) 1st cycle, (purple bars) 2nd cycle and (blue bars)  

3rd cycle.  
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Table A.2.8. HMR total extraction yield and concentration obtained during the biomass 

recyclability studies.  

 HMR Total Yield (wt%) [HMR Total] (g·L-1) 

 S/L ratio = 0.01 S/L ratio = 0.10  S/L ratio = 0.01 S/L ratio = 0.10  

1st Cycle 9.46 7.59 0.97 7.93 

2nd Cycle 1.01 3.00 0.10 3.13 

3rd Cycle 0.00 0.30 0.00 0.30 

4th Cycle 0.00 0.00 0.00 0.00 

 

 

 
Figure A.2.5. Iaw ŜȄǘǊŀŎǘƛƻƴ ȅƛŜƭŘ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ǊŜǳǎŀōƛƭƛǘȅ ƻŦ ǘƘŜ ŀǉǳŜƻǳǎ ǎƻƭǳǘƛƻƴ ƻŦ ώό/іύїb/іϐ.Ǌ ŀǘ 

1.5 M. This solution was used for 6 successive extractions at the optimized operational conditions (solid-

liquid ratio of 0.1 for 280 min and at 25 °C) using new biomass samples in each cycle. 

 

 

Figure A.2.6. HPLC-DAD chromatograms of the HMR extract in aqueous solutions of IL (___) and 

precipitated HMR (_ _). 
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Antioxidant activity assays 

Table A.2.9. Antioxidant activity of the different HMR extracts. 

Type of extract Time (h) µg AAEƙmgҍ1 of extract 

Soxhlet Extract  0.5 21.61 ± 3.57 

1.5 20.32 ± 3.04 

2 19.47 ± 3.02 

IL+Extract  0.5 21.82 ± 6.97 

1.5 19.51 ± 6.54 

2 18.97 ± 6.89 

Precipitated Extract  0.5 2.56 ± 0.61 

1.5 2.20 ± 0.4 

2 2.25 ± 0.51 

 

Analysis of the scale-up potential of the proposed process 

To appraise the extraction process scale-up viability, the following equation was used:  

 

Ὑ ὅ Ό Ό ὠ Ό ὶ ‏ ‍                   (Eq. A.2.1)1 

 

This equation was proposed by Passos et al.2 as a simplified model that relates the return (R) 

associated to the extraction of a particular value-added compound when ILs are used as 

extraction solvents. In Eq. (A.2.1) the return per kg of treated biomass is equal to the gain, 

defined by the extracted concentration of the target compound in the biomass (Cprod), times its 

price per ƪƎ όϵprod), minus the cost associated to ǘƘŜ ōƛƻƳŀǎǎ όϵbiom), and the extraction process 

that we assume to be proportional to the cost of the IL lost in each kg of biomass treated. The 

cost of the IL lost in the process is given by the volume of the IL needed to treat one kg of biomass 

(VILύΣ ǘƛƳŜǎ ƛǘǎ ǇǊƛŎŜ ǇŜǊ ƪƎ όϵIL), times the ratio of IL lost during the recycling approach (rIL lost), 

that in our case is of 100% because we do not pretend to recycle the IL. The factor ‏ represents 

the proportional costs of the process, and the non-ǇǊƻǇƻǊǘƛƻƴŀƭ Ŏƻƴǎǘŀƴǘ ʲ ǊŜǇǊŜǎŜƴǘǎ ƻǘƘŜǊ 

constant costs. Through the application of Eq (A.2.1) it is possible to understand which variables 

display the most relevant impact on the return of a given process.1  

In the developed process, taking in account a solidςliquid ratio of 1:10 and an IL 

concentration of 1.5 M, and that the solution will be reused five times until saturation, 0.8 kg of 

IL·kgbiomass
-1 ŀǊŜ ƴŜŜŘŜŘΣ ǿƛǘƘ ŀƴ L[ ǇǊƛŎŜ ƻŦ ммл ϵ kg-1 (small scale) and without the recovery of 
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the IL (rIL lost = 100%). In Figure A.2.7A it is possible to see a linear relationship between the 

return and the production cost if a negligible cost of the biomass is assumed ($biom = 0). Thus, 

as it is possible to obtain a high concentration of the target compound (37 wt% of HMR), the 

cost of the ILs is the main factor responsible for the final product cost, mainly because we do 

not aim the IL recycling. Therefore, for this process to become economically viable it is necessary 

to employ ILs with a cost lower than 11 ϵ ƪƎ-1 (Figure A.2.7B), which is perfectly achievable if the 

process is scaled-up and industrial reagents are acquired,2, 3 instead of using those available at a 

lab-scale.  

Figure A.2.7. Return obtained for each kg of treated biomass as a function of the IL cost, (A) IL price of 

ммл ϵ·kg-1 (B) L[ ǇǊƛŎŜ ƻŦ мм ϵ·kg-1.  

References 

1. H. Passos, M. G. Freire and J. A. P. Coutinho, Green Chem., 2014, 16, 4786-4815. 

2. Merckmillipore, http://www.merckmillipore.com/DE/en/product/, (accessed March 2017). 

3. Alibaba, https://www.alibaba.com, (accessed March 2017). 

 





Extraction from biomass using IL aqueous solutions ς Appendix A  

 
 

APPENDIX B





Reversible IL-based ABS - Appendix B 

149 
 

B.1. pH-responsive aqueous biphasic systems formed by ionic liquids and 

polymers 

Determination of the ABS phase diagrams and tie-lines (TLs) 

Table B.1.1. Experimental weight fraction data for the systems composed of PPG 400 (1) + [Ch]Cl (2) + 

H2O (3) at 25 °C and atmospheric pressure. 

ǇI Ғ с ǇI Ғ р ǇI Ғ п ǇI Ғ о 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

59.7532 4.1395 52.8723 5.5387 52.7824 5.9084 58.3564 5.3205 

49.4185 5.3248 46.4150 6.4181 42.9307 7.1386 49.2396 6.3663 

35.8966 6.9097 40.7974 7.1892 39.2582 7.7223 40.4128 7.3836 

32.4552 7.4524 36.8239 7.6400 36.4770 7.9673 31.6416 9.6679 

29.6019 8.2317 33.6122 8.3820 34.5635 8.3681 28.8933 10.3231 

26.7506 9.4906 27.6148 10.3735 31.2450 9.3932 27.0617 11.0236 

24.4788 10.5980 25.7613 10.9259 28.4750 10.1740 25.6632 11.8768 

18.4968 13.3364 23.7786 11.8542 26.2602 11.1482 21.7211 13.9509 

17.5558 14.0857 22.2997 12.6928 24.6853 12.1823 20.4996 14.8983 

16.6818 14.8366 20.9626 13.5935 23.0535 13.0662 19.2025 15.8738 

15.5831 15.9160 19.8542 14.4509 21.8673 13.7015 18.0334 16.3081 

14.8640 16.7543 18.5097 15.7845 20.4640 14.8041 17.1847 17.2285 

14.3194 17.0226 17.1164 16.7403 19.3719 15.2737 16.0937 18.0482 

13.6968 17.6815 15.8749 17.9693 18.2690 16.1415 15.5562 18.3674 

13.2829 18.1224 15.1095 18.6685 15.6427 17.4720 15.0386 18.9172 

12.8191 18.3980 14.1274 19.8070 14.3531 19.0349 14.5618 19.4484 

12.4294 18.8661 13.1325 20.6890 13.3947 19.9554 14.0055 20.0191 

0.0000 0.0000 12.2130 21.6637 12.6118 20.9712 13.5096 20.3838 

11.6097 19.9104 11.5915 22.4241 11.9627 21.6976 13.1025 20.7967 

11.1937 20.2424 10.7515 23.4144 11.4323 22.2675 12.5953 21.3281 

10.7458 20.7799 10.0731 24.4786 10.8227 23.0596 12.0384 21.8452 

10.4340 21.0027    10.2984 23.7361 11.6476 22.2494 

10.0677 21.4114       11.1255 22.9989 

9.6171 22.0911       10.6908 23.6781 

9.3013 22.5695       10.2762 24.0234 

8.9851 22.9893       9.9460 24.4708 

8.6572 23.3424       9.5722 25.0197 

8.3524 23.6269          

8.0836 24.0514          

7.7731 24.3902             
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Table B.1.2. Experimental weight fraction data for the systems composed of PPG 400 (1) + IL (2) + H2O 

(3) at 25 °C and atmospheric pressure. 

[Ch]Cl [Ch]ώ/ѕ/hіϐ 

ǇI Ғ н ǇI Ғ м ǇI Ғ ф 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

46.7755 6.9008 57.0021 5.8068 62.2434 2.5662 

40.8679 7.2435 48.8889 6.4576 53.3027 3.6444 

34.6006 8.5195 43.0007 7.1546 45.0223 4.2765 

32.1922 9.0772 39.2462 8.0611 40.2374 4.8220 

30.1997 9.7495 24.0966 13.6377 35.7533 5.5826 

28.5268 10.7455 22.9697 13.9400 32.3194 5.9866 

26.2866 11.6911 21.5344 14.6861 30.3054 6.3806 

24.4148 12.5483 20.0900 15.3788 28.0351 6.8690 

22.6845 13.6216 19.2542 15.9541 23.8764 7.8872 

21.0476 14.9172 18.2562 16.6517 22.4079 8.4851 

19.0809 16.3731 17.3228 16.9136 20.7062 9.2137 

17.5593 17.5620 16.2446 17.9112 19.2778 9.9999 

16.2876 18.5948 15.2223 18.6531 16.0776 11.1828 

15.5805 19.4104 14.2998 19.7305 15.4904 11.4911 

14.8130 20.2956 13.5687 20.5798 14.9912 11.8453 

14.0085 21.2632 12.8833 20.8624 14.4345 12.3824 

13.4975 21.8212 12.5215 21.2633 13.8961 12.6638 

12.9722 22.3954 12.0080 21.8916 13.3943 12.9397 

    12.9830 13.4865 

    12.4644 13.9071 

    12.0131 14.2372 

    11.6145 14.5842 

    11.1326 14.8984 

    10.8677 15.1538 

    10.5030 15.5629 

    10.1721 15.9009 

    9.8193 16.2896 

    9.4237 16.6121 

    8.9030 17.6248 

    8.6957 18.0559 
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Table B.1.3. Experimental weight fraction data for the systems composed of PPG 400 (1) + [Ch][Cѕ/hіϐ 

(2) + H2O (3) at 25 °C and atmospheric pressure. 

ǇI Ғ у ǇI Ғ т ǇI Ғ с ǇI Ғ р 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

54.6031 5.0394 56.4943 6.8460 48.0396 9.5022 54.1295 9.8833 

48.8655 6.0096 51.4596 7.7135 46.2564 9.9356 51.0816 11.6533 

29.9665 11.8524 47.5712 8.3634 44.6495 10.7930 49.3503 13.3356 

27.9906 12.7336 44.6179 9.2990 43.3274 11.0511 46.2413 14.5185 

26.6476 13.4651 34.2213 10.9544 40.6562 11.9750 42.4865 18.0246 

24.7729 13.9703 32.3083 11.2973 39.1273 12.7216 39.4951 20.9362 

23.3359 14.6873 30.9894 11.7560 37.7614 13.7091   

22.0874 15.1576 29.4847 12.0318 36.7350 14.0281   

20.6967 15.8834 28.5021 12.4839 35.3484 14.8988   

19.4767 16.8004 27.5649 12.9219 34.5000 15.2042   

18.2613 17.3891 26.6191 13.4923 33.2758 16.0089   

17.3460 17.8304 25.0059 14.1441 31.7019 16.4039   

16.3928 18.4987     30.5723 17.4661   

15.5605 19.0674     28.6270 18.7499   

14.8769 19.3999     26.9100 19.9894   

      25.2884 21.4396   

      23.5715 23.2259   

      22.2588 24.7318   

      20.9626 25.8128   

      19.6128 27.7123   

      18.3490 29.6039   

      17.0761 31.8186   

        15.6422 34.9359     

 

Table B.1.4. Experimental weight fraction data for the systems composed of PPG 400 (1) + 

[Ch]ώ/і/hіϐ (2) + H2O (3) at 25 °C and atmospheric pressure. 

ǇI Ғ у ǇI Ғ т ǇI Ғ с ǇI Ғ р 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

44.5952 5.7175 56.4943 6.8460 55.5307 8.2453 61.4200 8.8946 

41.3783 6.1279 51.4596 7.7135 51.6542 9.3539 56.8397 11.2466 

34.4822 6.8389 47.5712 8.3634 49.8029 10.3037 52.4439 12.9165 

32.4571 7.1200 44.6179 9.2990 46.8573 11.2386 50.1136 13.6458 

31.1750 7.4391 34.2213 10.9544 44.4757 11.7993 47.5044 15.5158 

27.6950 8.6203 32.3083 11.2973 42.6258 12.5584 45.3968 17.0625 

26.3713 8.9673 30.9894 11.7560 40.6863 13.2181    

24.7850 9.7275 29.4847 12.0318 35.6820 14.9487    

23.1773 10.0498 28.5021 12.4839 34.2739 15.3597    

21.9820 10.7785 27.5649 12.9219 32.6688 16.1998    

20.5827 11.3181 26.6191 13.4923 31.3793 16.3884    
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19.3680 11.6819 25.0059 14.1441 30.4884 16.8421    

18.4598 12.2914 23.9300 14.7874 29.8749 17.5404    

17.2735 12.6296 22.7203 15.4359 29.0650 17.8387    

16.5801 13.1291 21.4602 16.4649 27.9969 18.9169    

15.7179 13.7294 20.0449 17.4179 27.0550 19.7528    

14.8602 14.4935 18.7946 18.1425 26.0586 20.4862    

13.9646 15.0787 17.4092 19.0483      

13.3363 15.3438 16.6174 19.6840      

12.6596 15.9378 15.7684 20.4511      

12.1134 16.4191 14.8904 21.1748      

11.4332 17.1174 14.1233 21.8795      

11.0200 17.5610 13.3370 22.9640      

10.4604 18.1920 12.5012 23.9935      

9.9837 18.6085 11.6981 25.2076      

9.5463 19.0402 10.7417 27.0962      

9.1016 19.5564             

 
Table B.1.5. Experimental weight fraction data for the systems composed of PPG 400 (1) +[Ch][Lac] 

(2) + H2O (3) at 25 °C and atmospheric pressure. 

ǇI Ғ т ǇI Ғ с ǇI Ғ р ǇI Ғ п 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

56.9575 3.5283 58.7605 4.7414 46.7239 9.1828 54.8035 11.3515 

35.5059 6.2014 56.0807 5.4008 44.6863 9.9975 50.4094 14.4250 

33.0561 6.6436 53.6867 5.8983 43.2509 10.3578 46.9767 16.8815 

30.0739 7.6275 50.0782 6.3409 41.5848 10.9828 44.1931 18.7172 

26.6982 8.4305 48.2521 6.8630 35.2355 13.0357 41.5404 20.4667 

23.8971 9.0050 45.0155 7.5570 33.2873 13.9893 38.7645 22.5816 

22.0381 9.5716 42.3031 8.0129 31.2925 14.8492 35.8946 25.0858 

20.4718 10.5160 39.8886 8.3647 29.7590 15.5212 33.5717 27.1607 

19.1057 11.3305 38.5278 8.7424 27.9996 16.3845 31.7752 28.8225 

17.6568 12.1084 37.3275 9.1039 25.9459 17.6506    

16.4701 12.6995 36.1461 9.4873 24.4075 18.4441    

15.6712 13.0326 34.2409 9.8379 21.0115 21.2016    

14.9078 13.5705 32.7047 10.2688 19.8296 21.9969    

14.1921 14.1030 31.0008 10.7548 18.5687 22.7285    

13.5151 14.5670 28.7951 11.5977 17.4251 23.7080    

13.0089 15.0409 26.8138 12.5599 16.2915 24.7439    

12.3006 15.5938 25.0422 13.3312 15.6619 25.4254    

11.7019 15.9777 23.3603 14.0865 14.7127 26.3039    

11.1916 16.5126 22.2641 14.9301 13.5136 27.6597    

10.7446 16.9131 20.9622 15.7390 12.6090 28.8469    

10.3590 17.2277 19.7527 16.4743 11.6030 30.3170    

9.9392 17.6969 18.5438 17.4251 10.9748 32.0263    

9.5100 18.0761 17.2843 18.1701 10.1309 33.1935    



Reversible IL-based ABS - Appendix B 

153 
 

  16.2173 18.8301 9.2899 34.5470    

  15.4649 19.4988      

  14.5479 20.1697      

  13.6239 20.9971      

  12.8825 21.5915      

  12.1359 22.6195      

  11.1002 23.4026      

  10.3702 24.4070      

  9.6582 25.0032      

    8.7701 26.0296         

 

Table B.1.6. Experimental weight fraction data for the systems composed of PPG 400 (1) + [Ch][Gly] 

(2) + H2O (3) at 25 °C and atmospheric pressure. 

ǇI Ғ т ǇI Ғ с ǇI Ғ п 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

62.9671 3.1708 59.7877 4.9948 57.8111 6.7937 

51.3010 4.0717 51.4078 5.9067 51.0564 8.0817 

43.8295 5.1693 46.3200 6.6792 47.5512 9.0382 

36.9375 5.7690 42.8885 7.3476 44.5361 10.0949 

28.0324 7.2200 39.8920 7.9482 41.6892 10.8792 

25.7823 7.6551 37.0065 8.4363 39.8818 11.7668 

24.0925 8.1523 34.5014 8.8010 37.6512 12.2464 

22.4759 9.0019 32.6456 9.3662 34.0591 13.6205 

20.8381 9.6107 30.6550 9.6897 31.3547 14.6370 

19.3942 10.3030 28.7295 10.7020 28.8978 15.6352 

18.1418 11.0393 26.4707 11.4722 27.6539 15.9857 

16.9162 11.7583 24.7902 12.0716 25.8482 16.8336 

15.9441 12.3304 23.6134 13.3213 23.9382 18.1751 

15.0238 12.7526 22.2632 13.7163 22.4799 19.2959 

14.2388 13.4776 20.5797 15.4497 20.7106 20.5423 

13.5185 13.7305 19.3834 15.9492 19.2389 21.3595 

12.8304 14.3680 18.1396 17.0536 17.9515 22.7080 

12.1284 14.8950 16.7612 17.7890 16.6972 23.6229 

11.4602 15.6133 16.0667 18.3390 15.4629 24.7914 

10.8353 16.0448 15.0440 19.5769 14.4042 26.0293 

10.2723 16.6132 13.9212 20.1407 13.3780 27.3638 

9.6447 17.1678 12.4944 22.3703 12.4233 28.5322 

  11.5647 23.1238 11.2612 30.4304 

  10.8146 23.7316 10.3707 31.4536 

    9.9253 24.4484     
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Figure B.1.1. Evaluation of the pH effect in the ternary phase diagrams, at 25 °C and atmospheric pressure, ŎƻƳǇƻǎŜŘ ƻŦ ttD плл Ҍ ǿŀǘŜǊ Ҍ L[ ŀǘ ǇI Ғ ф όÉύΣ ǇI Ғ у όƵ), 

ǇI Ғ т όÂύΣ ǇI Ғ с ό¸ύΣ ǇI Ғ р όƶύΣ ǇI Ғ п όëύΣ ǇI Ғ о όñύΣ ǇI Ғ н όÏ) and ǇI Ғ м όÄ). ILs: (A) [Ch]Cl, (B) ώ/Ƙϐώ/ѕ/hіϐΣ (C) ώ/Ƙϐώ/і/hіϐΣ (D) [Ch][Lac] and (E) [Ch][Gly]. 
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Table B.1.7. Identification of the systems able (V) or not able (U) to form two-phase systems as a 

function of the pH, at 25 °C and atmospheric pressure. 

pH 9 8 7 6 5 4 3 2 1 

[Ch]Cl     V V V V V 

[Ch][Cѕ/hіϐ V V V V V U U U U 

[Ch][Gly]   V V  V U U U 

[Ch][Lac]   V V V V U U U 

ώ/Ƙϐώ/і/hіϐ  V V V V U U U U 

 

 

Separation of HSA and DNA  

Table B.1.8. Extraction efficiency to the IL-rich phase and yield of DNA and HSA. 

    DNA HSA 

IL pH. EE% Y% EE% Y% 

[C
h
][
G

ly
] 7 98.56 ± 0.08 98.29 ± 1.00 95.00 ± 0.50 40.00 ± 8.00 

6 99.28 ± 0.11 99.16 ± 1.73 91.18 ± 1.34 40.00 ± 7.87 

5 98.91 ± 0.17 101.46 ± 1.78 87.03 ± 2.00 43.96 ± 5.00 

4 95.65 ± 0.84 98.00 ± 4.89 30.94 ± 4.00 62.00 ± 5.00 

                 

[C
h
]ώ
/
і
/
h
і
ϐ

 

8 98.78 ± 0.17 96.43 ± 6.49 97.00 ± 5.00 100.00 ± 2.00 

7 98.13 ± 0.21 100.41 ± 5.14 96.42 ± 5.00 100.00 ± 2.00 

6 95.20 ± 0.62 94.03 ± 0.43 95.03 ± 4.98 100.00 ± 3.84 

5 90.00 ± 0.48 95.00 ± 6.21 56.59 ± 4.46 100.00 ± 4.49 

                 

[C
h
]ώ
/
ѕ
/
h
і
ϐ

 9 98.56 ± 0.12 105.00 ± 8.00 99.61 ± 0.06 106.32 ± 8.41 

8 98.00 ± 1.09 100.00 ± 6.04 95.00 ± 0.10 104.48 ± 4.17 

7 98.78 ± 0.06 104.00 ± 3.63 97.93 ± 0.05 105.00 ± 2.37 

6 98.67 ± 0.01 98.00 ± 2.00 96.79 ± 0.54 105.00 ± 8.00 

5 93.32 ± 0.09 104.21 ± 7.02 59.66 ± 1.00 100.00 ± 2.00 

                 

[C
h
][
C

l] 

6 100.00 ± 0.09 100.00 ± 1.50 100.00 ± 1.00 86.00 ± 2.00 

5 99.81 ± 0.02 104.33 ± 0.30 100.00 ± 0.99 84.31 ± 1.97 

4 99.80 ± 0.02 103.42 ± 1.39 100.00 ± 0.87 70.20 ± 6.23 

3 99.83 ± 0.02 100.46 ± 0.52 100.00 ± 1.01 45.00 ± 8.00 

2 99.81 ± 0.01 105.52 ± 0.74 100.00 ± 1.32 33.28 ± 7.00 

1 99.95 ± 0.05 34.46 ± 5.00 100.00 ± 0.88 17.35 ± 7.00 
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Table B.1.9. Identification of the ABS with precipitation (V) or not (U) of HSA and DNA at different pH 

values. 

pH 
DNA HSA 

[Ch][Gly] ώ/Ƙϐώ/і/hіϐ ώ/Ƙϐώ/ѕ/hіϐ [Ch][Cl] [Ch][Gly] ώ/Ƙϐώ/і/hіϐ ώ/Ƙϐώ/ѕ/hіϐ [Ch][Cl]   

1 --- --- --- V --- --- --- V 

2 --- --- --- U --- --- --- V 

3 --- --- --- U --- --- --- V 

4 U --- --- U V --- --- V 

5 U U U U V U U V 

6 U U U U V U U --- 

7 U U U --- V U U --- 

8 --- U U --- --- U U --- 

9 --- --- U --- --- --- U --- 

 

 

Purification of DNA using [Ch][Gly]-based ABS  

 

Figure B.1.2. DNA extraction efficiency to the IL-rich phase (EE%, bars) and HSA yield (Y%, symbols) in 

ABS composed of [Ch][Gly] at different pH values. DNA:HAS mole ratios: (orange) 1:1, (green) 1:2, 

(blue) 1:3, (yellow) 1:4 and (purple) 1:5.  
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Table B.1.10. Extraction efficiency of DNA to the IL-rich phase and respective yeild in the ABS formed 

by [Ch][Gly] at different pH values.  

pH 

Y%   EE% 

ADN:HSA ratio (w/w) ADN:HSA ratio (w/w) 

όмΥмύ όмΥнύ όмΥоύ όмΥпύ όмΥрύ όмΥмύ όмΥнύ όмΥоύ όмΥпύ όмΥрύ 

4 94.10 71.00 101.90 105.50 104.60 90.60 94.70 96.30 92.20 93.80 

5 103.00 86.00 79.50 72.50 62.50 86.70 85.90 73.70 81.00 78.50 

6 97.00 101.70 100.50 101.80 104.60 85.90 84.40 88.60 90.10 90.30 

7 94.10 85.50 78.60 78.00 74.90 79.20 81.90 88.50 84.70 87.60 

 

 

Table B.1.11. Identification of the systems with precipitation (V) or not (U) of HSA in ABS formed by 

[Ch][Gly] at different pH values. 

pH 
DNA: HSA weight ratio 

(1:1) (1:2) (1:3) (1:4) (1:5) 

7 U U U U U 

6 U V V V V 

5 V V V V v 

4 V V V v V 

 

 

 

Figure B.1.3. Circular dichroism (CD) spectra of standard DNA and DNA recovered from the bottom 

phase of [Ch][Gly]-based ABS at different pH values: (A) after extraction and immediate recovery; (B) 

after storage for six months at room temperature (ca. 25 °C) and recovery. All CD spectra were 

recorded in PBS (0.01 M, pH 7.2).  
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B.2. Temperature-responsive aqueous biphasic systems composed of 

ammonium-based zwitterions and salts 

NMR spectrum data of the synthesized ZIs: 

N555C3S: ɻH (400 MHz; D2O; ɻ /ppm relative to TMS): 0.77 (9H, t, J =7.00), 1.22 (12H), 1.52 

(6H), 2.01 (2H), 2.83 (2H, t, J =7.00), 3.10 (6H), 3.25 (2H). Elemental analysis (%) for C18H39NO3S: 

Found: C, 61.37; H, 11.67; N, 3.76; C/N, 16.32. Calculated: C, 61.85; H, 11.25; N, 4.01; C/N, 

15.42. 

N333C3S: ɻH (400 MHz; D2O; ɻ /ppm relative to TMS): 0.83 (9H, t, J =7.30), 1.55 (6H), 1.98 

(2H), 2.83 (2H t, J =7.00), 3.06 (6H), 3.26 (2H). Elemental analysis (%) for C12H27NO3S: Found: 

C,53.22; H, 10.50; N, 44.89; C/N, 10.89. Calculated: C, 54.31; H, 10.25; N, 45.28; C/N, 10.29. 

N222C3S: ɻH (400 MHz; D2O; ɻ /ppm relative to TMS): 1.16 (9H, t, J =7.30), 2.01 (2H), 2.86 

(2H t, J =7.10), 3.22 (8H). Elemental analysis (%) for C9H21NO3S: Found: C, 47.77; H, 9.55; N, 

5.92; C/N, 8.07. Calculated: C, 48.4; H, 9.48; N, 6.27; C/N, 7.72. 

N111C3S: ɻH (400 MHz; D2O; ɻ /ppm relative to TMS): 2.12 (2H), 2.86 (2H, t, J =7.30), 3.03 

(9H), 3.37 (2H). Elemental analysis (%) for C6H15NO3S: Found: C, 39.60; H, 8.51; N, 7.38; C/N, 

5.36. Calculated: C, 39.76; H, 8.34; N, 7.73; C/N, 5.14. 

N111C4S: ɻ H (400 MHz; D2O; ɻ /ppm relative to TMS): 1.68 (2H), 1.82 (2H), 2.85 (2H, t, J 

=7.30), 3.00 (9H), 3.25 (2H). Elemental analysis (%) for C7H17NO3S: Found: C, 41.19; H, 8.93; 

N,6.48; C/N, 6.35. Calculated: C, 39.42; H, 8.98; N, 6.57; C/N, 6.00. 

 

Table B.2.1. Thermal properties of the synthesised ZIs: Tm ς melting temperature. Td ς 

decomposition temperature. 

ZI Tm (°C) Td (°C) 

N555C3S 170 268 

N333C3S 228 282 

N222C3S 186 300 

N111C3S 195 368 

N111C4S 185 353 
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Determination of the ABS phase diagrams 

Table B.2.2. Experimental weight fraction data for the systems composed of N555C3S (1) + salt (2) + 

H2O (3) at 25 °C and atmospheric pressure. 

K3PO4 KH2PO4 K2HPO4 K2CO3 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

53.89 0.78 67.81 1.04 68.61 0.84 33.17 3.57 

50.06 1.44 62.93 1.34 60.23 1.07 10.29 7.12 

46.98 1.54 59.87 1.63 53.44 1.24 8.12 8.19 

43.93 2.42 56.28 1.89 50.56 1.46 5.77 9.29 

27.24 4.60 53.97 2.12 49.73 1.46 5.57 9.69 

24.89 5.07 51.63 2.35 47.02 1.78 3.89 10.51 

23.96 5.22 48.72 2.91 43.46 2.11 2.52 11.47 

23.17 5.40 46.08 3.44 28.01 5.02 2.03 11.81 

22.54 5.59 43.79 3.79 26.22 5.27 1.66 12.78 

21.68 5.69 41.73 4.14 23.99 5.78 1.22 14.71 

20.90 5.73 39.02 4.71 22.36 6.11   

20.13 5.89 36.56 5.24 21.12 6.40   

19.45 6.02 33.90 5.89 20.44 6.58   

19.00 6.21 31.37 6.54 18.77 6.88   

18.40 6.33 27.78 7.46 17.34 7.28   

17.77 6.41 25.33 8.17 16.68 7.49   

17.65 6.03 23.05 8.82 15.60 7.84   

16.94 6.69 21.31 9.35 14.69 8.10   

14.60 6.78 20.54 9.56 13.70 8.45   

13.33 7.12 19.71 9.78 12.82 8.76   

12.56 7.36 16.88 10.81 12.16 8.96   

11.75 7.66     11.35 9.30   

10.87 7.96     10.51 9.68   

8.74 8.75     9.83 9.98   

7.86 9.14     9.17 10.30   

6.92 9.47     8.79 10.44   

6.25 9.87     8.13 10.72   

5.74 10.10     7.40 11.20   

5.51 10.32     6.83 11.57   

4.95 10.57     6.14 12.07   

4.38 11.07       

3.00 12.95       

2.28 13.93       

2.06 15.70       

 



ILs in separation processes 

 

160 
 

Table B.2.3. Experimental weight fraction data for the systems composed of N555C3S (1) + salt (2) + 

H2O (3) at 25 °C and atmospheric pressure. 

K3C6H5O7 Na3C6H5O7 NaH2PO4 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

70.74 1.56 41.18 3.64 63.44 1.15 17.45 9.08 

57.13 2.56 36.36 4.09 60.18 1.58 17.00 9.20 

50.14 3.33 33.49 4.58 55.37 1.95 16.44 9.39 

45.04 3.91 31.09 5.02 51.56 2.26 15.98 9.55 

41.57 4.43 28.19 5.87 49.12 2.61 15.50 9.72 

38.63 4.91 26.46 6.24 46.57 2.85 14.99 9.93 

36.13 5.29 25.06 6.44 44.78 3.10 14.58 10.07 

34.23 5.75 23.11 7.03 43.00 3.34 14.20 10.20 

32.66 6.18 19.61 7.82 41.18 3.62 13.84 10.33 

31.15 6.57 18.42 8.17 39.66 3.80 13.49 10.46 

29.64 6.86 17.26 8.57 37.78 4.23 13.18 10.57 

28.49 7.16 16.27 8.90 36.54 4.43 12.87 10.69 

21.03 8.83 15.44 9.16 34.94 4.77 12.59 10.81 

18.33 9.58 14.48 9.53 34.14 4.93 12.24 10.96 

15.96 10.32 13.80 9.75 32.61 5.27 11.83 11.17 

15.21 10.62 12.99 10.08 31.78 5.43 11.44 11.36 

13.88 11.06 12.08 10.51 30.47 5.75 11.04 11.57 

12.86 11.62 11.33 10.77 29.62 5.90 10.68 11.76 

11.12 12.40 10.75 11.05 28.43 6.19 10.18 12.03 

9.55 13.19 10.09 11.34 27.32 6.45 9.76 12.28 

8.97 13.91 9.43 11.74 26.23 6.70   

8.11 14.83 8.33 12.40 24.97 7.02   

4.65 17.27 7.38 12.99 24.17 7.21   

3.21 18.99 6.05 14.18 23.17 7.52   

2.66 20.15 2.93 15.91 22.47 7.69   

2.54 19.26 2.44 19.32 21.81 7.84   

2.32 20.56    20.98 8.11   

1.97 21.47    20.38 8.25   

1.57 23.56    19.62 8.48   

1.50 22.61    19.09 8.61   

1.38 24.45     18.47 8.79     

0.77 26.97    17.87 8.99   
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Table B.2.4. Experimental weight fraction data for the systems composed of N333C3S (1) + salt (2) + 

H2O (3) at 25 °C and atmospheric pressure. 

K3PO4 K2HPO4 K2CO3 K3C6H5O7 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

57.59 0.96 55.23 1.07 44.91 4.17 64.88 3.11 

48.70 1.48 47.42 1.85 38.43 6.55 59.52 4.15 

44.69 2.79 40.25 3.50 33.73 8.24 52.93 6.45 

40.40 3.75 36.85 4.20 30.12 9.72 47.74 8.18 

37.77 4.38 36.13 4.44 26.89 11.08 43.36 10.76 

34.92 5.11 35.20 4.74 20.66 13.26 41.09 12.02 

33.14 5.99 34.69 4.93 19.04 14.29 38.79 13.34 

31.60 6.81 33.78 5.24 15.68 15.77 34.79 16.13 

29.53 7.33 33.14 5.48 14.79 16.27 32.14 17.98 

28.34 7.88 32.47 5.76 14.06 16.55 29.95 19.52 

27.24 8.29 31.70 6.10 13.33 16.94 27.62 21.24 

26.29 8.80 30.73 6.49 12.68 17.13 25.42 22.97 

24.88 9.78 29.68 6.92 12.09 17.43 22.80 24.99 

24.02 10.15 28.92 7.32 11.54 17.69 21.29 26.14 

23.27 10.49 27.71 7.89 11.15 18.16 19.78 27.33 

22.54 10.73 26.67 8.41 10.62 18.35 18.94 27.99 

21.94 11.17 25.99 8.85 10.16 18.57 17.68 28.99 

21.43 11.38 24.94 9.46 9.77 18.76 16.49 29.94 

20.82 11.71 23.50 10.18 9.52 19.01 15.55 30.74 

19.91 12.42 22.71 10.84 9.18 19.20 14.87 31.37 

19.38 12.70 21.53 11.37 8.84 19.18 13.92 32.23 

18.86 12.94 20.41 12.21 8.62 19.40 12.20 33.85 

18.44 13.14 18.85 13.19 8.41 19.61 11.35 34.70 

17.93 13.39 17.10 14.43 8.21 19.86   

17.18 14.03 15.34 15.79 7.93 19.89   

16.76 14.07 14.42 16.71 7.76 20.15   

16.32 14.27 11.93 18.38 7.42 20.63   

15.69 14.77 9.02 20.49 7.05 20.76   

15.32 14.88 7.24 22.43 6.78 21.04   

14.77 15.31     6.59 21.06   

14.48 15.49     6.33 21.42   

14.18 15.65     6.16 21.44   

13.88 15.82     6.02 21.41   

13.56 15.96     5.91 21.62   

13.32 16.07     5.80 21.76   

13.05 16.28     5.66 21.77   

12.76 16.44     5.56 21.91   

12.22 16.68     5.46 22.05   

11.86 16.96     5.34 22.02   

11.20 17.31     5.25 22.13   
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11.00 17.45     5.18 22.26   

10.48 17.48     5.01 22.53   

10.13 18.12     4.87 22.73   

9.90 18.06     4.69 22.83   

9.44 18.27     4.55 23.01   

9.07 18.51     4.42 23.12   

8.79 19.00     4.30 23.28   

8.49 18.97     4.15 23.62   

8.20 19.20     4.02 23.64   

8.00 19.57     3.87 23.84   

7.73 19.73          

7.51 19.91             

7.27 20.10       

 

Table B.2.5. Experimental weight fraction data for the systems composed of N333C3S (1) + salt (2) + 

H2O (3) at 25 °C and atmospheric pressure. 

Na3C6H5O7 NaH2PO4 

100 w1 100 w2 100 w1 100 w2 

59.89 1.00 59.10 1.13 

56.37 1.88 54.34 2.08 

51.89 2.53 46.13 6.41 

48.06 3.08 42.94 8.16 

44.33 4.40 40.08 9.63 

42.40 4.91 37.85 10.82 

39.61 5.90 34.97 12.57 

36.93 6.95    

33.16 8.64    

29.55 10.43    

24.36 13.31    

20.63 15.56    

16.31 18.18     
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Table B.2.6. Experimental weight fraction data for the systems composed of N222C3S (1) + salt (2) + 

H2O (3) at 25 °C and atmospheric pressure. 

K3PO4 K2HPO4 K2CO3 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

59.14 0.84 54.56 4.12 54.97 2.68 

46.60 2.76 40.00 5.64 43.70 4.00 

40.41 4.10 34.66 7.34 29.84 6.89 

36.71 5.62 31.74 9.01 27.81 7.72 

32.52 7.86 28.58 10.04 15.94 11.82 

28.76 9.62 23.46 13.05 15.34 12.00 

26.00 11.40 22.35 14.16 14.77 12.22 

24.60 12.08 21.04 14.82 14.20 12.40 

22.73 13.27 20.11 15.45 13.45 12.93 

21.11 14.30 18.53 17.07 12.61 13.24 

19.56 15.09 17.74 17.59 11.89 13.56 

18.26 15.87 17.00 17.89 11.23 13.75 

17.23 16.62 15.99 18.90 10.76 14.15 

16.23 17.24 15.37 19.27 10.33 14.11 

15.35 17.84 14.79 19.59 9.95 14.46 

14.53 18.46 14.30 19.90 9.46 14.61 

13.83 18.92 13.58 20.84 8.90 14.98 

13.23 19.30 13.12 21.08 8.39 15.33 

12.64 19.65 12.68 21.33 7.61 16.10 

11.96 20.16 12.10 21.89 4.66 18.94 

11.51 20.44 11.72 22.15 54.97 2.68 

11.04 20.82 11.23 22.72 43.70 4.00 

10.65 21.09 10.90 22.88 29.84 6.89 

10.26 21.32 10.62 23.09 27.81 7.72 

9.78 21.81 10.20 23.60 15.94 11.82 

9.43 22.04 9.81 24.00   

9.07 22.38 9.53 24.16   

8.80 22.51 9.24 24.38   

8.56 22.67 8.98 24.66   

8.22 23.00 8.68 25.05   

7.92 23.27 8.40 25.40   

7.64 23.57 8.06 25.43   

7.43 23.66 7.77 25.74   

7.17 23.87 7.49 26.14   

6.93 24.10 7.29 26.36   

6.75 24.24 7.10 26.57   

6.52 24.44 6.78 26.91   

6.32 24.65 6.61 27.12   

6.13 24.88 6.36 27.33   

5.95 25.09 6.21 27.50   

5.79 25.27       

5.68 25.60       

5.52 25.42       
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Table B.2.7. Experimental weight fraction data for the systems composed of N111C4S (1) + salt (2) + 

H2O (3) at 25 °C and atmospheric pressure. 

K3PO4 K2HPO4 K2CO3 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

58.16 2.52 53.33 5.86 32.38 8.43 

45.92 4.27 42.07 9.15 25.61 10.97 

39.55 5.74 33.00 12.67 18.65 13.68 

35.87 7.40 29.83 13.82 13.01 16.09 

31.20 10.18 27.71 15.45 7.71 18.69 

27.66 12.12 25.85 16.62 5.94 20.36 

24.93 13.85 24.33 17.84 3.78 23.16 

22.68 15.37 22.93 18.51   

20.82 16.57 21.74 19.31   

18.70 18.13 20.79 20.08   

17.41 18.86 19.14 21.81   

16.02 19.98 18.28 22.21   

15.07 20.57 17.46 22.84   

13.83 21.56 16.08 24.07   

12.91 22.29 15.54 24.61   

12.02 22.93 15.00 25.23   

11.11 23.67 14.04 26.12   

10.51 24.18 13.63 26.39   

9.93 24.65 12.90 27.00   

9.43 25.01 12.58 27.30   

9.00 25.37 12.23 27.57   

8.45 25.93 11.88 27.75   

7.93 26.46 11.38 28.41   

7.52 26.80 10.77 29.16   

7.09 27.35 9.85 29.84   

6.71 27.72 9.62 29.92   

6.37 28.03 9.44 30.16   

6.13 28.28 9.06 30.66   

5.82 28.35 8.87 30.73   

5.50 28.77 8.58 31.16   

5.25 29.11 8.27 31.42   

4.92 29.57 8.00 31.80   

  7.75 32.14   

  7.46 32.21   

  7.34 32.32   

  7.12 32.75   

  6.95 33.13   

  6.78 33.31   

  6.52 33.65   

  6.28 33.97   

  6.03 34.29   

  5.83 34.50   

  5.69 34.64   

  5.56 34.79   
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  5.44 34.98   

  5.34 35.06   

  5.12 35.44   

  4.94 35.66   

 

Table B.2.8. Experimental weight fraction data for the systems composed of N111C3S (1) + salt (2) + 

H2O (3) at 25 °C and at atmospheric pressure. 

K3PO4 K2HPO4 K2CO3 

100 w1 100 w2 100 w1 100 w2 100 w1 100 w2 

46.56 5.85 39.90 9.29 24.36 14.12 

38.97 8.05 36.08 11.23 12.54 19.46 

33.31 10.88 32.89 13.11 3.29 28.28 

28.38 13.94 28.97 16.52   

23.63 16.46 26.99 17.65   

20.35 17.67 24.28 20.04   

17.93 19.50 22.82 20.84   

15.94 21.16 20.78 22.69   

14.23 22.39 19.18 24.09   

12.49 23.95 17.76 25.38   

11.28 25.19 16.58 26.31   

10.21 26.30 15.59 27.25   

9.37 27.31 14.70 28.10   

8.65 28.37 13.83 28.71   

7.08 30.06 12.85 29.85   

5.78 31.59 12.18 30.47   

5.14 32.86 11.60 30.96   

2.22 37.89 10.88 31.86   

  10.44 32.26   

  9.84 33.00   

  9.50 33.35   

  9.13 33.63   

  8.70 34.30   

  8.29 34.87   

  7.87 35.19   

  7.57 35.56   

  7.25 35.94   

  6.95 36.28   

  6.69 36.63   

  6.38 37.12   

  6.22 37.18   

  5.97 37.63   

  5.76 37.94   

  5.63 38.05   

    5.45 38.27     

  5.30 38.54   
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Figure B.2.1. Salt anion effect in the phase diagrams of ternary systems, at 25 °C and atmospheric pressure, composed of water, ZIs, and the following potassium-based 

salts: K3PO4 (Ä), K3C6H5O7 (É), K2CO3
 (¹), K2HPO4

 (+) and KH2PO4 (r). 
















